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IDENTIFICATION OF MACHINES 

Each Union Special machine is identified by a Style number on a name plate 
on the machine. Style numbers are classified as standard and special. Standard 

yle numbers have one or more letters suffixed.. but never contain the letter "Z". 
xa.m.ple: "Style 39500 FA". Special Style numbers contain the letter "Z". When 

only minor changes are made in a standard machine.. a "Z" is suffixed to the stan
dard Style number. Example: "Style 39500 FAZ". 

Styles of machines similar in construction are grouped under a Class number 
which differs from the Style number in that it contains no letters. Example: 
"Class 39500". 

APPLICATION OF CATALOG 

This catalog applies specifically to the standard Styles of machines as listed 
herein. It can also be applied with discretion to some Special Styles of machines in 
Class 39500. References to directions .. such as right .. left .. front .. back .. etc.. are 
given from the operator's position while seated at the machine. Operating direction 
of handwheel is away from operator. 

STYLES OF MACHINES 

Restyled High Speed Single Curved Blade Needle. Two Looper .. Three Thread .. Over
seaming Machine. Differential Feed .. Trimming Mechanism with Spring Pressed 
Lower Knife.. Automatic Lubricating System. 

9500 FA Light to medium duty machine for seaming light and medium weight flat, 
warp.. and ribbed knit fabrics of cotton .. silk, or similar weight synthetics. 
The sewing combination has been designed especially for use on women's and 
children's slips, pajamas .. nightgowns. or similar articles where long straight 
hanging seams are a primary requisite. Seam Specification. 504-SSa-1; 
standard seam widths. 3/32 and 1/8 inch; stitch range. 8-30 per inch; cam 
adjusted main and differential feeds. Maximum recommended speed 7000 R.P .M. 

39500 FB Light to medium duty machine for seaming light and medium weight flat .. 
warp.. and ribbed knit fabrics of cotton. silk, or similar weight synthetics. 
The sewing combination has been designed for general purpose seaming of "T" 
shirts.. polo shirts. panties, infant and children's knit wear .. and similar 
garments. Seam specification. 504-SSa-1; standard seam widths. 3/32 and 
1/8 inch; stitch range, 8-30 per inch; cam adjusted main and differential feeds. 
Maximum recommended speed 7000 R. P. M. 

39500 FP Medium to heavy duty machine for seaming medium to heavy weight flat, 
warp., and ribbed knit fabrics made from cotton and wool .. used on snow suits, 
sweat shirts., underwear and similar garments. Seam specification., 504-SSa-1; 
standard seam width .. 1/8 inch; stitch range., 8-20 per inch; cam adjusted main 
and differential feeds. Maximum recommended speed 6500 R. P.M. 

39500 FY Medium to heavy duty machine for seaming medium and heavy loosely 
knit outerwear made from cotton .. wool and synthetic yarns. Wide cutting 
knives. Seam Specification., 504-SSa-1; standard seam width. 1/8 inch; stitch 
range., 8-20 per inch; cam adjusted main and differential feeds. Maximum 
recommended speed 6 500 R. P. M. 
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STYLES OF MACHINES (Conti nued) 

39500 GA Mediumtoheavyduty machine for seaming medi um and heavy knit outer
wear made from cotton, wool and s ynthet i c y a r ns, with provis ion for inse rtin,a 
a reinforcing t ape us ed on shoulde r s eam s of sweaters and s i mila r garment 
Wide cutting knives. Seam Specification, 504-SSa-1; s tandard s ea m width, 5/3 .:. 
i nch; stitch range, 8-20 per inch; cam adjusted main and diffe r entia l feeds. 
Maximum recommended spe ed 6500 R. P.M. 

39500 GF Same as 39500 FP, ex cept fitted with 39 500 F B sewing p arts. For 
seaming all types and weights of fl at, warp and ribbed knit cotton, wool ra~:on 
and silk fabri cs. Seam specificati on, 504-SSa-1; s tandard s eam widths , 3j32, 
1/8 and 5/32 inch; stitch range, 8-20 pe r in ch; cam adjus t ed m ain and diffe ren
tial feeds. Maximum recommende d sp eed 6500 R. P. M. 

39500 GS Light to medium duty machine for p roducing high quali ty , tur n ed down 
edge seams on pajamas, negligees, peignoirs, blouses and simila r sh eer items 
requi ring reinfor ced seams. Seam Spe cifi ca tion, 504- EFe- 1 inver ted; s t andard 
seam width 3/ 3 2 inch; stitch r ange, 8 to 30 pe r inch; c am a djus t e d m ain and 
differential feeds. Maximum r e commended speed 7000 R. P. M. 

39500 JE L ight to medium duty machine with reverse differenti al feed for gen eral 
purpose of s eaming and atta ching collarettes to "T" shirts. P repa red to a ccept 
J e s se Heap folder No. U-100. Seam Specificati on, 504-SSa-1; s t andard seam 
width 1/8 inch; stitch range, 8-30 per inch; cam adjust e d m ain and diffe r e ntial 
feeds . Maximum recommended speed 7000 R . P. M. 

39 500 JF Me dium to he avy duty machine for seaming bulky knit s weaters ; can b e 
used for att aching a r einforcing tape us ed on s houlde r seam s of sweat ers an 
s im ilar garments, tape automatically guided by slot in press er foot . Str a igh 
knife pa rts . Se am specification, 504-SSa-1; standa rd s eam wi dth, 1/8 inch; 
stitch range, 8-20 per inch; cam adjusted main and differential feeds . Maximum 
recommende d sp eed 6500 R . P . M. 

39500 J G Lighttomediumduty m a chine for uptur ned h em on cotton was h cloths and 
other light to medium weight material. Se am speci fication, 50 5-EFa-1; stan
dard s eam width 1/8 inch; stitch range, 8-15 per inch; cam adjus t ed main and 
d iffer ential feed. Maximum r ecommended speed 7000 R. P.M. 

OILING 

CAUTION! Oil was drained from m achine when shipped, s o r eservoir m u s t b e 
fille d before beginning to operate. Oil c apacity of Class 39 500 is sia ounces . A 
s traight mineral oil of a Saybolt vis cosity of 200 to 250 seconds at 100 Fahrenheit 
s hould be use d. 

Machin e i s filled with oil at spri ng cap in top cover. Oil l e vel is check e d at 
sight gauge on f r ont of m achine. Red bulb on oil l evel indicator s hould show between 
g auge lines when m achine i s s t ationary. 

Machine i s automat ically lubricat e d. No oiling i s ne cessary, other than keeping 
main r eservoi r filled. Check oil daily before the m or ning s t art; add oil as r equired. 

The drain plug s c r ew is locat ed at back of m achine near bottom edge of bas 
It i s a magnet ic s crew designed to accumulat e p ossible foreign m at eri al s which m ay 
have entere d the crank case. It should be remove d and cleaned periodically. 
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NEEDLES 

Each Union Special needle has both type and size number. The type number 
denotes the kind of shank, point, length, groove, finish and other details. The size 

mber, stamped on the needle shank, denotes largest diameter of blade, measured 
n thousandths of an inch, midway between shank and eye. Collectively, type and 

size number represent the complete symbol which is given on the label of all n e edles 
packaged and sold by Union Special. 

Class 39500 machines use a curved blade needle. The standard recommended 
needle for Styles 39500 FA, FB, FP, FY, GA, GF, JE, JF and JG is Type 154 GAS .. 
while the standard needle for Style 39500 GS is Type 154 GBS. Below are the type 
numbers, description and sizes available of the recommended needles. 

Type No. 

154 GAS 

154 GBS 

Description and Sizes 

Round shank, round point, curved blade, standard length, single 
groove, struck groove, spotted, chromium plated and is available 
in sizes 022, 025, 027, 029, 032, 036, 040, 044, 049, 054. 

Round shank, round point, curved blade, standard length .. double 
g roove, struck groove, spotted, chromium plated and is available 
in sizes 025, 027, 029, 032. 

To have needle orders promptly and accurately filled, an empty package, a 
sample needle, or the type and size number should be forwarded. Use description 
on label. A complete order would read: "1000 Needles, Type 154 GAS, Size 027". 

Selection of proper needle size is determined by size of thread used. Thread 
should pass freely through needle eye in order to produce a good stitch formation. 

Success in the operation of Union Special machines can be secured only by use 
of needles packag ed under our brand name, ~ which is backed by a re
putation for producing highest quality needles in materials and workmanship for 
more than three-quarters of a century. 

CHANGING NEEDLES 

Release pressure on presser foot by turning presser foot release bushing 
(T, Fig. 1 and 1A) and swing presser arm (G) out of position. Turn handwheel in 
operating direction until needle is at its lowest point of travel. Using hexagonal 
socket wrench No. 21388 AU, furnished with machine, loosen needle clamp nut 
about 1/4 turn. Again turn handwheel until needle is at high position; withdraw 
needle. 

To replace needle, leave needle holder at high position and, with the flat to the 
left, insert needle in holder until it rests against stop pin. Keeping needle in this 
position, turn handwheel until holder is again at its low point of travel; then tighten 
nut. Return presser arm (G) to position; re-lock presser foot release bushing (U). 

THREAD STAND 

After thread comes from cone on thread stand (V, Fig. 1 and 1A), it is brought 
up through back thread eyelet, then down through front thread eyelet (W). Next it 
is threaded through each pair of holes in tension post mounting bracket (A), down 
hrough right hand hole (from back to front) and over mounting bracket through left 

hand hole (from back to front). Then thread continues between tension discs (AB), 
and on through front thread eyelets (B). 
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THREADING 

Only parts involved in threading are shown in threading diagram (Fig. 1 and 
1A). Parts placed in their relative positions for clarity. 

It will simplify threading this machine to follow recommended sequence 
threading lower looper first, upper looper second, and needle third. 

The threading of the upper and lower loopers are the same for both Fig. 1 and 
Fig. 1A, the only difference will be in threading the needle, which will be explained 
under paragraph "To Thread The Needle". 

Before beginning to thread, swing cloth plate open, turn handwheel in operating 
direction until needle (N) is in high position, release pressure on presser foot by 
turning presser foot release bushing (U); and swing presser arm (H) out of position. 

Be sure threads., as they come from the front tension thread eyelets, are be
tween tension discs (AB) on tension posts (AA). 

TO THREAD LOWER LOOPER 

Thread lower looper thread through the right front thread eyelet (B) on the ten
sion post mounting bracket (A). Then double end of thread and lead it through both 
eyes of lower looper thread eyelet (E, Fig. 1) from right to left. NOTE: Thread 
must pass in front of looper thread pull-off (T). Lead thread behind fabric guard 
bracket (F) and through hole of frame looper thread guide (G). Turn handwheel in 
operating direction until heel of lower looper (K) is all the way to the left; then 
thread through both eyes from left to right. Left eye of lower looper can be threaded 
easily if tweezers are in left hand. 

TO THREAD UPPER LOOPER 

Thread upper looper thread through left front thread eyelet (B) on tension po 
mounting bracket (A). Turn handwheel until point of upper looper (L) is all the way 
left. Lead thread through auxiliary looper thread eyelet (D) from back to front, 
then through both eyes of upper looper thread eyelet (C) from left to right. NOTE: 
Thread must pass in front of looper thread pull-off (T). After pulling up upper 
looper thread tube assembly (M), lead thread under neck of top cover casting and 
down through thread tube assembly (M). Pull thread out bottom of tube; push tube 
down, then insert thread through upper looper eye from front to back. 

CAUTION! Be sure upper looper thread is under lower looper thread when 
passing from tube assembly to upper looper eye. 

TO THREAD THE NEEDLE (504 STITCH) 

Thread needle thread through middle front thread eyelet (B) on tension post 
mounting bracket (A). Turn handwheel in operating direction until needle (N, Fig. 1) 
is at its highest position. Insert needle thread from right to left, through both eyes 
of needle thread eyelet (R), under neck of top cover casting; then down through hole 
in top cover needle thread eyelet (P). Thread needle from front. 

TO THREAD THE NEEDLE (50-5 STITCH) 

Thread needle thread through middle front thread eyelet (B) on tension post 
mounting bracket (A). Turn handwheel in operating direction until needle (N, Fig. 
1A) is at its highest position. Insert needle thread from back to front of needle 
thread eyelet (R), under neck of top cover casting; then through needle thread pull
off eyelet (P) from right to left. Thread needle from front. 
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THREAD TENSION 

The amount of tension on needle and looper threads 
is regulated by the tension post (AA~ Fig. 1 and 1A). 

ension on threads should be only enough to secure 
roper stitch formation. 

PRESSER FOOT PRESSURE 

Sufficient presser foot pressure to feed work uni
formly should be maintained. Should it be necessary to 
increase or decrease amount of pressure on presser 
foot~ loosen lock nut (A, Fig. 2) and turn adjusting screw 
(B). Adjusting screw has a right hand thread so 
tightening increases pressure~ loosening decreases 
pressure. When pressure adjusting screw (B) has been 
properly set, tighten lock nut (A). With presser foot 
resting on throat plate, position locking nut (C) so that 
its under surface is approximately 1/3 2 inch to 1/16 inch 
from the top surface of adjusting screw (B). Set cap 
(D) against locking nut (C). 

FEED ECCENTRICS 

I 
Fig. 2 

Feed eccentrics used in Style 39500 FA machines have been selected to produce 
approximately 12 stitches per inch. It will be noted that the part number of main 
feed eccentric is No. 39540 B-10 while that of differential feed eccentric is No. 
39540 B-12. Minor numbers of the part symbol indicate approximately the number 
of stitches obtainable when using that eccentric. Unless otherwise specified~ ma
chine will be shipped with above combination of eccentrics. Refer to exploded views 
for eccentrics used on other styles of machines. 

Generally speaking, differential (right hand) feed eccentric determines number 
of stitches produced; main (left hand) feed eccentric is selected in relation to degree 
and direction of stretch of material being sewn, or type of operation. 

Following stitch number feed eccentrics are available under No. 39540 B-4, 
5~ 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 18, 20, 22, 24, 26, 28, 30, 32, 34, 36 .. 40. 
Only two eccentrics are supplie d with each machine. Additional eccentrics may be 
ordered separately. To order an eccentric .. use No. 39540 B with a minor number 
suffixed to indicate number of stitches desired. Example: "39540 B-12". 

ASSEMBLING AND ADJUSTING SEWING PARTS 

Before assembling and adjusting sewing parts, remove cloth plate, fabric gu ard, 
chip guard.. upper knife assembly, lower knife holder assembly, then follow this 

suggested sequence: 

Fig . 3 

SETTING THE NEEDLE 

With throat plate assembled in position-a 
needle should center in the front end of needle 
slot. When needle is at high position, needle 
point should be set 1/2 inch above throat plate 
(A, Fig. 3) for styles 39500 FA, FB~ FY, GF~ 
GS~ JE and JG; 15/32 inch for Styles 39500 GA 
and JF, and 35/64 inch for Style 39500 FP. To 
align needle or set the height above the throat 
plate, move needle driving arm (B, Fig. 3) by 
loosening clamp screw (C). Remove throat plate. 
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Fig. 4 

SETTING THE NEEDLE (Continued) 

If needle thread cam pull-off (A, Fig. 4) 
overlaps looper thread pull-off (B), separate by 
moving looper thr ead pull-off back. When re 
tightening looper pull-off screw, be sure to tak 
up end play in needle driving arm. 

At this point, insert lower looper (A, F ig. 5) 
into bar (B). With lower looper at left end of its 
stroke, set looper point 1/8 inch from center of 
needle (Fig. 5), using looper gauge No. 21225-1/8. 
Do not have lower 1 o ope r deflect i ng needle. 
T ighten nut (C). 

Now assemble differential (front) feed dog. 

SETTING THE REAR NEEDLE GUARD 

Set rear needle guard (A, Fig . 6) as high 
as possible~ without interfering with either 
lower looper or movement oflower knife holder, 
but still in position to deflect needle forward 
. 002-. 004 inch. Screw (B) is used to set rear 
needle guard. Make sure there is no inter
ference between rear needle guard and l ower 
looper. 

F ig. 5 

SETTING THE LOWER LOOPER 

F ig. 6 

Now fini sh lowe r loope r a djustment. As lowe r 
loop er m ove s to the r ight. its p oint s hould b e s et into 
the needle s carf (A, F ig . 7) unt il the n eedle s prings 
forward fr om r e a r guard sur face another • 002-.004 
i nch. 

SETTING THE FRONT NEEDLE GUARD 

As s emble front needle 
gua r d ( C, F ig. 6). When 
l ower looper is spr inging 
needle off ba ckguard, set 
f r ont ne edle guard a s close 
as possible to needle wit h 
out t ouch ing . Screw (D) i s 
used to a dju st a nd set fr ont 
needl e guard. Aft e r this 
sett ing make s ure ther e is 
no i nt e r fe r ence bet w ee n 
needle gu a rds an d differen
tial feed dog . 
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SETT ING THE UPP ER LOOPER 

I nse r t up per looper (A, F ig . 8) in its holder. Screw 
( B, Fig . 8) hol d s upper looper in i t s holde r. and perm it s 

to b e pushed in or out or t u r ned a round it s shank . Insert 
pper looper holder into upper looper shaft. i f it is not al

ready in pl ace . Screw (C, Fig. 8) on clamp holds t he upp er 
looper hol de r in the shaft. L ocate uppe r looper i n its hol der 
so that the s h ank ext ends 1/3 2 to 1/16 inch b eyond holder 
(Fig. 8), for Style s 39500 FA, FB, GS, JE and J G, and 
1/16 to 3/32 inch for Styles 39 500 FP, F Y, GA. GF and JF. 

When the upper loop er is at the right end of i t s str oke, 
upper looper hol de r should be set to position upper l ooper 
shank b a ck of vertical on Styles 39500 F A, FB, GS, J E and 
JG {Fig. 8). Fig . 8 

Fig. 9 

NOT E : On Styles 39 500 FP, FY, GA, GF and J F , upper 
loope r holde r should b e set to pos iti on t he uppe r looper 
s hank about vert i c ally. Be sure. on all s tyl es. the r e i s a 
clearance b etween h eel of l oope r and cast ing. By a dj ust
i ng loope r holder in or out of upper looper shaft and by 
t urning t he l ooper around i t s s h ank, s e t upper l ooper p oi nt 
to cross lower looper to the left of t h e lowe r looper eye 
with 0. 00 2 to 0. 004 clear ance (Fig . 9). 

A s the uppe r looper m oves tow ard t he top of it s stroke~ 
the h e el of the upp er l ooper s hould pass b eh ind the lower 
looper head with 1/64 to 1/32 inch cle a r ance . 

Next, t urn handwh eel unt il 
looper is at the l eft e nd of it s 
travel ; che ck di m ensions of upp e r 
looper point with resp ect to needle 

and throat plat e ( F ig. 10). If res etting i s necessary. do it 
by movi ng the upper looper holde r (A, F ig . 10). F igure 10 
r epresents the dimens i onal s etti ng for Styles 39 500 F A, FB, 
GS, JE and JG. 

NOTE: F or Style 39 500 FP, the s ettings are 9/64 and 
35/64 inch. For Styles 39500 GA, FY, GF , J F , the settings 
a r e 9/64 and 31/64 inch. For example, dimension 31/64 

Fig. 11 

inch is incre a sed by turning upp e r 
loope r holder counterclockwise 
looking from left end of m a chine ; F 10 dimensi on 5/ 32 inch is i n crea s e d ig . 
by pulli ng upper looper holder left, out of upper l oope r s h aft. 
After the s e changes are made, it m ay b e ne cessary to 
turn upper l oope r around its shank s lightly to m aint ain the 
condition s hown in F ig. 9. 

When the correct setti ng is obtained, it can b e che c ked 
qui ckly as follows: As upper loop e r i s moving to the right, 
when upper looper eye centers on the needle, bottom of the 
n eedle eye s hould b e about l e vel with top surface of upper 
loop er (Fig. 11) fo r Style s 39 500 F A, F B, GS. J E and JG. 
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SETTING THE UPPER LOOPER (Continued) 

NOTE: For Styles 39500 FP, FY, GA .. GF and JF, the eyes of the upper looper 
and needle should align exactly. 

Check setting to avoid interference between upper looper and needle on needle 
downstroke. If needle rubs the back of upper looper, pull looper out of its holder 
slightly and rotate looper a short distance counterclockwise, looking from left end 
of machine. Reset to maintain dimensions of Figs. 9, 10, 11. 

Fig. 12 

SETTING THE FEED DOGS 

Now assemble main (back) feed dog and chaining feed dog. 

On Style 39500 FA, set all three feed dogs (A, B, c .. Fig. 12) so the top sur
faces of teeth all lay in the same plane. This can be checked by sighting across 
teeth with a straight edge. Now assemble throat plate. Feed dog s should now be 
leveled with throat plate surface by rotating feed tilting adjusting pin (D). This pin 
raises or lowers the back end of both feed bars at the same time. 

The feed dogs should be set level at the time teeth first appear above the throat 
plate . Screw (E) locks feed tilting adjusting pin in place. Now set feed dogs so that 
teeth rise about 3/64 inch above throat plate. 

NOTE: On Styles 39500 FB, FP, FY, GA, GF, GS, JE, JF and JG, set chaining 
feed dog (C) level with top of throat plate when feed is at the top of its travel. 

SETTING THE LOWER KNIFE 

Replace lower knife holder assembly. Lower 
kni fe (A, Fig. 13) should be set with cutting edge 
flush with throat plate surface. Adjustments are 
made with hexagonal head screw which holds lower 
knife. Lower knife is spring pressed against upper 
knife, so no lateral adjustment is necessary when 
width of tri m is changed. 

Lower knife may be secured in any position by 
tightening screw (B) and locking nut (C) against sup
port bracket. Because screw (B) also serves as 
latch pin for the cloth plate latch spring, it should 
always be locked with nut (C) even when screw is not 
t ightened against lower knife holder. 
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SE TTING THE UPPER KNIF E 

R epl a ce upper knife a s sembly. Cla mp upper knife 
(D, Fig. 13) in p osit i on, setti ng nut (E ) to hold clamp 

) i n it s mos t clockwise pos it i on agains t upp e r kn i f . 
t bottom of it s s t r oke, fr ont cutting e dge of upper knife 

s hould extend n ot les s than 1/64 inch b elow cutting e dge 
of lowe r knife . The ch ain gua rd (G) s hould b e set down 
agains t the upper knife a nd s lightly b ack fr om t he cut
t ing e dge. Se e P a ge 19 fo r Setti ng Knife on 39 500 JF. 

A ft er upper knife has b een set fo r p roper w idth of 
t r im. s crew (H ) s hould b e t ightened to lock upp e r kn ife 
holdi n g block (J ) in pl a c e . This w ill simplify resetting 
w hen uppe r knife is replace d. 

SE T T ING THE STITCH L E NGT H 
Fig. 14 

L ength of s t i t ch i s det e rmin e d by the com b inat i on of feed e ccentrics used. Outzr 
(left) eccentri c (A, F ig . 14) a ctuat es main (rear) feed dog ; while the i nne r (right) 

e ccentri c (B ) a ctuat es the di ffe r ential (front) 
feed dog . 

In a s s embling feed e ccentric s , b e sur e hubs 
are faci ng each othe r. B e care ful n ot to d am ag e 
shaft or key. T ighte n nut (C) securely. 

Fig. 15 

To change feed e ccentri cs, remove nut (C) 
and washe r (D) from e nd of shaft (E). T ur n hand
wheel in operati ng di re ct i on until key slot i n 
e ccentric is toward front. Usi ng h ooked e c
centri c extr actor (F ), supplied w ith machi ne, 
rea ch b eh i nd e c cent ri c s as s hown and withdraw 
e ccentrics . It m ay b e necessar y to move h and
wheel b a ck and for th slightly during extr act i on. 

If eccentri c s are unus ually t ight fitting, in addit i on to removing nut (C) and 
w asher (D) (F i g . 15) from shaft (E ), it m ay b e h elpfu l to remove nut (G) and fee d 
d r iving conne cti on (H). The n continue as o r iginally suggest e d. 

SETTING THE PRESSER F OOT 

Assemble the press e r foot to p resser 
arm. With n e edle i n high posit i on, swing 
p r esser a r m i nto sewi ng position and s et the 
pres ser foot to align needle hole s (front and 
b a ck) and flat on thr oat pl ate . The front e dge 
of needle hole i n p resser foot mus t b e al igned 
w ith f ront edge of needle hole in thr oat plat e . 
It is also im p orta nt that t he bottom of the 
p resser foot b e fl at on the t h roat p l at e . If 
n e c e s sary. p r esser foot can b e r ealigned wi th 
thr oat plat e s lot s by shift ing t he foot l ift er 
l e ver shaft (H, F ig. 16). T o move the s h aft. 
loosen colla r screw s (B, F ig . 16) and clamp 
screw (G) and the n s h ift t he foot lifter l ever 

haft to the l e ft or r ight as requi red. Re
t ighte n c olla r s c rew s and clamp screw. 
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SETTING THE PRESSER FOOT (Continued) 

The foot lifter lever arm (A, Fig. 16) and the collar (B) secure the shaft. Be 
sure the presse r arm does not bind and rise when presser foot release bushing is 
unlocked. 

Adjust lifter lever stop screw (C) so that presser foot can be raised no higher 
than upper looper will permit: then lock the nut (D). There should be from 1/16 to 
1/8 inch free motion of foot lifter lever before the presser foot begins to rise. 
This adjustment should be made with screw (E) and locked with nut (F). Re-assemble 
the chip guard, fabric guard and cloth plate. To assemble chip guard, turn hand
wheel until upper knife assembly reaches its highest position. 

STARTING TO OPERATE (504 STITCH) 

Be sure machine is threaded according to threading diagram (Fig. 1, page 7). 
With thread tensions light, set looper thread eyelets (C and E) about horizontal and 
in the middle of their front to back locations. Operate machine slowly, without 
presser foot in place, to make sure that chain forms and moves off the tongue freely. 
Swing presser foot into position, insert material, and sew slowly. 

NEEDLE THREAD CONTROL (504 STITCH) 

While sewing on material, check needle thread control as follows: Usually all 
needle thread is drawn on needle down stroke. At top of needle stroke,. thread 
should be just tight enough to feed chain off stitch tongue. Stitch tends to pull down 
slightly if excessive thread is pulled on the up stroke. With needle at bottom of 
stroke,. position needle thread eyelet (R .. Fig. 1) so that needle thread campull-off 
(S) just contacts needle thread. 

On all Styles 39500 except 39500 JG, it is desirable to adjust the needle threa 
pull-off eyelet well-forward (toward the operator) to delay .. slightly .. the tightening 
of the needle thread. 

LOWER LOOPER THREAD CONTROL (504 STITCH) 

With material under presser foot,. set lower looper thread eyelet (E, Fig. 1) 
back far enough so thread is a little slack when looper thread pull-off (T) reaches 
its most rearward position. Looper thread pull-off (T) is set about 1/8 inch dis
tance behind needle thread cam pull-off (S). Frame looper thread guide (G) should 
be set with its left hand eyelet approximately 1/8 inch right of lower looper (K) heel 
eyelet at the time lower looper is at extreme left end of its travel. 

While sewing on material.. check drawing off of looper thread as follows: A 
portion of lower looper thread should be drawn through the tension before lower 
looper thread comes off upper looper. To increase amount of thread drawn through 
the tension while lower looper thread is on upper looper,. move lower looper thread 
eyelet (E) down,. keeping the same amount of pull-off action. 

UPPER LOOPER THREAD CONTROL (504 STITCH) 

Before proceeding to adjust upper looper thread eyelet (C .. Fig. 1) balance all 
three tensions to give a normal appearing stitch. Moderate change in these tensions 
will not markedly effect the purl. 

During needle down stroke,. forward stroke of looper thread pull-off (T) will 
draw upper looper thread through the tension. When normal amount of looper threa 
is drawn.. upper looper thread will have almost all slack taken up as looper threa 
pull- off reaches its most rearward position. 
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POSITIONING THE PURL (504 STITCH) 

To move the purl more under the edge .. both looper thread eyelets (C and E .. 
Fig. 1) should be raised keeping the same amount of pull-off. Usually it is better 

have slightly more pull-off on upper thread than on lower thread. 

If it becomes necessary to move looper thread pull-off (T), be sure to take up 
all end play in needle drive shaft before tightening. If upper looper is located so 
that it is higher over throat plate than recommended in Fig. 10,~~ the purl will tend 
to form near top edge. If upper looper is too low .. the purl will form nearer bottom 
edge. 

THREAD TENSIONS (504 STITCH) 

The needle thread tension required is a function of needle thread and material 
being sewn. In general,~~ lower looper thread tension should be set as high as possible 
without causing needle thread to be pulled down. Upper looper thread tension should 
be increased as long as the elasticity of the chain increases.. or until the purl is 
pulled too far over the top. 

STARTING TO OPER4TE STYLE 39500 JG (505 STITCH) 

Be sure machine is threaded according to threading diagram (Fig. 1A). 

With thread tensions light,~~ set upper and lower looper thread eyelets (C and E) 
about horizontal and in the middle of their front to back locations. 

Operate machine slowly .. without presser foot in place,~~ to make sure that chain 
forms and moves off the tongue freely. 

Swing presser foot into position,. insert materials,~~ and sew slowly. 

NEEDLE THREAD CONTROL (505 STITCH) 

While sewing on material .. check needle thread control as follows: About 60% 
of needle thread required for the stitch should be drawn on needle downstroke. 

To increase thread drawn on downstroke, position needle thread eyelet (R .. 
Fig. 1A) farther to the rear. 

LOWER LOOPER THREAD CONTROL (505 STITCH) 

Set lower looper thread eyelet (E, Fig. 1A) about horizontal and all the way for
ward in its slot. 

Frame looper thread guide (G) should be set with its left hand eyelet approxi
mately 1/8 inch right of lower looper heel eyelet,~~ when lower looper is at the left 
end of its stroke. 

UPPER LOOPER THREAD CONTROL {505 STITCH) 

With material under presser foot .. set upper looper thread eyelet (C, Fig. lA) 
to rest on top of lower looper thread eyelet (E),~~ and back far enough so upper looper 
thread is a little slack when upper looper reaches the left end of its stroke. 

POSITIONING THE SQUARE EDGE (505 STITCH) 

Position of lower looper thread at the edge is located by balancing needle and 
upper looper thread tensions. 

To reduce amount of lower looper thread in the stitch, or close the edge more,~~ 
increase lower looper thread tension. 
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F ig. 17 

TO REMOVE CRANKSHAFT 

Cranks haft can b e withdrawn ea s ier if these s t ep s a r e followe d: 

1. Drain oil by r emoving plug screw locat e d on b ack of machine near bottom e dge 
of b ase. 

2. Remove top and bottom covers of m ach"ne . 

3. Remove feed ecc entric nut (A, F ig. 17) and washer (B), and, with the aid of the 
e ccent r i c extractor, s lip off the e ccentri cs (C). 

4 . Remove key (D). 

5. Remove three c ounterweights (E). Ident ify the s e counterweights s o that they 
will be re- a s sembled in the p r oper places. 

6. Remove screw (F ) whi ch holds cranksh aft split bearing. This s crew i s r eache d 
through bottom of bed cas t ing . 
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TO REMOVE CRANKSHAFT (Continued) 

7. Remove caps of bearings on crank
shaft at points G, H .. and J. When 
re-assembling bearing caps make 
sure they are in their original po
sition. Trade marks are stamped 
on both halves of the caps and both 
trade marks should be on the same 
side ofthe bearings . Also, screws 
should be re-assembled in the same 
holes from which they were re
moved. 

8. Loosen clamp nut (A, Fig. 18) 
which holds upper knife driving 
arm (B). Access to clamp nut is 
through top cover. Draw driving 
arm to the left until upper knife 
driving lever (C) and connecting 
rod (D) drop, allowing removal of 
bearing cap (E). This is at bear
ing point (K, Fig. 17) on crank
shaft. Observe same precautions 
when re-assembling cap as de
scribed in 7 above. 

Fig. 18 

9. Remove screw (L .. Fig. 17) which holds inner right crankshaft bearing. This 
screw is reached through bottom of bed casting . 

Loosen two screws (M) in fan collar; remove both halves of cooling fan. 

11. Remove screw (N); take off pulley cap (P). 

12. Loosen two screws (R); remove pulley (S). 

13. Remove three screws (T); take off bearing retaining plate (U); also, spacer 
collars (V) and (W) may be removed at this time. 

14. Crankshaft may now be removed. 

15. If necessary to replace ball bearing (X). it should be pressed off shaft on an 
arbor press. In replacing bear ing it must be pressed on carefully until it seats 
against ground thrust washer (Y). 

16. Carefully observing reverse of the foregoing operations should simplify re
assembly of crankshaft. Checking exploded vi ew drawings for location of 
various parts and constant testing for binds during r e -assembly will also prove 
helpful. 

17. Before re-assembling, thoroughly olean and dry top and bottom covers and 
gaskets. Before re-assembling bottom cover make sure that spring pressed 
oil wick which lubricates left crankshaft bearing is inserted in hole in casting 
and that it contacts shaft. The wick s tands vertically on its spring against 
bottom cover. Coat oil drain plug with a sealing compound before re-assembl
ing to prevent oil leakage. No. 1 Crane Lead Seal is recommended. 
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ORDERING REPAIR PARTS 

ILLUSTRATIONS 

This catalog has been arranged to simplify ordering repair parts. Exploded 
views of various sections of the mechanism are shown so that the parts may be seen 
in their actual position in the machine. On the page opposite the illustration will be 
found a listing of the parts with their part numbers~ description and the number of 
pieces required in the particular view being shown. 

Numbers in the first column are reference numbers only~ and merely indicate 
the position of that part in the illustration. Reference number should never be used 
in ordering parts. Always use the part number listed in the second column. 

Component parts of sub-assemblies which can be furnished for repairs are in
dicated by indenting their descriptions under the description of the main sub
assembly. Example: 

41 
42 
42A 
43 
44 
45 

29126 DF 
22729 D 
22729 E 

97 
39544 s 
39544 u 

Lower Looper Drive Lever Connecting Rod Assembly--- 1 
Screw~ for No. 39544 N ------------------------- 2 
Screw~ for No. 39544 N ------------------------- 2 
Screw., for No. 39544 S - - ----------------------- 2 
Ball Joint Guide Fork --------------------------- 1 
Lower Looper Bar Driving Lever----------------- 1 

It will be noted in the above example that the eccentric~ ball stud~ and bearin, 
are not listed. The reason i s that replacement of these parts individually is not 
recommended., so complete sub-assembly should be ordered. 

Where the parts for all the styles covered in this catalog are not the same., the 
difference will be shown in the illustrations or mentioned in the descriptions. When 
a part is used in all machines covered by this catalog no machine style will be 
mentioned. 

At the back of the book will be found a numerical index of all the parts shown in 
this book. This will facilitate locating the illustration and description when only 
the part number is known. 

IDENTIFYING PARTS 

Where the construction permits., each part is stamped with its part number. 
On some of the smaller parts., and on those where construction does not permit., an 
identification letter is stamped in to distinguish the part from similar ones. 

PART NUMBERS REPRESENT THE SAME PART, REGARDLESS OF CATALOG IN 
WHICH THEY APPEAR. 
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USE GENUINE NEEDLES AND REPAIR PARTS 

Success in the operation of these machines can be secured only with genuine 
nion Special Needles and Repair Parts as furnished by the Union Special Machine 
ompany,, its subsidiaries and authorized distributors. They are designed according 

to the most scientific principles, and are made with utmost precision. Maximum 
efficiency and durability are assured. 

Genuine needles are packaged with labels marked ~ . Genuine 
repair parts are stamped with the Union Special trade mark. Each trade mark is 
your guarantee of the highest quality in materials and workmanship. 

TERMS 

Prices are net cash and subject to change without notice. All shipments are 
forwarded f. o. b. shipping point. Parcel post shipments are insured unless other
wise directed. A charge is made to cover postage and insurance. 

SETTING UPPER KNIFE {FOR STYLE 39500 JF) 

Replace upper knife assembly. Clamp upper knife in position, setting allen 
screw located on the right side to hold clamp against the upper knife. At bottom 
of its stroke, front cutting edge of upper knife should extend not less that 1/64 
inch below cuttingedge of the lower knife. 

After the upper knife has been set for the proper width of t:rim, the upper 
knife holding block should be locked in place using the screw at the front of the 
holding block. 
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Ref. 
No. 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
16A 
17 
18 
19 
20 
21 
22 
23 
24 
25 

26 
27 
28 
28A 
29 
29A 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 

43A 
43B 
43 C 
44 
45 
46 
47 
48 
49 
50 
51 

52 
53 
54 
55 
56 
57 
58 
59 
60 
61 
62 
63 
63A 
64 
65 
66 

Part 
No. 

39 557 B 
3955 7 E 
39557 c 
39557 F 
3955 7 
39557 A 
3955 6 A 
39582 AD 
39582 AF 
39582 v 
22562 A 
39582 AG 

51 - 103 Blk. 
39 582 w 
395 82 AE 
2254 1 
53634 c 
22585 G 
39582 GG 
39582 H 
39582 J 

667 D- 8 
22565 
22569 D 
39 594 R 
39563 F 

39563 T 
2 2569 B 
22571 E 
29477 GW 
29477 HJ 
39568 G 
39 568 p 
39 568 J 
22743 
39501 K 
39534 R 

90 
22569 
22565 F 
39599 

69 H 
22569 
3957 8 F 

138 
2 2657 D- 12 
39 501 D 

39 50 1 E 
39501 DB 
39 501 EB 

86 X 
39582 D 
41 071 G 
2 2569 A 
39 594 G 
39594 H 
22569 D 
3957 8 T 
39 578 TA 
22 894 AD 
39593 H 

660- 243 
39 582 y 
39 582 F 
22653 D - 4 
395 82 X 
39 595 
39582 AC 
225 86 R 
22569 
39532 A 
39532 E 

90 
39 593 c 
39593 D 

MAIN F RAME, MISC ELL ANEOUS COVERS AND PLATES 

De s cription 
Amt . 
Req . 

Pres s e r Spring Plunge r Cap Nut- - ----- - ----- - ----- - -- -- --- - -------------- 1 
Press er Spring P l unge r L ocking Nut - ------ - --- - -- - ------ - - -- - - - ----- - ---- 1 
Presser Spring P lunge r Adjust ing Screw ---- ---- - - ------- - ---------- - ----- 1 
Lock Nut, for adjusting s crew--- - - - ------- - - - -- - --- - ----- - - - - ------------ 1 
Presser Spring - - - - -- - - - - - - --- - - - - -- - ---- - --- ----- - - - - - - - -- - --- - -------- 1 
Presser Spring P lunger--- - - - - - - -- -- - -- --- -- - - --- - -- - -- -- - - -- -- --------- 1 
P r esser F oot Rel ease Bushing - -- -- - - - - - - -- -- - - - -- - -- - - - - - - - - - - - - - ------- 1 
Top Cover ----- ------ - ---- - - --- - - --- - - - --- -- - -- - ---- -- ---- - - - -- - ------ - 1 

Oil F iller Cup - - - -- - - - - -- - - - - - --- - - - ---------- - - --- - - - - -- --- -- - -- - -- 1 
Spring -- -- - - ------ - - -- - - -- -- - ------ ----- ------ - ----- - - - --- - -- ---- - - 1 
Screw, for hinge bracket - - - - - - - - ------ - --- - - - -- - - - --- - - - -- - -- ---- -- - 1 
Hinge Bracke t -- ------- -- - - -- - -------- - -- - ----- - ----- - ------ - - - - ---- 1 
Hinge Pin - - --- -- - - -- --- - ------- - -- - ----- - - - -- ----------- - - - --- - - --- 1 
Oil Gu ard- - - ---- - ---- -- - - -- - - - - - - - ------ - --- - - -- - - - - - - - - - - - --- - - - -- 1 

Top Cover Gasket- - --- -- - --- - - - - - - - - - -- - - - -- ----- - - - - - - - ---- - --- - - ------ 1 
Screw, for top c ove r - - - - -- - -- -- - -- - -- ----- - -- -- - - - - -- - - ---- - - - - --------- 8 
Washer, for No. 395 82 GG and used with 86 X on Style 39500 JF----- - -- --- - - 1 
Side Cover Latch Stud, for Styles 39500 GA, JF-- - - - - - -- - - - - ---- - -- -- - ----- 1 
Side Cover, for Styl e s 39500 GA, JF- ------ - -- - - -- -- - - - --- - - - - ------ - - ---- 1 

Spring ---- - - - - --- - -- ------- --- -- - - ------- - --- - --- ------ - - - -- - --- - -- 1 
Rivet , for s pri ng ---- - --- -- -- - - -- - ------- - ---- - -- - - - --- - - - - ------- -- 2 

Dowel P in-- - - - -- - - -- -- - ------- - - --- -- - --- - -- - - - - -- --- - - - --- - ------ --- - - 2 
Screw, for upper loope r thread tube a s sembly---- - - - -- - - -- ---- - - --- ----- -- 1 
Screw, for oil collecto r pl at e --- - - - -- - - - ------ -- - ---- - - -- --- - - - ---- - - - - - - 1 
Oil Collector P late - -- - - - - - - - - -- - - --- - - -- --- -- -- - -- - ----------------- -- - - 1 
T op Cover Ne e dl e Thread Ey elet , for all Styles except 39500 FY, GA 

J F , J G ---- - - - ---- -- - --- -- - -- - - -- - ---- - - - - --- - -- -- - - - - - - - - -- - - -- - ---- - 1 
T op Cover Need le Threa d Eyelet , for Styles 39500 FY, GA, .JF --- - --------- 1 
Scr ew, fo r t op c over ne edle threa d eyelet --- - -- - - - - ------ - -- ------ -------- 2 
Magnetic 0 1l Dra in P l ug Screw- - - - - ---- - - - - - - - - - --- - -- - ---- - --------- - - -- 1 
Upper L ooper T hread Tube Assembly, fo r All Styles except 39500 FY - -- --- - - 1 
Upper L ooper Thr ea d Tube Assembly, for Style 39500 FY--- - ---- ------ --- - - 1 

Thread Tube, for No. 29477 GW--- -- - - -- - - -- - -- --------- - - - - -- - -- - - -- 1 
Thread Tube, fo r No. 29 477 HJ ---- - --- - - -- - - - - - --- - --- - ------------ 1 
Thread Tube T ension Spring - - --- - -- - -- ------------------------ - ---- - 1 
Screw, for t hre ad tube tension spring ----- - - --- - - -- ----------- - -- - ---- 1 

Cloth Plate Stud -- - -------- - --- - - - - --- --------- - - ----- - - - - - --- ---------- 1 
Feed Bar Oil Shi eld - - -- - - - - - -- - - -- - ------------- - --- ------------ -- - ----- 1 
Screw, for feed bar oil s hield- - -- - - - --------- - -- - ---------- - --- - - - - -- -- - - 1 
Screw, for cloth plate s t ud- - --- - --- - --- -- -------------------------------- 1 
Screw, for feed a dJUSt ing pin- --- - -- - -- - ------ - ------- - - - - -- - - -- - ------ - - - 1 
T ape Guide, for Style s 39500 GA, JF ---------- -- - -- - - -- - - - - - ---- - ------- - 1 
Washer, fo r t ape guid e - - -- -- ---- ------- - - - -- -- - ------------------------ - 2 
Scr ew, for t ape guide - ---------- - - - --- - -- - - - ---- - ------------- - -- - ----- - 2 
Cloth Plate Fabric Guard, fo r all Styles except 39500 JF----------------- -- - 1 
Screw, for cloth plate fabric guard- --- - - ---------- - ---------------------- 2 
Screw, for cloth plate - - ---- --- -- - - ------------ - --- - --------- - ---------- - 1 
Cloth Plat e , for semi or fully submerged installat ion on all Styles except 

39500 JF------------------------ ---- - ------- ---- --- - ---- - - - - -------- - - 1 
Cl oth Plate, for non- submerged inst allat ion on all St yles except 39500 J F -- - - - 1 
Cloth Plate, for semi or fully- submerged installat i on on Style 39500 JF - ----- 1 
Cloth Plat e , for non submerged installat i on on Style 39500 JF - - ----- - ------ - 1 
Screw, for feed mechanism cover -- - - - ---- - - - ------ - - - --- - - - - --- - - - -- - --- 1 
Feed Mechanism Cover, fo r all Styles except 39500 GA, J F --- - - - ----------- 1 
Nut, fo r fe ed mechanism cover-- - -- --- ---- -- -- - - - -- ---- ----- - ---- - - - - - -- - 1 
Screw, for oil filter screen and strainer --------- - --- -- -- - - - --- ---- - ---- -- 3 
Oil Filter Scr een - --- --- - - ------ - - -- - - - -- - ------------ - - - - - - --------- - -- 1 
Oil St rainer ----------- - - - - - ---- ---- - - -- - -- - - -- - -- - - - - ------------------ 1 
Sc rew, for chip guard----- - - - -- ------ - --- - ---- - --- -- -- -- - - - -- - -- - - - --- - - 2 
Chip Guard for all Styles except 39 500 GA---------- - --- -- ----- - -- - -------- 1 
Chip Guard, for Style 39500 GA ------- ---- - - - --------- - ----- - ----- - ----- - l 
Screw, for l ower l ooper bar driving l ever shaft------- - - --- - ---------- - ---- 1 
Oil Sight Gauge ---- -- -- - - - -- ----- - - - -- -- ------ - - --- - -------- - - - - ---- - --- 1 
Oil Gauge Seal Ring -------- ---- - ---- ------ - --------- - - - --- - - - -- ----- - -- - 1 
Bottom Cov e r Gasket-- - -------- - -- - - ----- - - --- -- - ----- - -- --- - - -- - - ---- -- 1 
Bottom Cover Extension ------ ------- - -- - - - --------- - - - --- ----- ------ - --- 1 
Screw, for bottom cover extension- ----- - ---------- -- --- - --------------- -- 2 
Bottom Cover---- ----- - - - - - - -- - - - --------- ------ - ---- ---- - ------- - -- --- 1 
Isolators------ - -- -- - - -- ------ - - --- - - - -- -- --- --- - - -- -- --- - --------- - - - -- 4 
Bottom Cover Air Duct - - - - - -- ------- - - - -- - --- - -- -- - --- --- - --- - ------- -- - 1 
Scr ew, fo r bottom cover------- - - - -- - - - - - - ---- ------ - - -- ---------- - - --- - - 1 
Screw, fo r bottom cover- -- - --- ------------ ---- ------- -- -- -- - -- - - - - ------ 14 
Cl ot h Plate Latch Spring, fo r all Styles except 39500 JF -- - --- - - - --- - ------- 1 
Cl ot h P late Latch Spring, fo r Style 39500 JF------ - - - -- - - - - ---- - -- - -- - -- - - - 1 
Scr ew, for latch spring- -- -- - - -- - -- - --- - -- -- -- - ------- - -- - - - - - - - --- -- --- - 2 
Oil Gauge Floa t - - - -- -- - --- - ---- - -- ----------- - - -- - - - -- ---- - - ---- -- --- - -- 1 
Oil Gauge Indi cator ---- - - -- - --- - - - - - - -- - -------- -- - - ------- --- - - - - ----- - 1 
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Ref. 
No. 

1 
2 
3 
4 
5 
6 

7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 

28 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 

CRANKSHAFT MECHANISM AND BUSHINGS 

Part 
No. 

22769 B 
39521 D 
39521 c 

95 
39590 H 
22541 A 

39590 s 
39590 R 

660-268 
39590 G 
39590 J 
39591 G 
39591 H 
22894 D 
39590 K 
39590 p 

77 Q 
39590 D 

97 A 
22565 F 
39591 B 
22747 B 
39590 N 
39591 A 
39591 K 
39541 A 
29477 JM 

29477 KE 

30-92 Blk. 
51-228 Blk. 

C067 E 
22587 J 
22596 E 

77 
39594 N 

666-94 
39590 
39590 T 
39552 p 
39544 L 
39573 L 
39573 K 
39142 G 
39555 E 
39552 N 

Arnt. 
Description Req. 

Screw, for pulley cap--------------------------- 1 
Pulley Cap------------------------------------- 1 
Pulley----------------------------------------- 1 

Screw~ for pulley--------------------------- 2 
Crankshaft Ball Bearing Retaining Plate ---------- 1 
Screw~ for crankshaft ball bearing retaining 
plate----------------------------------------- 3 

Spacer Collar---------------------------------- 1 
Ball Bearing Stop Collar ------------------------ 1 
Crankshaft Ball Bearing------------------------- 1 
Crankshaft Ball Bearing Housing----------------- 1 
ThrustVVasher--------------------------------- 1 
Crank Chamber Cooling Fan--------------------- 1 
Crank Chamber Cooling Fan Collar--------------- 1 
Screw~ for crank chamber cooling fan collar ------ 2 
Crankshaft Bearing~ inner right------------------ 1 
Oil Slinger Collar ------------------------------ 1 

Screw, for oil slinger collar----------------- 2 
Crankshaft Split Bearing ------------------------ 1 

Screw~ for crankshaft split bearing----------- 2 
Screw~ for inner right crankshaft bearing--------- 1 
Crankshaft Counterweight~ right ----------------- 1 
Screw, for crankshaft counterweights------------- 6 
Stud, for crankshaft split bearing ---------------- 1 
Crankshaft Counterweight~ middle---------------- 1 
Crankshaft Counterweight~ left------------------- 1 
Feed Driving Eccentric Key --------------------- 1 
Crankshaft and Needle Driving Arm Crank Sub-
assembly~ for'Styles 39500 FA~ FB~ GS, JE~ JG ----- 1 

Crankshaft and Needle Driving Arm Crank Sub-
assembly, for Styles 39500 FP~ FY~ GA~ GF~ JF----- 1 

VVoodPlug--------------------------------- 1 
Vent Plug---------------------------------- 1 
Cork Plug--------------------------------- 1 
Screw~ for needle driving arm conn. rod------ 2 
Screw, for needle driving arm crank --------- 1 

Screw~ for oil splasher ------------------------- 1 
Oil Splasher ----------------------------------- 1 
Oil VVick and Spring----------------------------- 1 
Crankshaft Bushing~ left ------------------------ 1 
Crankshaft Bushing~ inner left------------------- 1 
Needle Driving Arm Crank Bushing~ right--------- 1 
Lower Looper Bar Bushing---------------------- 1 
Upper Knife Driving Arm Bushing .. right---------- 1 
Upper Knife Driving Arm Bushing~ left ----------- 1 
Foot Lifter Shaft Bushing~ right------------------ 1 
Foot Lifter Shaft Bushing .. left------------------- 1 
Needle Driving Arm Crank Bushing~ left---------- 1 
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Ref. P art 
No. No. 

1 39535 c 
2 22565 F 
3 39578 p 
4 22569 B 
5 8372 A 
6 87 
7 39578 R 
8 22569 
9 53 634 c 

10 39535 
11 39534 

3953 4 c 
12 39535 B 
13 22797 A 
14 
15 39534 G 
16 3 9535 D 
17 22569 B 
18 53 634 c 
19 3953 6 B 
20 22569 G 
21 39534 H 
22 39538 
23 
24 22528 
25 
26 93 A 
27 
28 3953 6 AE 
29 
30 3953 6 c 
31 39536 AF 
32 40-46 
33 258 
34 3953 6 E 
35 14077 
36 39551 A 
36A 39563 z 
37 
38 39552 

39552 J 
39 50 - 774 Blk. 
40 225 96 E 
41 395 51 F 
42 395 68 A 
43 395 68 y 
44 88 B 
45 660- 207 
46 39552 c 
47 77 
48 39594 N 
49 39552 R 
50 2251 3 
51 87 u 
52 395 63 G 

Styl es 

39500 F A, FB 
39500 FP, GF 
39500 FY, GA 
39500 GS 
39500 J E 
39500 J F 
39500 J G 

NEEDLE DRIVE AND FEED MECHANISM 

Amt. 
Descript ion R e q. 

F eed Adjusting Pin ------------ - ------- - ---- - --- - ------------- - -- 1 
Screw, for fee d a djusting pin- - - -------------- - ---- - - - -- - - - - ------ 1 
F abric Guar d Mount ing Bracket - ------------- - - --- - ------- - - - - - --- 1 
Screw, for fabr i c guard m ounting bracket - - ------ - - - ----- - ----- - --- 2 
Washer, for m ount ing b racket scr ew -------- - -- - ------- - ----- -- --- 2 
Screw for fab r i c guard-------- - - - ---- ---------- ----------------- 2 
Fabri~ Guard-------- ~ ------------------------ - - - -- -- ------ - ---- 1 
Screw, for main feed bar guide, left---------- - ---- - -- - ---- - - - - - -- 2 
Wa s her, for m ain feed bar guide s c r ew-------------- - -- - ---- - ----- 2 
Main F eed Bar Guide, left- - - ----------- - -- - --------- - - - - - - - -- - -- 1 
Main F eed Bar, for all Styles exc ept 39 500 J F ----------------- - --- 1 
Main F eed Bar, for Style 39500 JF--------------- - ----- -- ----- - --- 1 
Feed Bar Guide Block ------- - ------- - ---------- - ----- -- - - - - - - --- 2 
Screw, for chaining feed dog --------------------- - ---- - ---- - - -- -- 1 
Chaining F eed Dog (See Pages 33, 35) - ------------ - ---------- --- -- 1 
Differential Feed Bar--- - ------ ---- - - ------- - - - -- - ----- - --------- 1 
Diffe rential Feed Bar Guide, right-- - ------------------- - -- -- -- - - - 1 
Screw, for different ial feed bar guide, right----------- - --- - --- - - -- 2 
Washer, for diffe renti al fee d bar guide s crew -------- - - -- ---- - ----- 2 
F eed Ba r Driving Stud ------ - -- - ------ - ---- - -- -- ----- - ----------- 2 
Screw, for thrust washer ---- - -------------------------- - ----- - -- 3 
Differential Feed Bar Thrust Washer------- - --- - -- - ------ - --- - ---- 1 
F e ed Lift Block ---------- - ------------------ - --------- ------ - --- 1 
Differe ntial Feed Dog (See P ages 33, 35) ---- - ---------------------- 1 
Screw, for different ial feed dog------ - ---------------------- - ----- 1 
Main F eed Dog (See Pages 33, 35) ---------------- - ------------- - - - 1 
Screw, for main feed dog -- - ----------------- - -------------- - - - -- 1 
Different ial F e ed Driving Eccentri c (See Chart Below) ---------- - --- 1 
Different i al F e e d Bar Driving Connection --------------- -- - -------- 1 
Main Feed Dr iving E c centr i c (See Chart Below) ----------- - -------- 1 
Feed Bar Driving Stud Bushing ---------------------------- - -- - -- - 2 
Main F e e d Ba r Driving Connection--------------------- - ---- - --- - - 1 
Wa s her, for crankshaft ----- _,.--------------- - ----- - ------ - ----- - - 1 
Nut, for c rankshaft---- - ----- - ---------------------- -- ---------- - 1 
Nut, for fe ed bar driving s t ud--- - -- - -------------------- - -- - - - - -- 2 
Nut, for ne edl e clamp stud ------------------ -- - - --- - --- - - --- - -- - - 1 
Needle Clamp Washer, for all Sty les except 39 500 J G -- - -- - --------- 1 
Needle Thread Pull-up Ey el et, for Style 39500 JG ------------------ 1 
Needle ----- - --------------------- - ------------------ -- -- - ------ 1 
Needle Driving Arm, marked "B", for all Styl es ex cept 39500 J F - - -- 1 
Needle Driving Ar m, marked " F ", for St yle 39500 J ----- - ----- - - - - 1 

Stop P in, for needle --- - - - ------ - --- - ------------ - - - ------ - -- 1 
Screw, for needle driving arm----------- -- - ------ - ----- - - - --- 1 

Ne edle Cl amp Stud------- - - -- - ------- - ------ - -------------- - - -- - 1 
L ooper T hread Pull-off ----- -- --- - - - ---- - -------- - ----------- - --- 1 
L oop er Thread Pull-off Lever ---- - ------------------- - ----------- 1 

Scr ew, for l ooper thread pull-off lever ------------------------ 2 
Oil Seal Ring, for needle driving shaft------------------- - - - ------- 1 
Needle Dr iving Ar m Crank Thrust Washer - - ----------- - ----------- 2 
Scr ew, for oil splasher ---------- - - --- - --- - ----- - ------- - -------- 1 
Oil Splasher - - ----- - --------- - -- ---- - - - -- - -------- - -- ----------- 1 
Needl e Driving Shaft--------- -- -- -------- - ---- - --- - -------------- 1 
Screw, for looper thr e ad pull-off - -- - -- - - - ------------- - ---- -- --- - 1 
Screw, for needle t hread cam pull-off-- -- ------------------- -- - -- - 1 
Needl e T hr ead Cam Pull-off------------ - - -- --- - -------- - - - ------ - 1 

Det . 27 Det. 29 
Diff . Feed Driving Ecc. Main Feed Driving Ecc . 

39540 B-1 2 39540 B- 10 
39540 B-10 39540 B - 12 
39540 B-6 39540 B- 10 
39540 B-1 4 39540 B - 14 
39540 B - 12 39540 B - 9 
39540 B- 4 39540 B - 10 
39540 B- 9 39540 B - 9 
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Ref. 
No. 

1 

2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 

40 
41 
42 
43 
44 

45 
46 
47 
48 
49 
50 

Part 
No. 

39508 A 

39508 E 

22564 G 
39543 
39543 A 

22 KH 
22503 F 
39543 E 
22565 H 
39543 T 
39543 s 
39543 K 

97 
39544 J 
39543 v 

482 c 
22894 c 
22565 

7446 A 
1280 

39543 R 
43143 N 
39543 H 
39543 M 
22562 A 
39543 p 
39543 u 
22729 E 

77 
39594 N 

77 
39544 B 
39544 D 

77 
22894 AD 

482 c 
22894 c 

660-206 
39544 v 
39508 B 

39508 D 
39151 
39544 
39594 N 

77 
29126 DF 

22729 E 
39544 s 

97 
22729 D 

666-255 
39544 u 

UPPER AND LOWER LOOPER DRIVING PARTS 

Amt. 
Description Req. 

Upper Looper, marked "CC", for Styles 39500 F A, FB, 
FP, GF, GS, JE, JG --------------------------------- 1 

Upper Looper, marked "CK", for Styles 39500 FY, 
GA, JF---------------------------------------------- 1 

Screw, for upper looper-------------------------------- 1 
Upper Looper Holder----------------------------------- 1 
Upper Looper Holder Collar---------------------------- 1 
Screw, for upper looper holder collar ----------- - ------- 1 
Screw, for cam follower locking clamp ------------------ 1 
Cam Follower Locking Clamp--------------------------- 1 
Screw, for bushing and cam guide----------------------- 1 
Cam Follower----------------------------------------- 1 
Bushing and Cam Guide -------------------------------- 1 
Upper Looper Drive Shaft ------------------------------ 1 
Screw, for ball joint guide fork ------------------------- 2 
Ball Joint Guide Fork, for upper looper drive assembly :- -- 1 
Upper Looper Drive Ball Stud--------------------------- 1 
Upper Looper Shaft Collar------------------------------ 1 

Screw, for upper looper shaft collar----------------- 2 
Screw, for upper looper drive lever shaft---------------- 2 
Upper Looper Drive Lever Shaft ------------------------ 1 
Nut, for locking stud----------------------------------- 1 
Locking, Stud Washer---------------------------------- 1 
Locking Stud, for upper looper drive ball stud------------ 1 
Upper Looper Drive Lever ----------------------------- 1 
Clamp Collar, for upper looper drive lever shaft --------- 1 

Screw, for clamp collar---------------------------- 1 
Upper Looper Shaft Thrust Washer---------------------- 2 
Upper Looper Connecting Rod--------------------------- 1 

Screw, for upper looper connecti ng rod-------- - ----- 4 
Screw, for oil splasher -------------------------------- 1 
Oil Splasher ------------------------------------------ 1 
Screw, for lower looper bar connecting link pin----------- 1 
Lower Looper Bar Connecting Link---------------------- 1 
Lower Looper Bar Connecting Link Pin------------------ 2 
Screw, for lower looper bar connecting link pin----------- 1 
Screws, for lower looper driving shaft------------------- 2 
Lower Looper Driving Shaft Collar---------------------- 1 

Screws, for lower looper driving shaft collar--------- 2 
"O" Ring, for lower looper driving shaft----------------- 1 
Lower Looper Driving Shaft ---------------------------- 1 
Lower Looper, for Styles 39500 FA, FB, FP, GF, 

GS, JE, JG------------------------------------------ 1 
Lower Looper, for Styles 39500 FY, GA, JF ------------- 1 
Nut, for lower looper bar ------------------------------ 1 
Lower Looper Bar------------------------------------- 1 
Oil Splasher ------------------------------------------ 1 
Screw, for oil splasher -------------------------------- 1 
Lower Looper Bar Driving Lever and Connecting Rod 
Assembly-------------------------------------------- 1 

Screw, for connecting Rod-------------------------- 2 
Ball Joint Guide Fork------------------------------ 1 
Screw, for ball joint guide fork--------------------- 2 
Screw, for connecting rod-------------------------- 2 
Felt, for connecting rod---------------------------- 1 
Lower Looper Bar Driving Lever ------------------- 1 
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Ref. Part 
No. No. 

1 39573 J 
2 22587 J 
3 39573 E 
4 55235 E 
5 6042 A 
6 55235 D 
7 39270 E 
8 39571 E 
9 39573 H 

10 39571 A 
11 39572 B 
12 22829 
13 22650 CB-4 
14 39571 D 

15 39572 

16 22738 

17 39570 
17A 39570 J 
17B 39570 K 
18 39571 
19 39571 B 
20 14077 

21 39525 

39525 L 

22 39525 A 
23 22585 A 
24 39580 A 

39580 AD 

39580 AE 

25 22653 B-12 
26 14077 
27 22892 B 

27A 88 B 
28 39550 c 
29 22729 B 
30 39549 

30A 39549 J 
31 22588 A 
32 39550 L 
33 39550 M 
34 39550 s 

39550 u 
35 39550 E 
36 
37 22524 
38 39573 A 

UPPER AND LOWER KNIFE MECHANISM 

Description 
Amt. 
Req. 

Upper Knife Driving Connecting Rod------------------------ 1 
Screw, for upper knife driving connecting rod----------- 2 

Upper Knife Driving Lever-------------------------------- 1 
Nut, for upper knife driving lever---------------------- 1 
Washer, for upper knife driving lever------------------ 1 
Locking Stud, for upper knife driving lever ------------- 1 

Upper Knife, for Style 39500 JF --------------------------- 1 
Upper Knife Clamp Bar, for Style 39500 JF ----------------- 1 
Upper Knife Driving Arm --------------------------------- 1 
Upper Knife Clamp Nut, for Style 39500 JF ----------------- 1 
Upper Knife Holder, for Style 39500 JF--------------------- 1 
Screw, for upper knife holder on Style 39500 JF------------- 1 
Screw, for upper knife on Style 39500 JF ------------------- 1 
Upper Knife Clamp Stud, for all Styles except 

39500 JF ---------------------------------------------- 1 
Upper Knife Holder Block, for all Styles except 

39500 JF ---------------------------------------------- 1 
Screw, for upper knife clamp stud on all Styles except 

39500 JF----------------------------------------------- 1 
Upper Knife, for all Styles except 39500 FY, GA, JF, JG ---- 1 
Upper Knife, for Style 39500 JG --------------------------- 1 
Upper Knife, for Styles 39500 FY, GA---------------------- 1 
Upper Knife Clamp, for all Styles except 39500 JF----------- 1 
Upper Knife Chain Guard, for all Styles except 39500 JF ----- 1 
Nut, for upper knife clamp stud on all Styles except 

39500 JF----------------------------------------------- 1 
Needle Guard, front, for Styles 39500 FA, FB, GS, 

JE, JG ------------------------------------------------ 1 
Needle Guard, front, for Styles 39500 FP, FY, GA, 

GF, JF ------------------------------------------------ 1 
Needle Guard, rear -------------------------------------- 1 
Screw, for needle guard ---------------------------------'- 1 
Throat Plate and Lower Knife Support Bracket, for Styles 

39500 FA, FB, FY, GA, GF, GS, JE, JG ----------------- 1 
Throat Plate and Lower Knife Support Bracket, for 

Style 39500 JF------------------------------------------ 1 
Throat Plate and Lower Knife Support Bracket, for Style 

39500 FP ---------------------------------------------- 1 
Screw, for throat plate and lower knife support bracket ------ 2 
Nut, for l_ower knife holder locking screw------------------- 1 
Locking Screw, for lower knife holder on all Styles 

except 39500 JF ---------------------------------------- 1 
Locking Screw, for lower knife holder on Style 39500 JF ----- 1 
Lower Knife Holder Locking Stud -------------------------- 1 
Screw, for lower knife holder locking stud------------------ 1 
Lower Knife, for all Styles except 39500 FY, GA, 

JF, JG ------------------------------------------------ 1 
Lower Knife, for Styles 39500 FY, GA, JF, JG ------------- 1 
Screw, for lower knife holder ----------------------------- 1 
Lower Knife Clamp--------------------------------------- 1 
Lower Knife Clamp Spring -------------------------------- 1 
Lower Knife Holder, for Styles 39500 FA, FB, FY, GA, GF, 

GS, JE, JF, JG ---------------------------------------- 1 
Lower Knife Holder, for Style 39500 FP -------------------- 1 
Lower Knife Holder Spring -------------------------------- 1 
Throat Plate, (See Pages 33, 35) -------------------------- 1 
Screw, for throat plate ----------------------------------- 1 
Upper Knife Driving Arm Washer-------------------------- 1 
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Ref. 
No. 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
16A 

17 
18 
19 
20 

21 
22 

23 

24 
25 
26 
27 
28 

28A 
29 
30 
31 
32 
33 
34 

35 
36 
37 
38 
39 

F OOT LIF T E R 
T HREAD TENSION P ARTS AND MISCELLANE OUS EYE L ETS 

Part 
N o. 

39555 
39555 B 
39555 D 

660- 142 
39555 F 
22566 B 
39555 c 
22597 F 
12538 

627 
12865 

88 
39555 A 
2259 8 E 
14077 
39556 E 
39 55 6 F 

3955 6 J 
60 5 A 

39 556 H 
376 

39568 E 

39 568 u 

376 A 
39568 B 

39568 s 

39568 L 

39568 B 
39568 T 

39568 D 
225 69 B 

43 139 A 
39563 H 

39563 u 
39 563 D 
2 25 69 D 
39 568 w 

73 X 
39 592 K- 3 
39592 N 
39592 R- 4 

39592 R- 8 

39592 R-4 
39592 R-4 

39592 R-8 

22847 B 
39592 s 
39592 L 
39592 p 
22806 A 

Amt. 
Descript ion Req. 

F oot Lifter Lever ---- - ------------ - ------------------- 1 
F oot Lifter Leve r Spri ng ------------------------------- 1 
F oot L ifter Inter m edi at e Lever ------------------------- 1 
Cotter Pin, for foot lifter lever connecti ng link --------- - - 2 
F oot L ifter L ever Connecting L ink ------ - --------------- 1 
Scr ew, for foot lifter l ever ------------------- - --------- 1 
F oot Lifter Lever Arm- - ---- - ------------- - ------------ 1 

Screw, for foot lifter lever arm---- - --------- - ------ 2 
L ock Nut, for foot lift er lever arm ------------------ 2 
Screw, for foot lifte r lever a rm--------------------- 1 

F oot L ifter L eve r Shaft Thrust Collar ------- - ----------- 1 
Sc rews , for foot lifte r lever s haft collar ------------- 2 

F oot Lifter L ever Shaft------------------ - ------------ - 1 
Screw, for pres ser arm---- ------------ ------------ - --- 1 
Nut, for presser arm s crew --------------------------- - 1 
Pre s ser Ar m, for Styles 39500 GA. J F, J G ------ - ------- 1 
Pres ser Arm, for Styl es 39500 FA, FB, F P , F Y, 

GF , GS------------------------------------ - --- ------ 1 
Press e r Arm, for Style 39500 JE --------------------- - - 1 
Scr ews , for pr esser foot hold down plate---------------- - 2 
Presser F oot Hol d Down Plat e, for Style s 39500 GS, J G --- 1 
Screw, for upper l oop er t h r ead eyelet-------------- - ---- 1 
Auxiliar y Looper Thr e ad Ey el et, for all Styles except 

39500 F Y, GA, J F ----------------------------- - ---- - - 1 
Auxili a r y Looper Thr ead Eyel et, for Style s 39 500 FY, 

GA, J F ----- - ---------------------------------- ------ 1 
Screw, for low er l ooper thre ad eyelet------------------- 1 
L ower Looper T hr ead Eyel et, for all Styles ex cept 

39500 F Y, GA, J F -- - --- -- ---------------------------- 1 
L ower Looper Thread Eyelet, f or Styles 39 500 FY, 

GA, J F ------ - ----------- - --------------------------- 1 
Upper Looper Thr ea d Eyelet , for all Styles ex cept 

39500 F Y, GA, J F , J G---- - --------------------- - ----- 1 
Uppe r L ooper Thread Eyel et , for Sty le 39500 JG---------- 1 
Upper Looper T hread Ey elet, for Styles 39500 F Y, 

GA, J F ------------------------------------------ - - -- 1 
Looper Thread Eyel et Mount ing B r a cket-------- - -------- 1 
Screw, for looper thread eyel et mounting bracket----- - --- 1 
Pres ser F oot, (See Pages 33, 35)------------ -- - ------ - -- 1 
Nut, for l oop er thread eyelet screw ------ - -------- - ---- - 2 
Needle Thread Ey elet, fo r all Styles except 39500 F Y, 

GA, J F , JG------------------------- - ---------- -- -- -- 1 
Needle Threa d E yel et, for Styles 39500 FY, GA, J F ------ 1 
Ne edle T hread Ey elet, f or Style 39500 J G ----- - --------- - 1 
Screw, for needl e thread ey el et----------------- - - - - - --- 1 
F r ame Thre ad Guide, for lower l oope r thread --- - -- - - - --- 1 
Screw, for frame thread g uide ------- - -- --- - - - - - - -- - -- - - 2 
T e nsion P os t Mounting Bracket ------------ - -- - --------- 1 
Tension Spring Plat e--------- - --------- - ---- - -- ---- -- -- 3 
Upper and Lower L ooper T hread Tension Spring, for all 
Styl e s except 39500 JG ---- - --------- - - - -------- - - - -- -- 2 

Ne edle Thread T ens ion Spri ng, for all Styles ex cept 
39500 JG ----------- - ------------------ - ------------- 1 

Needle T hread Tens ion Spring, for Style 39 500 J G ---- ---- 1 
Uppe r Looper Thr ea d T e ns i on Spri ng, for Sty le 

39500 JG -- - - - ------------------ ------ - ----- - - - - -- - -- 1 
L ower Loope r Thr e ad T ens i on Spr i ng, for Style 

39 500 JG ----------------------- - -- ----- - -- - -- - - - - - - - 1 
Screw, for t ens i on pos t m ount i ng b racket - ------ - - -- - - - - - 1 
T ension Disc Felt ------------------- - -- ------- -- - ---- - 3 
T ens ion Dis c-------------- - ----- - - - -- - - ----------- - --- 6 
T ensi on P ost----- ------------------ - - - ------- - - ----- - - 3 
Screw, for t ension pos t mounting bracket - ----------- - --- 1 
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Ref. 
No. 

1 

2 

3 

4 

5 
6 
7 
8 
9 

10 
11 
12 

13 

14 
15 
16 
17 
18 
19 
20 
21 

22 

23 

24 

25 
26 
27 
28 
29 

30 

31 
32 
33 
34 

FEED DOGS, THROAT PLATES AND PRESSER FEET 

Part 
No. 

39526 B 

39505 B 

39505 c 

39524 C-3/32 

39524 C-1/8 

39520 B 
39530 c 
22738 B 
39530 
22768 B 
39597 A 
39530 p 
39505 

39524 B-3/32 

39524 B-1/8 

39524 B-5/32 

39520 A 
39530 c 
22738 B 
22768 B 
39530 
39597 A 
39530 p 
39526 p 

39505 p 

39505 E 

39524 p 

39520 p 
22768 B 
39530 
39597 p 
39526 y 

39524 y 

39520 y 
22768 B 
39530 
39597 p 

Amt. 
Description Req. 

Differential Feed Dog, 16 t. p. i... for Styles 
39500 FA, FB, GF------------------------------- 1 

Main Feed Dog, marked "B". 16 t. p. i., for 
Styles 39500 FA, FB, GF------------------------- 1 

Chaining Feed Dog, marked "C", 20 t. p. i ... for 
Styles 39500 FA, GS, JG ------------------------- 1 

Throat Plate, marked "AC-3/32". for 3/32 inch 
wide seam on Style 39500 FA------------------··--- 1 

Throat Plate, marked "AC-1/8". for 1/8 inch wide 
seam on Style 39500 FA-------------------------- 1 

Presser Foot, for Style 39500 FA------------------ 1 
Presser Foot Chain Shield--------------------- 1 
Screw, for chain shield and chip guard---------- 2 
Presser Foot Hinge Spring--------------------- 1 
Screw, for stitch tongue and hinge spring-------- 1 
Presser Foot Stitch Tongue, marked "DS"------- 1 
Presser Foot Chip Guard---------------------- 1 

Chaining Feed Dog, 20 t. p. i. .. for Styles 39500 
FB, GF----------------------------------------- 1 

Throat Plate, marked "V-3/32", for 3/32 inch 
wide seam for Styles 39500 FB, GF---------------- 1 

Throat" Plate, marked "V-1/8", for 1/8 inch wide 
seam for Styles 39500 FB, GF -------------------- 1 

Throat Plate, marked "BH", for 5/32 inch wide 
seam for Style 39500 GF-------------------------- 1 

Presser Foot, for Styles 39500 FB, GF ------------- 1 
Presser Foot Chain Shield--------------------- 1 
Screw, for chain shield and chip guard---------- 2 
Screw, for stitch tongue and hinge spring-------- 1 
Presser Foot Hinge Spring--------------------- 1 
Presser Foot Stitch Tongue, marked "DS"------- l 
Presser Foot Chip Guard---------------------- 1 

Differential Feed Dog, 12 t. p. i... for Style 
39500 FP --------------------------------------- 1 

Main Feed Dog, marked "J". 12 t. p. i. .. for Styles 
39500 FP, FY, GA------------------------------- 1 

Chaining Feed Dog, 20 t. p. i ... for Styles 39500 FP, 
FY, GA, JE, JF--------------------------------- 1 

Throat Plate marked "AJ", for 1/8 inch wide 
seam for Style 39500 FP-------------------------- 1 

Presser Foot, for Style 39500 FP ------------------ 1 
Screw, for stitch tongue and hinge spring-------- 1 
Presser Foot Hinge Spring--------------------- 1 
Presser Foot Stitch Tongue, marked "EA" ------ 1 

Differential Feed Dog, marked "AB". 12 t. p. i., 
for Style 39500 FY ------------------------------- 1 

Throat Plate, marked "AS", for l/8 inch wide 
seam for Style 39500 FY-------------------------- 1 

Presser Foot, for Style 39500 FY ------------------ 1 
Screw, for stitch tongue and hinge spring-------- 1 
Presser Foot Hinge Spring--------------------- 1 
Presser Foot Stitch Tongue, marked "EA" -----.. 1 
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R f. 
No. 

1 

2 

3 

4 

5 
6 
7 
8 
9 

10 
11 
12 

13 

14 

15 
16 
17 
18 
19 
20 
21 

22 
23 
24 
25 
26 
27 
28 
29 

30 

31 

32 
33 
34 
35 
36 
37 
38 
39 

40 
41 
42 
43 
44 
45 
46 

FEED DOGS, T HROA T P LAT E S AND P RESSER FEET 

Part 
No. 

39526 AA 

39 50 5 p 

39505 E 

39524 AA 

39520 AA 
39530 c 
22738 
22768 B 
39 530 
3959 7 AA 
39 526 AC 
39 50 5 AC 

3950 5 c 

39 524 A S 

39 520 AS 
2276 8 B 
39 530 
39 597 A S 
227 38 B 
39 530 p 
3952 8 A D 

39 527 A D 
3953 0 R 
227 3 8 
2276 8 B 
3953 0 G 
39597 A B 
39530 p 
39 526 B F 

39505 B F 

39524 BF 

39520 B F 
2 2768 B 
39 530 
39597 p 
22798 B 
39 53 0 BF 
39 526 B G 
39 50 5 B G 

39524 B G 
39520 B G 
39530 R 
22738 B 
2 2768 B 
3 953 0 
39 597 B G 

Amt. 
De s cripti on Req. 

Differential Fee d Dog, m a rked "AA, 12 t. p. i . , for 
Styl e 39 500 GA - ------------ - --- - -------------------- - - 1 

Mai n Fee d Dog, marked "J", 12 t. p . i ., for Styl es 
39500 FP, FY, GA----------------- - --------------- -- -- 1 

Chaining F e e d Dog, 20 t. p. i., fo r St yles 39500 FP, 
FY, GA, J E , JF--- - -------------------------- --- ------ 1 

Thr oat P late, marked "AT", for 5/ 32 inch wide s eam 
for Style 39500 GA- -------------- - -------------- - - - - - -- 1 

Presser F oot, fo r Style 39 500 GA ------------------ - - -- -- 1 
Press e r Foot Chain Shiel d --------- -- ------ - --------- 1 
Scr ew, for p r e sser foot chai n s hield ---------- - ------- 1 
Sc r ew, for s titch t ong ue and h ing e spring----------- - - - 1 
Presse r Foot Hing e Spring-------- - --- - ------ - - - --- - - 1 
Press er Foot Stitch Tong ue, marked " E G" -------- - -- - 1 

Differential Feed Dog, 22 t. p . i ., for Styles 39500 GS, J E ---- 1 
Main F eed Dog, m ark ed " AM" , 22 t. p . i . , for Styles 

39500 GS, J E ---- - --------------- - --- - ------- - ---- - ---- 1 
Chaini ng Feed Dog, mark e d " C " , 20 t . p. i . , for Styles 

39500 F A, GS, J G -- - --- - ------- - ----------------- - -- - - 1 
Throat Plate, m arked " BE" , for 3/3 2 i nch wi de seam 

for Style 39500 GS ------ - ------------------------------ 1 
Presser F oot, for Style 39 500 08------------------------- 1 

Screw, for s t i tch tongue and hi nge spring - - ------------ 1 
Presser F oot Hi ng e Spring------------ - ---------- - --- 1 
P r e sser F oot St itch T ongue, m a r ked " E S " ------------- 1 
Screw, for p res ser foot chip guar d------ - ------------ 1 
P resser F oot Chip Guard---------------------------- 1 

Throat P l ate, marked " BJ", for 1/8 inch wid e seam 
for St yle 39500 J E -- --------------------- - --------- - --- 1 

P r e s s e r F oot, for Style 39500 JE------------------ - ------ 1 
P r esser F oot Chain Shield-------------- -- - - --------- 1 
Screw, for presser foot chain s hield------------- - ---- 2 
Screw, for stitch tongue and hi nge spr i ng -------------- 1 
Pres s er F oot Hi ng e Spring--------------- - ----- - ----- 1 
Pre s s er F oot Stitch Tongue , marked " E K " ------------ 1 
P r es s e r F oot Chip Guard---------------------------- 1 

Differenti al Feed Dog, mark ed "BZ", 12 t. p. i. , for 
Style 39 500 J F ---------------------------------- -- --- - - 1 

Ma in Feed Dog, marked " BY", 12 t. p. i ., for Style 
39500 J F --------------------------------------- - - - ---- 1 

Thr oat P lat e , mar ked " BK", for 1/8 inch wide seam 
for Style 39500 JF ------------------------------------- 1 

Pres ser F oot, for Style 39500 J F -------- - ---------------- 1 
Scr ew, for stitch tong ue and hing e s p r i ng-------------- 1 
Presser F oot Hing e Spring-- - -- - - -------------------- 1 
P ress er F oot Stitch Tongue , m a r k e d " EA" ---------- - - 1 
Sc r ew, for presser foot t ape g ui de---- ------------ - --- 1 
P r e sser F oot T ape Guide----------- - - - ----- - --- - ---- 1 

Di fferent i al F e ed Dog, 12 t. p . i., for Style 39500 JG- - - - ---- 1 
Main Feed Dog, m arked " CH11

, 1 2 t. p. i ., fo r Style 
39500 JG------------------ - --- - ---- - --- ---------- - --- - 1 

Throat Plate, f or 3/32 i n ch wide s eam for Style 39 500 J G -- - 1 
Presser Foot, for Style 39 500 JG------------- - --------- - - 1 

Press e r F oot Chain Shield------- - ------------------- 1 
Screw, for press er foot chain s hi eld --- -- -- - -- - - -- ---- 1 
Screw, fo r s t itch tongue and hi ng e spr ing - - -- - - -- --- - - - 1 
P res ser F oot Hinge Spr ing ----- - ------- --- - - - - ----- - - 1 
Pres s e r F oot Sti tch Tongue, mark ed 11E V 11 

- - - -------- - 1 
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Ref. 
No . 

1 
2 
3 

Part 
No. 

2111 3 F 
21104 v 

69 s 

T HREAD STAND AND MISCE LLANEOUS TOOLS 

Amt. 
Descript i on R e q. 

Thread Stand Ey el et--------------- - -------------------------- 3 
Pad, for t hread cone ------ ----- - - - ---- - - - --- - ---- - ----------- 3 

4 21130 W- 3 
Spool Pin---------------------------------------------------- 3 
Cone Support ------------------------------------------- - ---- 1 

5 22650 CB- 4 Screw, for spool p in------------------------- - ------ - ----- 3 
6 22650 CE -6 Screw, for cone s upp or t -------------- - ------ --- - ----- - --- 1 
7 21104 AA Thr ead Stand Rod -------------- ----- - --------------- - -- - ----- 1 
8 652 J- 24 Washer, for thread stand r od--- - ----------------- - ------------ 1 

Washer, for thread stand r od--------- - ----- - - ----- -- - -- - ------ 1 
Lock Washer , for thread st and r od------------------- - -- - ------ 1 
Nut, for thread s t and r od -- - - - ---------------- - - -- - -- - - - --- - -- 1 
"S" Hook, for t r e adle chain ---------------------- -- -- - --- -- - - - 2 
Socket Wrench, for 3/8 inch nut s holding feed eccentri c s - - - - ----- 1 

9 652 J- 16 
10 WA9 A 
11 651 A-16 
12 660-264 
13 21388 AU 
14 660-240 Thread Tweezers ----------- - -------- - - - ---------------- -- - - - 1 
15 21227 B F F eed Eccentri c E xtr a ct or H ook --- - ---------- - ---- -- - -- --- - -- - - 1 
16 11 6 
17 421 D-3 4 

Wrench, for 9/3 2 in ch nut- ------------------ - ------ - - -- - - - - - -- 1 
T r eadle Chai n, 34 inches l ong ---- -- -- -- -- - ----- --- - -- - - ---- -- - 1 

21233 GG 

21261 - 350 

21261 M- 370 

2126 1 M- 390 

213 77 BM 
2169 5 u 
2860 4 L 
39556 M 

605 
395 9 8 
52978 J 

213 71 UH 
213 71 PJ- 48 

21371 RD-48 

21371 RF- 48 

21 371 RJ- 48 

21 371 RL - 48 

213 71 WL - 48 

21 371 RC- 47 3 / 4 

213 71 RE- 4 7 3/4 

21 371 RH- 4 7 3/ 4 

AC CESSORIES AVAILABL E AS EXTRAS (Not Illus t rat ed) 

L ight F ixture Assembly, including blue lens, m a chine m ount ing for machines 
driven b;y "Electr o Dr i ve " whi ch s upplie s t he curr e nt . 

No. 1 " V ' Belt, 35 inche s l ong, for fully s ubm erged individual p ower table 
inst all ations . 

No. 1 " V" Belt, 37 inche s l ong, for semisubm erged individual power t able 
inst allati ons . 

No. 1 " V" Belt, 39 inches l ong, for nonsub m e r ged indivicual power t able 
i ns t allations . 

T r ay, 1 3/ 4 i n ches high, for s emisub merg ed ins tallat i ons . 
F inger P r otector . 
Can of Oil, 16 fluid ounces of Spec. 83 oil. 
P r esser Ar m Chain Cutting Knife . 
Screw, for presser arm chain cutting knife (t wo neede d). 
Knife Gr inder, complet e .• 
Chip Dispos al Chute . 

Individual P ower T a bl e 
T able T op, 4 8 x 20 x 1 3/ 4 inches, for 

non s ubmer ged indiv idual p o w e r t a b 1 e 
inst allat ion - no chip chut e ; 

T able T op, s ame except nons ub m erged -
with chip chut e ; 

Tabl e T op, s ame except nonsubm e r ged -
no chip c hut e ; 

T abl e T op, s am e except semisubm erged -
with ch ip chut e 

T abl e Top, s ame except semis ubm erged -
wit h chip chut e ; 

Table Top, same except fullys ub m erged -
with chip c hute ; 

Tabl e T op, 4 7 3/ 4 x 16 x 1 3 / 4 inches , 
for n ons ubmer ge d line s ha ft installation -
no c hip chut e; 

T abl e T op, same except nonsub merge d -
wit h chip chut e ; 

T abl e T op , s ame ex cept sem isubm erg ed -
wit h chip chute; 
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Belt Slot t o 
Right Edge 

of Board 

14 inch 

7 1/2 inch 

7 1/2 inch 

10 1/ 2 inch 

7 1/2 inch 

7 1/ 2 inch 

7 1/ 2 inch 

7 1/ 2 inch 

7 1/2 inch 

Cl ot h P l a t e to 
F r ont E dge 

of Bo ard 

3/8 inch 

3 inch 

3/8 inch 

2 1/4 inch 

2 1/4 inch 

2 1/4 inch 

3/8 inch 

3 inc h 

2 1/4 inch 

From the library of: Superior Sewing Machine & Supply LLC



NUMERICAL INDEX OF PARTS 

Part 
No. 

WA9 A .•.......• 37 
22 KH. .•.•..•• 27 
30-92 Blk •.•.. 23 
40-46 ....••..• 25 
50-774 Blk .••. 25 
51-103 Blk .••• 21 
51- 2 2 8 Blk •... 2 3 

C067 E ••....••.• 23 
69 H .•..•.•..• 21 
69 s .......... 37 
73 X •••••••••• 31 

Page 
No. 

77 .•..•.••••.• 23, 25, 27 
77 Q .••.•...•• 23 
86 X •••...•••• 21 
87 ••••••...••. 25 
87 u .......... 25 
88 ••......•••• 31 
88 B ••..••.••• 25, 29 
90 •• Ill ••••••••• 21 
93 A .•••••.••• 25 
95 .•••••••••.• 23 
97 ••.•.••..••• 27 
97 A ...•.••••• 23 

116 •••.•.•••••• 37 
13 8 .•.••.••..•• 21 
25 8 •••...•.•.•• 25 
376 A •••••••••• 31 
421 D-34 •••.•.• 37 
482 c .......... 27 
605 A .•••..•.•• 31 
627 •.•••.••.•.• 31 
651 A-16 ••••..• 37 
652 J-16 ••••.•• 37 
652 J-24 ....... 37 
660-142 •••••••• 31 
660-206 .•.•••.• 27 
660-207 .••...•• 25 
660-240 ........ 37 
660-243 •••••••• 21 
660-264 ••••.••• 37 
660-268 ••.••••• 23 
666-94 ••..•.•.• 23 
666-255 .•.••..• 27 
667 D-8 •••••••• 21 

1280 •••••••.••.• 27 
6042 A ••.••.•.•• 29 
7446 A ....••.••• 27 
8372 A •••••••••• 25 

12538 •••••••••••• 31 
12865 •••••••••••• 31 
14077 •••••••••••• 25, 29, 31 
21104 v .......... 37 
21104 AA ••••••••. 37 
21113 F .•.••••••• 37 
21130 W-3 ........ 37 
21227 BF .••.••••• 37 
21388 AU ••••.•••• 37 
22503 F .••••••••• 27 
22513 •••••••••••• 25 

Part 
No. 

22524 .•...•.•..• 29 
22528 ••.•...•••• 25 
22541. •.......•• 21 
22541 A •••..•.•• 23 

Page 
No. 

22562 A •....•... 21, 27 
22564 G .•..••••• 27 
22565 ••..•...... 21, 27 
22565 F •..•••••. 21, 23, 25 
22565 H ••....••• 27 
22566 B .•....•.• 31 
22569 .•.•.•.••.• 21, 25 
22569 A ••••.•..• 21 
22569 B .•.•••••. 21, 25, 31 
22569 D .•••••••• 21, 31 
22569 G .•••••••• 25 
22571 E .•••••••• 21 
22585 A •••.••••• 29 
22585 G .•.•••••• 21 
22586 R ..•.••••• 21 
22587 J .••...••. 23, 29 
22588 A ••••••••. 29 
22596 E .•••••••• 23, 25 
22597 F •••.••••• 31 
22598 E .•••••••• 31 
22650 CB-4 ••••• 29, 37 
22650 CE-6 ••••• 37 
22653 B-12 .•••.• 29 
22653 D-4 ..••••. 21 
22657 D-12 •••... 21 
22729 B .•••••••• 29 
22729 D .••.••••• 27 
22729 E ••••.•.•• 27 
22738 ••.•..•..•• 29, 35 
22738 B .••••.••• 33, 35 
22743 •.••••••••• 21 
22747 B . . ••.•••• 23 
22768 B .•.•.•••• 33, 35 
22769 B .•••.••.• 23 
22797 A ••••••••• 25 
22798 B ••••••••• 35 
22806 A .•••••.•• 31 
22829 ••••••••.•• 29 
22847 B .•••.•.•• 31 
22892 B .•.•••••• 29 
22894 c ......... 27 
22894 D ••••••••• 23 
22894 AD ••••••• 21, 27 
29126 DF ••••••• 27 
29477 GW ••••••• 21 
29477 HJ ••••••• 21 
29477 JM ••••••• 23 
29477 KE ••••••• 23 
39142 G ••••••••• 23 
39151 ••••••••••• 27 
39270 E ••••••••• 29 
39501 D ••••••••• 21 
39501 E ••••••••• 21 
39501 K ••••••••• 21 
39501 DB •• , •••• 21 
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Part 
No. 

Pag e 
No. 

39501 EB .....••..• 21 
39505 •.••••.••••.• 33 
39505 B ........... 33 
39505 c ........... 33, 35 
39505 E ••...•••.•• 33, 35 
39505 p ........... 33, 35 
39505 AC ..•.••.••• 35 
39505 BF ••••.•••.• 35 
39505 BG .•••.••... 35 
39508 A •••••••..•• 27 
39508 B ••••.•••••• 27 
39508 D .•••••••.•• 27 
39508 E .••••••••.• 27 
39520 A ••••••••.•• 33 
39520 B ••..•••.••• 33 
39520 p ........... 33 
39520 y ........... 33 
39520 AA ..••••.•.• 35 
39520 AS ••.••••••• 35 
39520 BF .••••.• , .• 35 
39520 BG .••••••..• 35 
39521 c ........... 23 
39521 D ........... 23 
39524 B-3/32 ••••.• 33 
39524 B-1/8 ....... 33 
39524 B-5/32 •••..• 33 
39524 C-3/32 •••.•. 33 
39524 C-1/8 ....... 33 
39524 p ........... 33 
39524 y ........... 33 
39524 AA .......... 35 
39524 AS •.•••••••• 35 
39524 BF .••••••••• 35 
39524 BG •••••••••• 35 
39525 .•..••••.•.•• 29 
39525 A .•••••.•••• 29 
39525 L •••••••••.• 29 
39526 B •••.••• , • . • 33 
39526 p ..........• 33 
39526 y .•.....•... 33 
39526 AA .•.••••••• 35 
39526 AC .••••••••• 35 
39526 BF .••••••••• 35 
39526 BG .......... 35 
39527 AD •••••••••• 35 
39528 AD ••••••••.• 35 
39530 ••••••••••••• 33, 35 
39530 c ........... 33, 35 
39530 G ••••••••••• 35 
39530 p •••.••••••• 33, 35 
39530 R ••••••••••• 35 
39530 BF •••••••••• 35 
39532 A ••••••••••• 21 
39532 E ••••••••••• 21 
39534 .••••.••.•••• 25 
39534 c ........... 25 
39534 G ••••••••.•• 25 
39534 H ••••••••••• 25 
39534 R ••••••••••• 21 
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Part 
No. 

Page 
No, 

53 5, ••••.••••• 25 
3953 5 B ......... 25 
3953 5 c ......... 25 
3953 5 D, ••••••• , 25 
3953 6 B., ••••••• 25 
3953 6 c ......... 25 
3953 6 E, •••••••• 25 
3953 6 AE • , • , ... 25 
3953 6 AF • , ••••• 25 
3953 8, •••••••••• 25 
39540 B-4 ••••••• 25 
39540 B-6 ••••••• 25 
39540 B-9 ....... 25 
39540 B-10 •••••• 25 
39540 B-12 •••••• 25 
39540 B-14 ••.••• 25 
39541 A, •••••••• 23 
39543 ••••••••••• 27 
39543 A ••••••••• 27 
39543 E .•••••••• 27 
39543 H ......... 27 
39543 K •••.••••• 27 
39543 M •••••••• 27 
39543 P ......... 27 
39543 R. •••••••• 27 
39543 s ......... 27 
39543 T ••••••••• 27 
39543 u ......... 27 
9543 V .•••••••• 27 
9544 ••••••••••• 27 

39544 B ••••••••• 27 
39544 D .•••••••• 27 
39544 J ••••••••• 27 
39544 L ••••••••• 23 
39544 s ......... 27 
39544 u ......... 27 
39544 V .•••••••• 27 
39549 ••••••••••• 29 
39549 J ••••.•.•• 29 
39550 c ......... 29 
39550 E ••••••••• 29 
39550 L, •••••••• 29 
39550 M •••••••• 29 
39550 s ......... 29 
39550 u ......... 29 
39550 BF ....... 29 
39551 A .•• , ••••• 25 
39551 F ......... 25 
39552 ••••••••••• 25 
39552 c ......... 25 
39552 J ....••••. 25 
39552 N ••••••••• 23 
39552 p .•.....•• 23 
39552 R. ........ 25 
39555 ••••••••••• 31 
39555 A, •••••••• 31 

9555 B ••••••••• 31 
9555 c ......... 31 

39555 D ••••••••• 31 

NUMERICAL INDEX OF PARTS 

Part 
No, 

Page 
No. 

39555 E ••••••• 23 
39555 F ....... 31 
39556 A ....... 21 
39556 E ••••••• 31 
39556 F ....... 31 
39556 H ....... 31 
39556 J ....... 31 
39557 •••••••.• 21 
39557 A ••••••• 21 
39557 B ....... 21 
39557 c ....... 21 
39557 E ....... 21 
39557 F ••••••• 21 
39563 D •• , •• , • 31 
39563 F ••••••• 21 
39563 G ••••••• 25 
39563 H ....... 31 
39563 T ....... 21 
39563 u ....... 31 
39563 z ....... 25 
39568 A ••••••• 25 
39568 B ....... 31 
39568 D ....... 31 
39568 E ....... 31 
39568 G ....... 21 
39568 J ....... 21 
39568 L ....... 31 
39568 p .••••.• 21 
39568 s ....... 31 
39568 T ....... 31 
39568 u ....... 31 
39568 w ....... 31 
39568 y .•••..• 25 
39570 ......... 29 
39570 J .•••••• 29 
39570 K ....... 29 
39571 ••••••••• 29 
39571 A ••••••• 29 
39571 B ....... 29 
39571 D ....... 29 
39571 E ••••••• 29 
39572 ••••••••• 29 
39572 B .•••••• 29 
39573 A ... , ... 29 
39573 E ••••••• 29 
39573 H ....... 29 
39573 J ....... 29 
39573 K ....... 23 
39573 L ....... 23 
39578 F ••••••• 21 
39578 p •••••.• 25 
39578 R ••••••• 25 
39578 T ••••••• 21 
39578 TA •••••• 21 
39580 A •••••• , 29 
39580 AE •••••• 29 
39582 D •••• , •• 21 
395 82 F •• , •••• 21 
39582 H .•••••• 21 

39 

Part 
No. 

39582 J ........ 21 
39582 v ....... 21 
39582 w ....... 21 
39582 X ....... 21 
39582 y .•.••.. 21 
39582 AC ...... 21 
39582 AD ...... 21 
39582 AE ...... 21 
39582 AF ...... 21 
39582 AG •.•.•• 21 
39582 GG •••••• 21 
39590 ••••••••• 23 
39590 D ....... 23 
39590 G ....... 23 
39590 H ••••••• 23 
39590 J ........ 23 
39590 K ....... 23 
39590 N ....... 23 
39590 p •••..•• 23 
39590 R ....... 23 
39590 s ....... 23 
39590 T ....... 23 
39591 A ....... 23 
39591 B ....... 23 
39591 G ....... 23 
39591 H ....... 23 
39591 K ....... 23 
39592 K-3 ••••• 31 
39592 L ....... 31 
39592 N ....... 31 
39592 p ....... 31 
39592 R-4 ••••• 31 
39592 R-8 ..... 31 
39592 s ....... 31 
39593 c ....... 21 
39593 D ....... 21 
39593 H ....... 21 
39594 G • , • , ••• 21 
39594 H ••••••• 21 

Page 
No. 

39594 N •••• , , • 23, 25, 27 
39594 R ••••••• 21 
39595 ......... 21 
39597 A ••••••• 33 
39597 p ....... 33, 35 
39597 AA ...... 35 
39597 AB •••••• 35 
39597 AS ...... 35 
39597 BG .••••• 35 
39599 ••••.•••• 21 
41071 G ••••••• 21 
43139 A .... , •• 31 
43143 N ....... 27 
53634 c ....... 21, 25 
55235 D ••••••• 29 
55235 E ••••••• 29 

From the library of: Superior Sewing Machine & Supply LLC



WORLD'S FINEST QUALITY 

* 
INDUSTRIAL SEWING MACHINES 

UNION SPECIAL maintains sales and service 
facilities throughout the world. These offices will 
aid you in the selection of the right sewing 
equipment for your particular operation. Union 
Special representatives and service men are fac
tory trained and are able to serve your needs 
promptly and efficiently. Whatever your loca
tion, there is a Union Special Representative to 
serve you. Check with him today. 

ATLANTA, GA. 

BOSTON, MASS. 

CHICAGO, ILL. 

DALLAS, TEXAS 

LOS ANGELES, CAL. 

NEW YORK, N. Y. 

PHILADELPHIA, PA. 

MONTREAL, QUEBEC 

BRUSSELS, BELGIUM 

LEICESTER, ENGLAND 

LONDON, ENGLAND 

PARIS, FRANCE 

STUTTGART, GERMANY 

Represe ntatives and distributors In a ll Important 
industrial cit le1 throughout the world. 

MACH I NE COMPANY 

400 N . FRANKLIN ST., CHICAGO, ILL. 60610 
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