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FOREWORD 

The dominating idea back of Union Special is to build the 
best industrial sewing machines in the world. 

All parts are made to precision gauges, insuring com
plete interchangeability. 

It is our constant aim. to furnish carefully· prepared 
information that will enable the customer to secure all 
possible economies and advantages from the use of UNION 
SPECIALS. On the pages which follow will be found illus
trations and descriptions of the parts for styles in Classes 
80200~ 80600~ and 81200. 

Additional catalogs containing information relative to 
machines, and which will be furnished on request, are listed 
below. 

Catalog No. 43 G 

Catalog No. 43 H 

Catalog No. 43 J 

Catalog No. 43 K 

Catalog No. 45 N 

Form 357 

Assembly drawing of Junior Filled Bag 
Closing Machine Style 20100 D, with 
list of parts {drawing No. 3218 Q) 

Sub-Assembly drawing of Heavy Duty 
Filled Bag Closing Machines in Class 
20500, with list of parts {drawing No. 
5090 Q) 

Assembly drawing of Fixed Base Filled 
Bag Closing Machine Style 20100 H, 
with·list of parts {drawing No. 323 8 Q) 

Assembly drawing of Table Type Filled 
Bag Closing Machine Style 21800 C, 
with list of parts (drawing No. 3597 Q) 

Needle Catalog 

Engine e ring Department Adjusting 
Instructions. Specify the Style number 
of the machine for which the adjusting 
instructions are required. 

In all manufacturing centers will be found Union Special 
representatives, who will co-operate with those who desire 
in planning and estimating their requirements. 

UNION SPECIAL CORPORATION 

Engineering Department 
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IDENTIFICATION OF MACHINES 

Each UNION SPECIAL carries a style number which is stamped 
in the name plate on the machine. Style numbers are classified as 
standard and special. Those which are standard have one or more 
letters suffixed, but never,contain the letter "Z ". Example: "80200 
AA 11

• Style numbers which contain the letter 11 Z 11 are special. When 
only minor changes are made in a standard machine a "Z" is suffixed 
to the respective standard style number. Example: "80200 AAZ ". 

Styles of machines similar in construction are grouped under a 
class number which differs from the style numbers in that it contains 
no suffixed lette;l"s. Example: 11 8020011

• 

STYLES OF MACHINES IN CLASS 80200 

"Antaeus 11 Enclosed Type, High Speed Flat Bed 
Machines, for Heavy Duty Work 

802 00 AA For seaming heavy weight bags; one needle double locked 
stitch Type 401, stitch range 2 to 4 per inch, standard length 
3 per inch, Type 1975 G needle, maximum thickness that can be 
sewed, 3/4 inch. 

80200 AB For seaming heavy weight bags; one needle chain stitch 
Type 101, stitch range 2 ~o 4 per inch, standard length 3 per 
inch. Type 197 5 G needle, maximum thickness that can be sewed, 
3/4 inch. 

80200 AC For seaming heavy weight bags; one needle double locked 
stitch Type 401, stitch range .2 to 4 per inch, standard length 
3 per inch, flexible hemming attachment No. 897, Type 1975 G 
needle, maximum thickness that can be sewed, 3/4 inch. 

80200 Z A special style, similar to the standard style in Class 80290 
but differing in some of its component parts. v 

STYLES OF MACHINES IN CLASS 80600 

Sewing Heads for Filled Bag 
Closing Machines 

80600 E Sewing Head, for closing paper bags; filter cord guided 
under presser foot, double locked stitch Type 4 01, J;ieedle Type 
1975 G, stitch range 3 to 4 per inch, standard length 3 1/2 per 
inch. 

80600 F Same as 80600 E, except it makes chain stitch Type 101. 

80600 H Sewing Head, for tape bound closure on filled multi-wall 
paper bags using UNION SPECIAL tape bound closing attachment 
and automatic tape cutter, filter cord guided under the presser 
foot, seam Type BSa-1, double locked stitch Type 401, needle 
Type 1975 G, stitch range 3 to 4 per inch, standard length 3 1/4 
per inch. 

80600 J-115 Same as 80600 AC, except standard equipment includes 
a friction drive pulley, suspended support, cable and associated 
parts, 1/4 H.P., friction drive electric motor, D.C., 115 volts, 
3450 R.P.M., which develops 1400 R.P.M. on sewing head. 
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STYLES OF MACHINES IN CLASS 80600 {Cont'd. ) 

80600 J-161 A. c., single phase, 60 cycle, 110 volts. 
80600 J-162 A. c., single phase, 60 cycle, 220 volts. 
80600 J-230 D. c., 230 volts. 
80600 J-362 A. c., 3 phase, 60 cycle, 220 volts. 
80600 M-115 Same as 80600 AC, except standard equipment includes 

a Top Lock Balancer Unit, cable, friction drive pulley, and 
1/4 H. P., friction drive electric motor, D. C., 115 volts, 
3450 R. P. M., which develops 1400 R. P. M. on sewing head. 

80600 M-161 A. C., single phase, 60 cycle, 110 volts. 
80600 M-162 A. c., single phase, 60 cycle, 220 volts. 
80600 M-230 D. C., 230 volts. 
80600 M-362 A. c., 3 phase, 60 cycle, 220 volts. 
80600 N-161 Same as 80600 E, except standard equipment includes 

a suspended support, cable and associated parts, filter cord 
accessories, 1/3 H. P., open type, friction drive electric motor 
and corresponding switch, 115 volts, 3450 R. P. M. which 
develops 1400 R. P. M. on sewing head, A. C., single phase, 
60 cycle, 115 volts. 

80600 N-162 A. c., single phase, 60 cycle, 220 volts. 
80600 N-362 A. c., 3 phase, 60 cycle, 220 volts. 
80600 P-152 Same as 80600 E, except standard equipment includes 

a Top Lock Balancer Unit, cable, filter cord accessories, and 
1/3 H. P., open type, friction drive electric motor and corre~ 
sponding switch, 115 volts, 3450 R. P. M., which develops 
1400 R. P. M. on sewing head, A. c., single phase, 50 cycle, 
220 volts. 

80600 P-161 A. c., single phase, 60 cycle, 110 volts. 
80600 P-162 A. c., single phase, 60 cycle, 220 volts. 
80600 P-352 A. c., 3 phase, 50 cycle, 220 volts. 
80600 P-362 A. c., 3 phase, 60 cycle, 220 volts. 
80600 AC Sewing Head, for closing bags made from heavy weight 

fabrics; double locked stitch Type 401, needle Type 1975, stitch 
range 3 to 4 per inch, standard length 3 per inch. 

80600 AD Same as 80600 AC, except it makes chain stitch Type 101. 
80600 Z A special style, similar to the standard styles in Class 

80600 but differing in some of its component parts. 

STYLES OF MACHINES IN CLASS 81200 

"Herakles" Enclosed Type High Speed Flat Bed 
Overedge Machines, for Heavy Duty Work 

81200 A For overseaming bags made from heavy weight fabrics; 
one needle, two thread stitch, seam spec. 502 SSa-1, standard 
width of seam 3/8 inch, length of stitch ranges from 2 to 4 per 
inch, standard length 3 per inch, Type 1970 G needle, maximum 
thickness that can be sewed, 5/8 inch. 

81200 H For over edging with ~ecorative tape, rug and carpet 
cushions; one needle, two thread stitch, seam spec. 502 EFd-1, 
standard width of seam 3/8 inch, length of stitch ranges from 
2 to 4 per inch, standard length 3 per inch, Type 1970 G needle. 

81200 Z A special style, similar to the standard styles in Class 
81200 but differing in some of its component parts. 
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NEEDLES 

TYPE NUMBERS AND SIZES 

Each needle has a type number and size number. The former 
denotes the kind of shank. point. length. groove. finish. and other 
details. The latter denotes the largest diameter of the blade. mea
sured in thousandths of an inch midway between the shank and eye. 
and is stamped in the needle shank. Collectively the type and size 
number is the complete symbol. 

To have orders promptly and accurately filled. the empty 
package. a sample needle. or the type and size numbers should be 
*iven. Use description on label. A complete order would read: 

100 Needles. Type 1975 G. Size 250/100 11
• 

The type numbers of the needles most commonly used in the 
styles of machines covered by this catalog are listed below. Set 
opposite each type number is the description of the needle and sizes 
available. 

Type No. 

1970 G 

1975 G 

9844 

9845 

Description 

Round shank., square point., Herakles., double gro.ove., 
spotted., chromium.finish- sizes 200/080_, 230/090 _, 
250/10~ 300/120, 400/156, 440/172. 

Round shank_, square point., long Antaeus, double 
groove_, spotted., chromium plated- sizes 200/080., 
230/090., 250/100, 300/120, 350/140., 400/156, 
480/188. 

Round shank. square point, Herakles., double groove., 
flat blade., 7/16 inch length of point (11 mm) plain 
finish - sizes 054., 060., 090, 100 • 

Round shank, square point, Antaeus. double groove .. 
spotted, flat blade, 7/16 inch length of point (11 mm) 
plain finish - sizes 054, 060, 067, 080, 090, 120, 156. 

ORDERING REPAIR PARTS 

LIST OF PARTS 

The description of each part and its principal uses will be found 
in the list of parts. Always check the symbol against its description 
before ordering. It is not necessary to furnish the plate number. 
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ORDERING REPAIR PARTS 

LIST OF PARTS (Cont'd.) 

When a part is used, or can be used, in all machines covered 
by this catalog., no .specific use is mentioned in the description. 

For convenience in ordering. minor parts such as screws, nuts 
and similar articles are repeated after major parts. 

(-) A dash in the "plate number" column of the list of parts 
indicates the absence of an illustration. 

(i) A double dagger in the "symbol to order by" column indicates 
that the component parts cannot be furnished separately. 

IDENTIFYING PARTS 

Where the construction permits, each part is stamped with its 
part number. Some of the smaller parts are stamped with an identi
fication letter to distinguish them from parts similar in appearance. 

All part numbers represent the same part, regardless of the 
catalog in which they appear. 

SUPPLIES 

All supplies, including taps, reamers, belting, belt hooks, belt 
fasteners, screwdrivers, wrenches and powdered oil stone will be 
promptly furnished. 

USE GENUINE NEEDLES AND REPAIR PARTS 

Success in the operation of these machines can be se~ured only 
with genuine UNION SPECIAL Needles and Repair Parts as furnish
ed by the Union Special Corporation., its subsidiaries and authorized 
distributors. They are designed according to the .most approved sci
entific principles., and are made with utmost precision. Maximum 
efficiency and durability are assured. 

Genuine needles are packaged with labels marked Ztnimt.Sp«ioi. • 
Genuine repair parts are stamped with the Union Special trademark .. 
U S Emblem. Each trademark is your guarantee of the highest quality 
in materials and workmanship. 

TERMS 

Prices are net cash and subject to change without notice. All 
shipments are forwarded f. o. b. shipping point. Parcel Post ship
ments are insured unless otherwise directed. A charge is made to 
cover postage and insurance. 
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Plate No. 9 - Full Size 
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Plate No. 10 - Full Size 
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Symbol 
to 

Order By 

8A 

HAlO 
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LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Feed Rocker Shaft~ 5 25/32 inches long~ standard 
diameter • 407 inch~ for styles in Classes 80200~ 
81200------------------------------------------ 16 

Feed Bar Prong~ for styles in Classes 80200~ 81200 
(screw No. 93 A)------------------------------- 19 

Feed Bar Shaft~ 3 1/2 inches long~ standard diameter 
• 407 inch~ for styles in Classes 80200~ 81200------ 16 

Stop Watch-------------------------------------- 10 
Feed Driving Eccentric~ stitch range 2 to 4 per inch, 
for styles in Classes 80200, 81200 (screw No. 81)-- 9 

Nut, for looper drive connecting rod, right thread; 
also for Nos. AS70 A, 897 F, 6038 K, 6039 K, 10349, 
41331 G, 80658 A------------------------------- 6 

Nut, for stitch regulating stud -------------------- 6 
Pressure Pump Oil Can~ 1 1/2 pints capacity------- 26 
Washer, for feed cam sponge holder, on styles in 
~asses 80200, 81200 --------------------------- 6 

Stitch Regulating Stud Washer--------------------- 6 
Screw, for loop retainer on styles in Class 81200 --- 3 
Scr,ew, for looper thread cast-off on styles in Classes 
80200~ 80600----------------------------------- 4 

Feed Bar Shoe, for styles in Classes 80200, 81200 
(screw No. 93 A) ------------------------------- 19 
~oth Plate Edge Guide, for Styles 80200 AA, 80200 AB 

(screw No. 22514) ------------------------------ 12 
Screw, for edge guide tongue on Style 81200 A ------ 3 
Screw, on Style 80600 H -------------------------- 28 
Stop Screw~ for stitch regulating stud-------------- 3 
Looper, for Styles 80200 AA, 80200 AC, 80600 E, 

80600 H, 80600 J, 80600 M~ 80600 N, 80600 P, 
80600 AC (screw No. 73) ------------------------ 1 

Set Screw, forframethreadeyelet; alsoforNo. 81253- 3 
Looper Connecting Rod Ball Joint Washer---------- 6 
Looper Avoid Eccentric, for styles in Classes 80200, 

80600 (screw No. 81)---------------------------- 9 
Hinge Screw, for presser foot on Styles 80600 E, 

80600 F, 80600 N, 80600P ---------------------- 4 
Screw Pin, for hemming guide on Style 80200 AC---- 5 
Feed Lift Cam, for styles in Classes 80200, 81200; 
also Style 80600 H (screw No. 96) ---------------- 9 

Frame Rolling Thread Guide Axle Assembly, for 
styles in Classes 80200, 81200; also styles 80600 E, 
80600 H, 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC, 80600 AD; one each Nos. HA1286 B, 
12964 C, 22560, 81086 C (screw No. 88) ---------- 8 

Needle Thread Take-up Rolling thread Guide; one each 
Nos. HS1286 B, 12964 C, 22560, 81086 G (screw 
No. 88)---------------------------------------- 8 

Needle Bar Link--------------------------------- 13 
Hand Tachometer, 3000 to 12, 000 R. P.M. --------- 21 
Needle Clamp Nut-------------------------------- 6 
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Symbol 
to 

Order By 
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LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Screw. for tape cutter upper knife ope.rating ratchet 
block spring on Style 80600 H -------------------- 4 

Needle Bar Connection Tension Ferrule. 13/32 inch 
hole------------------------------------------- 2 

Needle Bar Connection Tension Ferrule. 7/3 2 inch 
hole------------------------------------------- 2 

Needle Bar Connection Tension Spring ------------- 10 
Screw. for looper thread cast-off support on styles in 

Classes 80200. 80600 --------------------------- 3 
Presser Spring Regulator Screw ------------------ 10 
Hinge Screw. for right presser foot on styles in 

Classes 80200. 81200 --------------------------- 3 
Hi n·g e S c r e w. for left presser foot on styles in 

Classes 80200. 81200 --------------------------- 4 
Key. for pulley hub ------------------------------ 6 
Washer. for feed dog screw on styles in Class 80600; 

also for Nos. 15442 K. 80698 A------------------ 6 
Thread Rod Extension Pin. for styles in C 1 a s s e s 

80200. 81200----------------------------------- 8 
Set Screw. squarehead. cup point. 5/16inchdiameter. 

18 threads per inch. 5/8 inch long. for thread stand 
rod, also for No. 21171 N ----------------------- 4 

Thread Wire Extension, • 375 inch diameter, for styles 
in Classes 80200, 81200 ------------------------- 26 

Thread Stand Rod, • 3 7 5 inch diameter, for styles in 
Classes 80200, 81200 (set screw No. 69 FD)------- 26 

Thread Rod. for styles in Classes 80200, 81200----- 26 
Feed Cam Oiling Felt Holder, for styles in Classes 

80200, 81200 (nut No. 18. washer No. 20) --------- 19 
Feed Cam Oiling Felt, for styles in Classes 80200, 
81200------------------------------------------ 19 

Set Screw. for loopers in styles in Classes 80200, 
80600; also for No. 897 A ---------------------- 3 

Screw. for supporting feed dog and throat plate on 
Style 80600H----------------------------------- 3 

Set Screw. for loopers on styles in Class 81200----- 3 
Screw. for hemming guide operating lever on Style 

82000 AC -------------------------------------- 4 
Screw, for tape folder sections on Style 80600 H ---- 4 
Screw. for main shaft collar---------------------- 3 
Screw, upper. for chain cutting knife driving eccen-
tric bearing on Styles 80600 E, 80600 F, 80600 J, 
80600 M, 80600 N, 80600 P, 80600 AC, 80600 AD -- 4 

Set Screw, fillister head, for tape cutter upper knife 
operating ratchet block link pin on Style 80600 H --- 3 

Screw. for looper thread take-up on styles in Classes 
80200, 80600----------------------------------- 3 

Screw. for throat plate on styles in Class 80600; also 
for Nos. B80621 B, B80621 H, 80674 ------------- 4 

Screw, for feed driving eccentric; also for Nos. 
HS15 A, AS38 B, 80615, 80693 ------------------- 3 
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Symbol 
to 

Order By 

HA81 
82 
85 

88 

88 A 

88 B 
88 D 

88 F 
89 

90 

91 
93 

93 A 

94 

95 

HA95 

96 
96 A 

97 
97 A 
97 X 

98 
HSlOO D 
HA102 A 

HA103 B 
HS106 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Spot Screw, for mains haft bushing housing---------- 3 
Hemming Guide Stop Screw, for Style 80200 AC --- 5 
Adjusting Screw, for looper eccentric fork on styles 
in Classes 80200, 80600------------------------- 4 

Set Screw, for needle lever shaft hole plug screw; 
also for Nos. HS52 B, HS53 B, 460, 15465 F, 21111, 
21113 B, 80278, 80627 E, 80665 C --------------- 3 

Set Screw, fillister head, for presser feet on styles 
in Class 80200; also Styles 81200 A, 81200 H, 
80600 H, 80600 AC, 80600 AD-------------------- 3 

Set Screw, headless, for presser feet-------------- 3 
Screw., for stationary knife on Styles 80600 E, 80600 F, 

80600 J, 80600 M, 80600 N, 80600 P., 80600 AC., 
80600 AD -------------------------------------- 3 

Screw, for looper drive eccentric connecting bearing- 4 
Set Screw., for feed rocker; also for Nos. B80201 A, 

B80201 E, 80233., 80234B, 80246, B80601 I., B80601 P., 
80633 H, 80634 C., 80634 H, 80646, 80647., B81201 A- 3 

Screw, for throat plate needle guard on styles in Class 
81200; also for Nos. 23451 J., 29198., 81211------- 3 

Screw., upper., for needle lever link pin------------ 3 
Screw., for feed dogs on Styles 80600 E, 80600 AC, 

80600 AD, and on styles in Classes 80200., 81200; 
also for Nos. 80277, 80286 A-------------------- 3 

Screw., for feed bar needle guard on styles in Classes 
80200, 81200; also for Nos. HAlO., HA23., 80269, 
80634 E., B80697-------------------------------- 3 

Screw, for presser bar lifter guide plate; also for 
Nos. 80271, 80284., 80284 H, 80288 F, 80631, 80680 B, 
80684, 81284----------------------------------- 3 

Set Screw., for needle bar rolling thread guide; also 
for Nos. AS137 A, 80250, 80293, 80293 A, 80615, 
80632., 80665 A., 80665 D., 81213 ----------------- 3 

Set Screw., for mainshaft bushing housing; also for 
No. 80625-------------------------------------- 3 

Spot Screw., for Nos. 80638 A, 80672------ -------- 3 
Spot Screw, for needle lever connecting rod bearing 

oil reservoir No. 80293 A or 80693; also for Nos. 
23451 D, 23451 E, 23451 F ---------------------- 3 

Screw, for tape cutter actuating shoe on Style 80600 H- 3 
Screw, for Nos. 15442 L, 15865----------- ------- 4 
Screw, for supporting feed dog on styles in Classes 

80200, 81200; also for Styles 80600 E, 80600 F, 
80600 J, 80600 M, 80600 N, 80600 P, 80600 AC, 
80600 AD -------------------------------------- 3 

Screw, for Nos. 80671., 81213 A ------------------ 3 
Stop Screw., for tension discs --------------------- 5 
Looper Thread Cast-off Support Eyelet., for styles in 

Classes 80200, 80600 (screw No. 22743) ---------- 2 
Frame Thread Eyelet (screw No. 28 C) ------------ 2 
Tension Post, length overall 2 9/16 inches --------- 10 
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Symbol 
to 

Order By 

107 
108 

BP108 

110-2 

110-3 

110-4 

HSllO 

116 
116 A 

HAllS 
136 

AS137 
AS137 A 

188 D 
258 

269 
318 

376 
376 A 
413 
420 
421 D-38 

423 
424 
459 

460 

482 c 

531 

650-24 

651 B-40 
652-24 

652-40 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Tension Spring Ferrule ------------------------- 2 
Tension Regulating Nut-------------------------- 6 
Clamp Screw, for needle bar connection; also for 
No. 80656 ------------------------------------ 4 

Tension Spring, • 029 inch diameter wire, for looper 
threads--------------------------------------- 10 

Tension Spring, • 041 inch diameter wire, for looper 
threads--------------------------------------- 10 

Tension Spring, • 049 inch diameter wire, for needle 
thread---------------------------------------- 10 

Tension Spring, • 049 inch diameter wire, for tape 
cutter upper knife actuating lever--------------- 10 

Wrench, 1/8 inch thick, 9/32 inch opening -------- 21 
Wrench, 3/32 inch thick, 7/32 inch opening------- 21 
Thread Hook, for styles in Class 81200----------- 26 
Clamp Screw, for looper drive lever shaft rocker-- 3 
Frame Thread Eyelet Support-------------------- 2 
Frame Thread Eyelet Assembly; one each Nos. 28 C, 
HA103 B, AS137 (screw. 214 inch diameter, No. 95, 
screw. 182 inch diameter, No. 22560 B)--------- 2 

Thumb Screw, for tape holder axle on Style 81200 H- 5 
Nut, for lifter lever screw pin; also for Nos. 22720, 

23451 A, 23451 B------------------------------ 6 
Nut, for looper drive connecting rod, left thread--- 6 
Clamp Screw, for looper avoid eccentric fork, also 
for No. 81255 --------------------------------- 4 

Screw, for face plate -------------------------- 3 
Screw, for front fabric edge guide on Style 81200 A- 3 
Oil Can, complete------------------------------ 25 
Lifter Lever Stud------------------------------- 5 
Lifter Lever Chain, 38 inches long--------------- 21 

Lifter Treadle Base ---------------------------- 21 
Lifter Treadle Pin (screw No. 22813)------------- 15 
Chain Cutter Knife Lever Shaft, for Styles 80600 E, 

80600 F, 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC, 80600 AD--------------------------- 16 

Chain Cutter Knife Lever Shaft Collar, for Styles 
80600 E, 80600 F, 80600 J, 80600 M, 80600 N, 
80600 AC, 80600 AD (screw No. 88)------------ 19 

Presser Bar Collar, also Feed Bar Shaft Collar 
(screw No. 22894 C)--------------------------- 20 

Stop Screw, for presser foot shank on Style 80600 H 
(nut No. 12934 A)------------------------------ 3 

Stove Bolt, flat head, 1/4 x 3 inches, for attaching 
base plate totable on styles in Classes 80200, 81200- 5 

Nut, for folder support stud on Style 80600 H------ 6 
Washer, 1/4 inch, for base plate stove bolton styles 

in Classes 80200, 81200; also for No. 11667 K --- 6 
Washer, 5/8 inch, for folder support stud on Style 

80600 H-------------------------------------- 6 
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Symbol 
to 

Order By 

660-240 
664 F-16 

666-8 A 

666-8 D 

666-8 E 

666-79 

666-90 

897 A 

897 B 

897 E 
897 F 

906 

906 A 

907 

+ 1230 A 

1230 B 

1230 D 

1280 

1286 B 
HA1286 B 

HA1348 
1349 A-3 
1349 A-5 

HA1349 

+ See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Thread ~eezers-------------------------------
Taper Dowel Pin, for upper section of bed, on 
machines of American manufacture only --------- 8 

Gasket, leather, for cloth plate oil reservoir on 
styles in Classes 80200, 81200 ----------------- 6 

Glass Tube, for cloth plate oil reservoir on styles 
in Class 81200 -------------------------------- 20 

Gasket, with 7/16 inch hole, for cloth plate oil 
reservoir on styles in Class 81200------ -------- 6 

Oil Cup Assembly, with sight feed and signal stop 
(for machines of American manufacture only) ---- 20 

Oil Cup, for cloth plate oil reservoir assembly on 
styles in Class 80200 -------------------------- 2 

Hemming Guide, adjustable, for Style 80200 AC (stud 
No. 22720, adjusting screw No. 82, operating lever 
screw pin No. 42 A, operating lever stop screw 
No. 73)--------------------------------------- 17 

Fabric Edge Guide, for Style 80200 AC (screw No. 
22548)---------------------------------------- 12 

Tension Spring, for hemming guide on Style 80200 AC- 10 
Hemming Guide Operating Lever, for Style 80200 AC 

(screw No. 74)-------------------------------- 8 
Stop Screw, hexagonal head, for tape cutter upper 

knife operating ratched block on Style 80600 H (lock 
nut No. 907, washer No. 80266) ---------------- 4 

Stop Screw, hexagonal head, for tape cutter upper 
knife actuating lever on Style 80600 H; also for No. 
80271 (lock nut No. 907) ----------------------- 4 

Locknut, for tape cutter upper knife operating ratchet 
block stop screw on Style 80600 H; also for Nos. 
906, 906 A, 22525 C, 22707, 99246-------------- 6 

Connection Bearing, upper, for tape cutter driving 
eccentric connecting rod as s em b 1 y, on Style 
80600 H (screw No. 22587) :--------------------- 13 

Valve Spring, for tape cutter driving eccentric con-
necting rod upper bearing, on Style 80600 H ------ 10 

Valve, for tape cutter driving eccentric connecting 
rod upper bearing on Style 80600 H (screw No. 
22586 A)-------------------------------------- 8 

Looper Rocker Cone Stud Nut, for styles in Classes 
80200, 80600---------------------------------- 6 

Needle Lever Link Pin Spring-------------------- 10 
Frame Rolling Thread Guide Axle Spring; also for 

No. HS53 B (screw No. 22560) ------------------ 10 
Frame Tension Post Ferrule, front-------------- 2 
Tension Spring, for tape holder on Style 81200 H--- 10 
Tension Spring, for looper thread on styles in Class 

81200 ---------------------------------------- 10 
Frame Tension Post Ferrule, rear--------------- 2 
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Symbol 
to 

Order By 

6038 K 

6039 K 

6042 A 
8372 A 
8564 

9937 

10349 

11354 

11639 H 
11667 K 

11667 N 

11667 p 

11667 v 

12538 

12934A 

12957 E 
12964 c 
12987 A 
15430 c 
15430 D 

15430 L 

:j:15430 M 

15442 K 

:t: See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used 
in ordering. Prices furnished on application. 

Looper Rocker Connecting Rod Ball Joint, left, for 
styles in Class 81200 (screw No. 22729 C, ball stud 
nut No. 18)-------------------------------------

Looper Rocker Connecting Rod Ball Joint, right, for 
styles in Classes 80200, 81200 (nut No. 18)-------

Washer, for tape folder sections on Style 80600 H--
Washer, for No. 80275 on Style 80600 H-----------
Cloth Plate Swinging Extension Hinge Pin, for styles 
in Class 80600----------------------------------

Looper Rocker Double Ball Joint Stud Nut, for styles 
in Class 81200----------------------------------

Chain Cutting Knife Eccentric Bearing Ball Stud, for 
Styles 80600 E, 80600 F, 80600 J, 80600 M, 80600 N, 
80600 P, 80600 AC, 80600 AD (nut No. 18) -------

Looper Rocker Double Ball Joint Stud, for styles in 
Class 81200------------------------------------

Hand Lifter Stud, for styles in Classes 80200, 81200-
S ewing Head Adaptor Plate, for Styles 80600 E, 

80600 F, 80600 J, 80600 M, 80600 N, 80600 pI 
80600 AC, 80600 AD (screw No. 22638 B)--------

Sewing Head Adaptor Base, for Style 80600 H (screw 
No. 22639 B)-----------------------------------

Sewing Head Adaptor Base, for Styles 80600 E, 
80600 F, 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC. 80600 AD. when used on filled bag closing 
frame Style 20100 E (screw No. 22639 B)----------

S ewing He ad Adaptor Base. for Styles 80600 E, 
80600 F, 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC. 80600 AD, when used on filled bag closing 
frames in C 1 asses 20500. 21800; also for Style 
20100 H (screw No. 22639 B)---------------------

Looper Rocker Ball Joint Nut, for styles in Classes 
80200, 80600-----------------------------------

Locknut, for presser foot shank adjusting screws on 
styles in Class 80600---------------------------

Spring Washer, for end cover on styles in Class 80600-
Link Pin Ball, for Nos. HS52 B, HS53 B ----------
Check Nut, for looper rocker cone stud-----------
Nut, left thread, for tape cutter knife ·connecting rod 
tube on Style 80600 H---------------------------

Nut, right thread, for tape cutter knife connecting rod 
tube on Style 80600 H---------------------------

Needle Lever Connecting Rod Tube Felt; also for No. 
80230 on Style 80600 H -------------------------

Tape Cutter Driving Eccentric Bearing (screw No. 
22587)-----------------------------------------

Looper Rocker Double Ball Joint Connection Assembly, 
for styles in Class 81200; one No. 15442 Land two 
No. 11354 (screw No. 97 A, washer No. 69 H, nut 
No. 9937)--------------------------------------
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Plate 
No. 

9 

9 
6 
6 

15 

6 

9 

9 
5 

27 

27 

24 

27 

6 

6 
6 
6 
6 

6 

6 

15 

14 

13 
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to 

Order By 

4;15442 L 

15444 F 

15465 F 
15745 B 

4;15865 

21104 B-2 

21104 B-5 

21104 B-9 

21104 B-14 

21104 B-18 

21104 B-20 

21104 c 

21104 D 

21104 E 

21104 F 
21104 G 

21104 H 

21104 K 

21104 T 

21104 u 

t See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Looper Rocker Double Ball Joint Connection (screw 
No. 97 A)-------------------------------------- 13 

Looper Rocker Ball Joint Stud Washer# for styles in 
Class 81200------------------------------------ 6 

Looper Rocker Cone (screw No. 88) --------------- 6 
L o o p e r R o c k e r Cone Stud# for styles in Classes 

80200, 80600----------------------------------- 9 
Chain Cutter Knife Driving Eccentric Bearing, for 
Styles 80600 E, 80600 F, 80600 J, 80600 M, 80600 N, 
80600 P, 80600 AC, 80600 AD (screw, upper, No. 
75 A, screw, lower, No. 97 A) ------------------ 13 

Thread Stand Rod, 2 inches long, for styles in Class 
80600 (Screw No. 22509)------------------------- 23 

Thread Stand Rod, 5 inches long, for styles in Class 
80600 (screw No. 22509)------------------------- 23 

Thread Stand Rod# 9 inches long, for styles in Class 
80600 (screw No. 22509)------------------------- 23 

Filter Cord Support Rod; also thread stand rod for 
Styles 80600 E# 80600 F, when used on filled bag 
closing frames in Class 21800 (screw No. 22509)--- 23 

Filter Cord Support Rod# for Style 80600 H; also tape 
holder rod for Style 81200 H (filter cord support rod 
screw No. 22509 A)tape holder rod screw No. 
22651 CD-4)------------------------------------ 23 

Filter Cord Support Rod; also thread stand rod# for 
Styles 80600 E, 80600 F, when used on filled bag 
closing frames in Classes 20100, 20500 (screw No. 
22509)----------------------------------------- 23 

Thread Stand Rod Connection; also filter cord support 
rod connection on styles in Class 80600 (screw No. 
22650 CE- 6 )- ----------------------------------- 18 

Thread Stand Seat, for styles in Class 80600 (screw 
No. 22650 CB-3)-------------------------------- 26 

Thread Stand Seat Connection; also filter cord spool 
seat connection, for styles in Class 80600 --------- 18 

Spool Seat Pad------------------------------------ 27 
Thread Stand Seat Pin, also Filter Cord Seat Pin, for 
styles in Class 80600---------------------------- 26 

Thread Stand Seat Pin Nut; also Filter Cord Seat Pin 
Nut, for styles in Class 80600-------------------- 6 

Thread Stand Wire, 16 inches long# for styles in Class 
80600 (screw No. 22650 CB-3) ------------------- 26 
Thre~ Stand Rod, 7 inches long, with shoulder, for 
styles in Class 80600---------------------------- 26 

Filter Cord Support Rod, 24 inches long, with shoul
der, for Styles 80600 E, 80600 F, when used on 
filled bag closing machine frames in Class 21800 
(nut No. 21818 B)------------------------------- 23 
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to 

Order By 

G21104 A 

21105 J 
21111 

21113 A 

21113 B 

21113 c 
21114 A 

21130 s 
G21139 A 

21145 
21171 L 

21171 M 

21171 N 

21171 p 
21171 Q 
21201 

21202 

21203 

21204 

21205 A 

21207 

21208 
21217 A 

21225-1/4 
21225-5/16 
21236 
21260 

21260 A 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used 
in ordering. Prices furnished on application. 

Thread Stand Base, with • 375 inch diameter hole, 
for styles in C 1 ass e s 80200, 81200 (screw No. 
22650 CE-6)------------------------------------

Thread Stand Wire Eyelet, for styles in Class 80600-
Needle Bar Connection Tension Post Collar (screw 

No. 88)----------------------------------------
Thread Wire Extension, 6 inches long, for styles in 

Class 80600 (screw No. 22632 F-24) -------------
Thread Stand Wire Coupling, for styles in Class 

80600 (screw No. 88)---------------------------
Filter Cord Guide Wire, for styles in Class 80600 

(screwNo. 22509A)---------------------------
Tape Holder Support Rod Base, for Style 81200 H 

(screw No. 22651 CD-4) ------------------------
Filter Cord Cone Support, for styles in Class 80600 

(screw No. 22650 CD-4) ------------------------
Thread Stand Seat, single, for styles in Classes 80200, 

80600, 81200 (screw Nos. 22650 CB-4, 22650 CE-6)
Cone, wood, for thread stand--------------------
Tape Holder Disc, 8 inches diameter, for Style 
80600H----------------------------------------

Tape Reel Support Rod, for Style 80600 H (screw 
No. 22809 A)-----------------------------------

Tape Holder Disc Stop Collar, for Style 80600 H 
(screw.. square head, No. 69 FD, thumb screw No. 
22647K-48)------------------------------------

Tape Holder Disc Tension Spring, for Style 80600 H -
Tape Roll Plug, wood, for Style 80600 H ----------
Screwdriver, 9164 inch round blade, length overall 

7 11116 inches----------------------------------
Screwdriver, 3116 inch round blade, length overall 

10 3l4inches-----------------------------------
Screwdriver, 3116 inch round blade, length overall 

11 3l8inches----------------------------------
Screwdriver, 7132 inch round blade, length overall 

15 inches --------------------------------------
Screwdriver, 3 I 8 inch r o u n d blade, length overall 

14 518 inches-----------------------------------
Screwdriver, 7 I 64 inch round blade, length overall 

2 112 inches------------------------------------
Screwdriver Set, three detachable blades----------
Tap e H o 1 de r Spool Pin Support, for Style 81200 H 

(screw Nos. 22650 CB-4, 22651 CD-4) -----------
Looper Adjusting Gauge, 1/4 inch measurement----
Looper Adjusting Gauge, 5/16 inch measurement---
-Belt Plier, for 3/8 inch and smaller round belt-----
Emery Cord, 3/64 inch diameter, grade No. 120, 

fifty yard spool---------------------------------
Emery Cord, 3164 inch diameter, grade No. 150, 

fifty yard spool---------------------------------
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Plate 
No. 

26 
10 

2 

16 

8 

26 

26 

26 

26 
21 

22 

26 

2 
10 
20 

25 

25 

25 

25 

25 

21 
25 

10 
10 
10 
25 
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Symbol 
to 

Order By 

21260 B 

21260 c 
21260 D 

21260 E 

21261 

21262 

21262 A 

21262 C-37 

21262 D-156 

21350 
21351 
21351 A 
21371 Q 
21371 BT-42 

21382 D 

21382 F 

21385 D 

21388 
21388 c 
21388 R 
21388 AH 
21394 

21394 G 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Emery Cord, 1/32 inch diameter, grade No. 180, 
~yyard spool--------------------------------

Emery Cord, . 030 inch diameter, grade No. 200, 
fifty yard spool-------------------------------

Emery Tape, 3/32 inch wide, • 025 inch thick, grade 
No. 180, fifty yard spool----------------------

Emery Cord, • 018 inch diameter, grade No. 200, 
fifty yard spool-------------------------------

Leather Belt, flat, 1 inch wide, 63 inches long, 
includes belt fastener No. 21350, for styles in 
Classes 80200, 81200-------------------------

Leather Belt, round, 9/32 inch diameter, 44 inches 
long, includes wire belt hook No. 21351, for styles 
in Classes 80200, 81200------------------------

Leather Belt, round, 9/32 inch diameter, 60 inches 
long, includes wire belt hook No. 21351, for styles 
in Class 80600 when used on filled bag closing 
machine frames in Class 21800 -----------------

Leather Belt, "V" type, 5/16 inch outer width, 
includes wire belt hook No. 21351, for styles in 
Class 80600 when used on filled bag closing machine 
frame Style 20100 E ---------------------------

Leather Belt, round, 3/8 inch diameter, 156 inches 
long, includes wire belt hook No. 21351 A, for 
styles in Class 80600 when used on filled bag closing 
machine frames in Class 20500, also filled bag 
closing machine frame Style 20100 H ------------

Belt Fastener, malleable iron, for 1 inch flat belt-- 2 
Belt Hook, wire, for 9/32 inch round belt--------- 10 
Belt Hook, wire, for 3/8 inch round belt---------- 10 
Table Drawer----------------------------------
Table Top, blank, 42 x 16 x 1 3/4 inches----------

Pulley Rim, with 6 inches working diameter belt 
groove, for Styles 80600 E, 80600 F (screw No. 
22597 A)-------------------------------------- 24 

Machine Pulley Rim, 4 1/2 inches d i am e t e r, for 
Styles 80600 N, 80600 P------------------------ 24 

Tape Holder Axle, for Style 81200 H (screw No. 
1880)---------------------------------------- 26 

Wrench, single end, 3/8 inch opening ------------ 21 
Wrench, single end, 1/16 inch thick, 9/32 inch 
opening-------------------------------------- 21 

Wrench, double end, 3/8 and 1/2 inch openings---- 21 
Wrench, 1/8 inch thick, 1/4 inch opening--------- 21 
U t i 1 it y Grinde r, including emery wheel, 5 inch 
diameter, 1/4 inch face, round belt drive, recom
mended speed 3000 R. P.M.--------------------

Emery Wheel, 5 inches diameter, 1/4 inch face, 
3/8 inch hole, grade "M" emery 60--------------
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Symbol 
to 

Order By 

21394 H 

21394 K 

21681 B 

21698-2 
21698-4 
21698-5 
21698-6 

21703 

G21710 

21818 B 

21884 c 

22508 

22509 A 

22513 

22514 

22515 A 
22517 

22525 c 
22526 

22528 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Emery Wheel. 5 inches diameter, 1/2 inch face. 3/8 
inch hole, grade "M" emery 60------------------

Utility Grinder, including emery wheel. 5 inches 
diameter, 1/2 inch face, round belt drive, recom
mended speed 3000 R. P.M.---------------------

"T" Screw. for fastening machine to base plate on 
styles in Classes 80200. 81200------------------- 21 

Vibration Insulator, 2 inches long, for table-------- 19 
Vibration Insulator, 4 inches long----------------- 19 
Vibration Insulator, 5 inches long ----------------- 19 
Vibration Insulator, 6 inches long ----------------- 19 
NOTE: Special lengths will be furnished on request. 
Part of the table leg is shown in the illustration for 
clarity. 

Tape Cutter Knife Driving Eccentric. for Style 80600 H 
(spot screw No. 22894 L, set screw No. 22894 C)--- 13 

Ball Stud. for tape cutter driving eccentric connecting 
rod upper bearing on Style 80600 H --------------- 9 

Filter Cord Support Rod Nut, for Styles 80600 E, 
80600 F when used on filled bag closing machine 
frames in Class 21800--------------------------- 6 

Tape Folder, Tape Holder, Filter Cord Stand and 
Sewing Head Adapter Base As s em b 1 y, for Style 
80600 H; one each Nos. 11667 K, 11667 N, 21104 B-18, 
21104 E, 21104 G, 21104 H, 21113 c. 21130 S, 21145, 
21171 M, 21171 P, 21171 Q, 22509, 22647 K-48, 
23451; two each Nos. 74 A, 652-40, 21171 L, 21171 N, 
23451 M; three each Nos. 22509 A, 22639 B; four 
each Nos. 651 B-40, 22638 B --------------------

Set Screw, square head, cup point. 1/4 inch diameter, 
20 threads per inch. 1/2 inch long, for filter cord 
cone support on styles in Class 80600------------- 4 

Set Screw. square head, 3/8inch diameter, 16 threads 
per inch, 5/8 inch long, for filter cord support rod 
on Style 80600 H; also for No. 21113 C ----------- 4 

Screw, for feed driving eccentric connection oil tube 
clamp; also for Nos. K49819, 81297-------------- 3 

Screw, for clpth plate edge guide on styles in Classes 
80200, 81200----------------------------------- 3 

Screw, for looper drive eccentric ball fork--------- 4 
Screw, for looper drive lever; also for Nos. 80272, 

80637, 81238, 81250 E, 81250 G ----------------- 3 
Clamp Screw, for presser foot shank on styles in 
Classes 80200, 81200 (locknut No. 907) ----------- 4 

Screw. countersunk head, for throat plates on styles 
in Classes 80200, 81200------------------------- 4 

Screw. for adjustable roller lever support on Style 
80600 H---------------------------------------- 5 . 
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22539 
22539 F 

22548 
22557 

22559 J 

22560 
22560 A 

22560 B 

22562 

22564 

22565 c 
22570 

22574 
22586 A 

22587 

22591 

22596 
22597 A 
22599 

22632 F-24 

22638 B 

22639 B 

22639 c 
22647 K-48 

22650 CB-3 
22650 CB-4 
22650 CE-6 
22651 CD-4 
22706 A 

22707 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Plug Screw, for main shaft bearing sponge hole----- 5 
Plug Screw~ for inner right main shaft bushing oil 
reservoir-------------------------------------- 5 

Screw, for cloth plate edge guide on Style 80200 AC-- 28 
Screw, for tape cutter upper knife actuating pawl trip 
lever on Style 80600 H--------------------------- 4 

Screw, for tape cutter upper knife actuating pawl trip 
dog on Style 80600 H ---------------------------- 4 

Screw, for needle lever link pin spring------------- 3 
Adjusting Screw, for presser foot on Style 80600 H; 
also for No. 80620 Q---------------------------- 3 

Screw, headless, for frame thread guides; also for 
Nos. 80627 E, 80627 K -------------------------- 3 

Screw, for cloth plate oil reservoir on styles in 
Classes 80200, 81200 --------------------------- 3 

Screw, for tape cutter upper knife actuating pawl trip 
lever shoe on Style 80600 H---------------------- 3 

Set Screw, headless, for needle lever link pin------ 3 
Set Screw, fillister head, for presser foot on Styles 

80600 E, 80600 F, 80600 N, 80600 P-------------- 3 
Screw, for cloth plate---------------------------- 4 
Screw, for tape cutter driving eccentric connecting 
rod upper bearing valve on Style 80600 H ---------- 3 

Screw, for needle lever connecting rod upper bear-
ing; also for Nos. 1230 A, 80651, 80652, 15430 M- 4 

Set Screw, for tape holder support rod base on Style 
81200 H---------------------------------------- 3 

Screw, for feed dog on Style 80600 F--------------- 3 
Screw, for pulley rim on Styles 80600 E, 80600 F --- 3 
Screw, for tape cutter upper knife actuating pawl trip 

dog spring on Style 80600 H ---------------------- 4 
Screw, square head, cu~ point, 3/16 inch diameter, 

24 threads per inch., 3f8 inch long, for thread stand 
wires------------------------------------------ 4 

Screw, flat head, for sewing head adaptor plate on 
styles in Class 80600 (washer No. 652-24)--------- 5 

Screw., for sewing head adaptor base on styles in 
Class 80600------------------------------------ 5 

Screw, for attaching sewing head to adaptor on Styles 
80600 J, 80600 M, 80600 N, 80600 P ------------- 5 

Thumb Screw, for tape holder disc stop collar on 
Style 80600 H----------------------------------- 5 

Screw, for No. 21104 D -------------------------- 28 
Screw, for No. 21217 A-------------------------- 28 
Screw, for Nos. G21104 A, G21139 A, 21104 C ----- 28 
Screw, for Nos. 21114 A, 21217 A, 21130 S -------
Screw, for Nos. 80408 A, 80411 on styles in Class 

80600 ----------------------------------------- 28 
Screw, for presser foot on Styles 80600 E, 80600 F, 

80600 N, 80600 P ------------------------------- 4 
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Symbol 
to 

Order By 

22720 

22728 
22729 

22729 c 
22743 

22760 A 

22764 

22768 

22806 G 
22813 

22814 B 

22840 A 
22870 
22874 c 

22894 c 
22894 D 
22894 K 
22894 L 
23451 

23451 A 

23451 B 

23451 c 
23451 D 

23451 E 

23451 F 
23451 G 
23451 H 
23451 J 
23451 M 

28606-1 
29066 L 

LIST OF PARTS 

The figures in the last· column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Hemming Guide Stud, for Style 80200 AC (nut No. 258, 
adjusting screw No. 82) ------------------------- 5 

Thumb Screw, for tape reel axle on Style 81200 H --- 5 
Screw, for needle lever and looper lever ball stud 
fork------------------------------------------- 3 

Screw, for looper connecting rod ball joint --------- 28 
Screw, for looper thread cast-off support eyelet on 
~tyles in Classes 80200, 80600; also for No. 80250 B- '3 

Screw, for tape cutter upper knife actuating pawl trip 
lever spring on Style 80600 H -------------------- 4 

Set Screw, headless, for tape cutter upper knife lever 
on Style 80600 H -------------------------------- 3 

Screw, for tape cutter upper knife actuating pawl on 
Style 80600 H----------------------------------- 3 

Screw, for tape cutter support on Style 80600 H ----- 5 
Set Screw. headless, for lifter treadle pin on styles 
in Classes 80200, 81200 ------------------------- 3 

Screw, front, for attaching upper section of bed to 
lower section----------------------------------- 4 

Screw, for presser foot No. 80620 Q--------------- 28 
Lifter Lever Screw Pin (nut No. 258) -------------- 5 
Screw, for feed dog and n e e d 1 e guard, on Style 

80600 H---------------------------------------- 4 
Set Screw, for Nos. 482 C, 21703, 80642----------- 28 
Spot Screw, for feed lift cam---------------------- 28 
Screw, for No. 80695 A-------------------------- 28 
Spot Screw, for Nos. 21703, 80642 ---------------- 28 
Tape Folder and Guide Assembly, for Style 80600 H; 

one each Nos. 23451 A, 23451 B, 23451 C, 23451 D, 
23451 E, 23451 G, 23451 H, 23451 J; two each Nos. 
90, 23451 F; three each Nos. 74 A, 258; six No. 
6042 A; eight No. 96 A (screw No. 74 A) ---------

Tape Folder, front section, for Style 80600 H (screw 
No. 74 A, nut No. 258, washer No. 6042 A) ------- 22 

Tape Folder, rear section (screw No. 74 A, nut No. 
258, washer No. 6042 A) ------------------------ 22 

Tape Folder, center section---------------------- 22 
Tape Folder Bag Guiding Wire, front (set screw No. 

96 A)----------------------------------·------- 22 
Tape Folder Bag Guiding Wire, rear (set screw No. 

96 A)------------------------------------------ 22 
Tape Folder Tape Guide Collar (screw No. 96 A)---- 2 
Tape Folder Tape Guide, front section------------- 15 
Tape Folder Tape Guide, rear section------------- 15 
Tape Folder. Tape Guide Plate (screw No. 90)------- 8 
Folder Support Stud, for Style 80600 H (nut No. 

651 B-40, washer No. 652-40) ------------------- 22 

Powdered Oil Stone, 1 lb. package ---------------
Needle Lever Connecting Rod Upper Bearing Assem-
bly; one each Nos. 22729, 80636 A, 80650, 80656--- 14 
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Symbol 
to 

Order By 

29099 s 

29099 v 

G29099 M 

29111 c 

29132 s 

29132 u 

G29l39 A 

29194 A 

29198 

29402 

29442 L 

29442 N 

29774 D 

29781 

G29781 H 

29782 

29782 H 

35733 B 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Feed Driving Eccentric Assembly, for Styles 80600 E, 
80600 F, 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC, 80600 AD; one each Nos. 80651, 80654, 
80695 A---------------------------------------- 14 

F e e d D riving Eccentric Assembly, for styles in 
Classes 80200, 81200; one each Nos. HS15 A, 80651, 
80654---------------~-------------------------- 14 

Feed Driving Eccentric Assembly, for Style 80600 H; 
one each Nos. 80651, 80654 H, 80695 A----------- 14 

Looper Rocker Cone Stud Assembly, for Class 81200; 
one each Nos. 15465 F, 81260, 81261; two No. 
12987 A----------------------------------------

Chain Cutting Knife Driving Eccentric Assembly, for 
Styles 80600 E, 80600 F, 80600 J, 80600 M, 80600 N, 
80600 P, 80600 AC, 80600 AD; one each Nos. 10349, 
15865, 39140 H, 80672 -------------------------- 13 

Tape Cutter Driving Eccentric Assembly, for Style 
80600 H; one each Nos. 15430 M, 21703 ---------- 14 

Tape Cutter Driving Eccentric Connecting Rod Upper 
Bearing Assembly, for Style 80600 H; one each Nos. 
1230 A, 1230 B, 1230 D, G21710, 22586 A -------- 9 

Looper Rocker Assembly, for styles in Classes 
80200, 80600; one each Nos. 12538, 12987 A, 
15465 F, 15745 B, 80613 A, 80657 A; two No. 73--- 14 

Spreader Rocker Assembly, for styles in Class 81200; 
one each Nos. 18, 90, 6038 K, 81213 A, 81251 A, 
81255; two each Nos. 73 X, 98 ------------------ 13 

Lifter Treadle Assembly, for styles in Classes 80200, 
81200; one each Nos. 422, 423, 424-------------- 25 

Looper Drive Eccentric Assembly, for styles in Class 
80600; one each Nos. 22515 A, 80636, 80636 A, 
80642, 80645------------~---------------------- 14 

Looper Drive Eccentric Assembly, for styles in 
Classes 80200, 81200; one each Nos. 22515 A, 80236, 
80636 A, 80642, 80645 -------------------------- 14 

Needle Bar Connection Assembly; one each Nos. 
HS52 B, HA58 C, HA58 D, HA58 F, 88, 91, HS100 D, 
BP108, 21111, 22743, 80046, 80655, 80659, 80669, 
81093; two No. 80676--------------------------- 17 

Main Shaft Assembly, for Styles 80600 E, 80600 F, 
80600 J, 80600 M, 80600 N, 80600 P, 80600 AC, 
80600 AD; one each Nos. 80622, 80652 ----------- 23 

Main Shaft Assembly, for Style 80600 H; one each 
Nos. 80622 H, 80652 -------------_- __ ;..___________ 23 

Main Shaft Assembly, for styles in Class 80200; one 
each Nos. 80222, 80652-------------------- ... ----- 23 

Main Shaft Assembly, for styles in Class 81200; one 
each Nos. 81222, 80652 ------------------------- 23 

Presser Spring Regulator Screw Locknut----------- 6 
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· Symbol 
to 

Order By 

39140 H 

39144 

41046 G 

41331 G 

K49819 

51134 v 

51292 F-4 

51430 F 
K57187 
K57188 

76099 G 

79048 

80046 
80199 K 

B80201 

B80201 A 

B80201 E 

80205 
80220 

80220A 

80220 B 

80220 c 

80220 D 

80222 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Oiling Felt, for chain cutting knife driving eccentric 
bearing on Styles 80600 E, 80600 F, 80600 J, 80600 M, 
80600 N, 80600 P., 80600 AC, 80600 AD----------- 6 

Looper Connecting Rod (nut, right thread, No. 18; nut, 
left thread, No. 269) for Styles in Class 81200----- 15 

Spring Valve Oiler, for looper rocker shaft bearing 
on styles in Class 80200; also for lower presser bar 
bearing on styles in Class 80600----- ------------ 2 

Looper Drive Connecting Rod, for styles in Classes 
80200, 80600 (nuts Nos. 18, 269)----------------- 15 

Presser Foot Tongue, for Style 81200 H (screw 
No. 22513)------------------------------------- 1 

Needle Lever Link Pin; also link pin for No. 80287 
(screw, upper, No. 91, lower, No. 22565 C; screw 
No. 77 for No. 80287)--------------------------- 15 

Tension Spring, ~ 026 inch diameter wire_, for needle 
thread nipper, on Style 80600 F ------------------ 28 

Nut_, for No. 22840 A on presser foot No. 80620 Q--- 28 
Throat Plate., for Style 81200 H (screw No. 22526) --- 12 
Looper Thread Take-up Eyelet_, for Style 81200 H--- 9 
Tape Cutter Upper Knife Operating Pawl Dowel Pin. 
for Style 80600 H ------------------------------- 8 

Screw, for needle thread lubricator on Styles 80600 E., 
80600 F., 80600 J., 80600 M, 80600 N., 80600 P_, 
80600 AC, 80600 AD ---------------------------- 4 

Needle Bar Connection Tension Post--------------- 5 
Needle Thr.ead Lubricator Felt, for Styles 80600 E, 

80600 F., 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC_, 80600 AD ---------------------------- 20 

Cloth Plate, for styles in Class 80200 (screw No. 
22574)----------------------------------------- 27 

Cloth Plate Swinging Extension, for Styles 80200 AA, 
80200 AB (screw No. 89) ------------------------ 27 

Cloth Plate Swinging Extension, for Style 80200 AC 
(screw No. 89) --------------------------------- 27 

Feed Dog, for styles in Class 80200 (screw No. 93)-- 12 
Presser Foot Assembly, right, for styles in Class 

80200; one each Nos. 80220 B, HA65 E, 907, 22525 C, 
80220 C; two No. 88 A-------------------------- 11 

Presser Foot Assembly., left, for styles in Class 
80200, also for Style 81200 H; one each Nos. HA65 L., 
80220 D, 80620 E; two No. 88 A ----------------- 11 

Presser Foot Bottom., right, for styles in Class 80200 
(hinge screw No. HA65 E)----------------------- 11 

Presser Foot Shank, right., for styles in Classes 
80200., 81200 (set screw No. 88 A., clamp screw No. 
22525 C, clamp screw locknut No. 907) ----------- 11 

Presser Foot Bottom, left_, for styles in Class 80200, 
also for Style 81200 H {hinge screw No. HA65 L)--- 11 

Main Shaft_, for styles in Class 80200-------------- 23 
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to 
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80224 

80225 

80230 

80233 

80234 B 

:J:80236 

80237 

80238 

80239 
80239 c 
80239 D 

80246 

80250 

80250 A 
80250 B 

80266 

80267 

80268 

80269 

80270 

80271 

80272 

80274 

:1: See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Throat Plate~ for styles in C 1 as s 80200 (screw No. 
22526)----------------------------------------- 12 

Feed Bar Needle Guard. for styles in Classes 80200. 
81200; marked "TD" (screw No. 93 A)------------ 1 

Tape Cutter Driving Eccentric Connecting Rod1 for 
Style 80600 H (nut. left thread1 No. 15430 C; nut. 
right thread. No. 15430 D) ---------------------- 8 

Feed Rocker. for styles in Classes 80200, 81200 (set 
screw No. 89)---------------------------------- 22 

Feed Bar, for styles in Classes 80200, 81200 (set 
screw No. 89) ---------------------------------- 22 

Looper Drive Eccentric Connecting Bearing, marked 
"TA", for styles in Classes 80200, 81200 (screw 
No. 88 F)-------------------------------------- 14 

Tape Cutter Upper Knife Lever Spring, for Style 
80600H---------------------------------------- 10 

Tape Cutter Upper Knife Operating Rat c he t Block 
Spring, for Style 80600 H (screw No. 57 WD) ------ 10 

Looper Rocker Shaftl for styles in Class 80200 ----- 15 
Looper Rocker Shaft Bushing, left, 1 5/64incheslong. 
for styles in Class 8020o------------------------- 7 

Looper Rocker Shaft Bushing, right, 7/8 inch long. 
for styles in Class 80200 ------------------------ 7 

Needle Lever Shaft Bushing, for styles in Classes 
80200, 81200 (screw No. 89)--------------------- 7 

Frame Needle Thread Rolling Thread Guide Assembly, 
for styles in Classes 80200, 81200; also for Styles 
80600 E, 80600 H, 80600 J, 80600 M. 80600 N, 
80600 P 1 80600 AC~ 80600 AD; one each Nos. HS52 B, 
88, 22743, 80250 A, 80250 B, 80668 (screw No. 95)-- 17 

Frame Needle Thread Rolling Thread Guide Support-- 17 
Frame Needle Thread Rolling Thread Guide (screw 

No. 22743)------------------------------------- 2 
Washer, for tape cutter upper knife operating ratchet 

block stop screw on Style 80600 H ---------------- 6 
Hand Lifter, for styles in Classes 80200, 81200 (screw 

No. 11639 H)----------------------------------- 17 
Tape Cutter Upper Knife Actuating Lever Spring Stop 
Pin, for Style 80600 H--------------------------- 6 

Tape Cutter Upper Knife Lever Stop Screw Block, for 
Style 80600 H (screw No. 93 A) ------------------ 9 

Tape Cutter Upper Knife Operating Lever Buffer, for 
Style 80600 H----------------------------------- 6 

Tape Cutter Upper Knife Lever, for Style 80600 H 
(screw~ fillister head, No. 94, screw. headless, 
No. 22764)------------------------------------- 19 

Tape Cutter Upper Knife Clamp, for Style 80600 H 
(screw No. 22517) ------------------------------ 8 

Tape Cutter Support. for Style 80600 H (screw No. 
22806 G)--------------------------------------- 18 
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to 

Order By 

80275 

80276 

80277 

80278 

80279 
80280 A 

80281 A 

80283 

80284 

80284 H 

80285 

80286 A 

80287 

80288 A 

80288 B 

80288 c 
80288 D 

80288 F 

80288 G 

80288 H 

80289 

80290 B 

80290 E 

:j:80290 F 

:j: See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used 
in ordering. Prices furnished on application. 

Tape Cutter Lower Knife, for Style 80600 H (screw 
No. 99248, washer No. 8372 A) -----------------

Tape Cutter Upper Knife Operating Lever, for Style 
80600H----------------------------------------

Tape Cutter Upper Knife, for Style 80600 H (height 
adjusting screw No. 93) -----------------"t"------

Tape Cutter Upper Knife Operating Lever Shaft, for 
Style 80600 H (set screw No. 88) ----------------

Tape Cutter Upper Knife Actuating Lever Shaft-----
Base P 1 ate, for styles in Classes 80200, 81200 

(attaching bolt No. 650-24) ---------------------
Tape Cutter Upper Knife Actuating Lever, for Style 

80600 H (stop screw No. 906 A, locknut No. 907)--
Tape Cutter Upper Knife Actuating Ratchet Block 

Adjusting Screw Stop, for Style 80600 H ----------
L o o p e r T h r e ad Guard, for styles in Class 80200 

(screw No. 94)---------------------------------
Looper Thread Guard, for Style 80600 H (screw 

No. 94)----------------------------------------
Tape Cutter Upper Knife Lever Adjusting Screw Stop, 
for Style 80600 H ------------------------------

Tape Cutter Upper Knife Operating Pawl, for Style 
80600 H (attaching screw No. 93, dow e 1 pin No. 
76099 G)---------------------------------------

Tape Cutter Upper Knife Operating Ratchet Block, for 
Style 80600 H (stop screw No. 906, stop screw washer 
No. 80266)-------------------------------~-----

Tape Cutter Upper Knife Actuating Pawl, for Style 
80600 H (screw No. 22768) ---------------------

Tape Cutter Upper Knife Actuating Pawl Trip Lever, 
for Style 80600 H (screw No. 22557) -------------

Tape Cutter Upper Knife Actuating Pawl Trip Lever 
Shoe, for Style 80600 H (screw No. 22564)--------

Tape Cutter Upper Knife Actuating Pawl Trip Lever 
Spring, for Style 80600 H (screw No. 22760 A)----

Tape Cutter Upper Knife Actuating Pawl Trip Dog 
Cam, for Style 80600 H (screw No. 94)-----------

Tape Cutter Upper Knife Actuating Pawl Trip Dog 
Spring, for Style 80600 H (screw No. 22599) ------

Tape Cutter Upper Knife Actuating Pawl Trip Dog, for 
Style 80600 H (screw No. 22559 B)---------------

C 1oth P 1 ate Oil Hole Insert, for styles in Classes 
80200, 81200; also for No. 81255---------------

Cloth Plate Oil Reservoir Glass Housing, for styles 
in Class 81200 --------------------------------

Cloth Plate Oil Reservoir As s em b 1 y, for styles in 
Class 80200; one each Nos. 666-8 A, 80290 F, 
80290 G (screw No. 22562) ---------------------

Cloth Plate Oil Reservoir, for styles in Class 80200--
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Plate 
No. 

8 

19 

8 

15 
15 

27 

19 

6 

18 

18 

6 

19 

8 

9 

9 

8 

10 

1 

10 

8 

2 

20 

20 
20 

From the library of: Superior Sewing Machine & Supply LLC



Symbol 
to 
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80290 G 

80291 

80292 A 

:f:80293 

:f:80293 A 

80297 D 

80408 A 

80411 

80437 A 

80438 
80440 

B80601 E 

BB0601 H 
B80601 I 

B80601 P 

80604 

80605 D 

80605 E 

80605 H 
80606 B 

80608 A 

80613 A 
80615 
80617 
80620 E 

+ See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Cloth Plate Oil Reservoir Cover, for styles in Class 
80200------------------------------------------ 20 

Feed Driving Eccentric Connecting Oil TUbe Clamp, 
on styles in Classes 80200, 81200 (screw No. 22513)- 8 

Feed Rocker Shaft Bushing, for styles in Classes 
80200, 81200----------------------------------- 7 

Needle Lever Connecting Rod Bearing Oil Reservoir, 
for styles in Classes 80200, 81200 of German 
manufacture only (set screw No. 95, spot screw 
No. 96 A)-------------------------------------- 20 

Needle Lever Connecting Rod Bearing Oil Reservoir, 
for styles in Classes 80200, 81200 of American 
manufacture only (set screw No. 95, spot screw 
No. 96 A)-------------------------------------- 20 

Tape Cutter Upper Knife Actuating Shoe, for Style 
80600 H (screw No. 97)------------.-------------- 1 

Feed Rocker Shaft, ~ 407 inch diameter, for styles in 
Class 80600 (screw No. 22706 A)----------------- 16 

Feed Bar Shaft, • 407 inch diameter, for styles in 
Class 80600 (screw No. 22706 A)----------------- 16 

Cloth Plate Swinging Extension Hinge Pin, for styles 
in Classes 80200, 81200------------------------- 15 

Cloth Plate Swinging Extension Locking Bolt Spring-- 10 
Cloth Plate Swinging Extension Locking Bolt Knob--- 5 
Cloth Plate, for Styles 80600 E, 80600 F, 80600 J, 

80600 M, 80600 N, 80600 P, 80600 AC, 80600 AD 
(screw No. 22574) ------------------------------ 24 

Cloth Plate, for Style 80600 H (screw No. 22574)---- 27 
Cloth Plate Swinging Extension, for Style 80600 H 

(screw No. 89) --------------------------------- 27 
Cloth Plate Swinging Extension, for Styles 80600 E, 

80600 F, 80600 N, 80600 P (screw No. 89) -------- 24 
Looper Thread Cast-off, for styles in Classes 80200, 

80600 (screw No. AS22 D)----------------------- 17 
Feed Dog, for Styles 80600 J, 80600 M, 80600 AC, 

80600 AD (screw No. 93)--------- --- ------------ 12 
Feed Dog, for Styles 80600 E, 80600 N, 80600 P 

(screw No. 93)--------------------------------- 12 
Feed Dog, for Style 80600 H (screw No. 22874 C) --- 12 
Feed Lift Cam, for Styles 80600 E, 80600 F, 80600 J, 

80600 M, 80600 N, 80600 P, 80600 AC, 80600 AD 
(screw No. 22894 D) ---------------------------- 9 

Looper, for Styles 80200 AB, 80600 F, 80600 AD 
(screw No. 73) --------------------------------- 1 

Looper Rocker, for styles in Classes 80200, 80600-- 14 
Needle Lever (spot screw No. 81, set screw No. 95)-- 22 
Needle Bar (needle clamp nut No. HA56) ----------- 16 
Presser Foot Shank, for styles in Classes 80200, 
81200 (set screw, fillister head, No. 88 A)-------- 12 
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to 
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80620 Q 

80620 R 

80620 s 

80621 A 

B80621 B 

_B80621 H 

80622 

80622 H 
80623 

80624 D 

80624 E 

80625 

80625 H 

80626 E 
80627 E 

80627 K 

80627 L 

80627- M 

80627 EA 
80627 EB 
80628 E 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Presser Foot Assembly, for Styles 80600 J. 80600 M. 
80600 AC. 80600 AD; one each Nos. 22840 A, 51430 F. 
80620 R. 80620 S, 92HH; two No. 88 A, 12934 A, 
22560 A---------------------------------------- 11 

Presser Foot Bottom, for Styles 80600 J, 80600 M, 
80600 AC. 80600 AD (hinge screw No. 92131) ------ 11 

Presser Foot Shank. for Styles 80600 J, 80600 M, 
80600 AC, 80600 AD (set screw No. 88 A, adjusting 
screw, No. 22560 A. adjusting screw locknut, No. 
12934A)--------------------------------------- 11 

Pulley Hub (key No. HA66 K, lock washer No. 80674, 
screw No. 80----------------------------------- 13 

Pulley Rim, grooved for round belt, working diameter 
of belt groove 4 1/4 inches, for Styles 80600 E, 
80600 F., 80600 J, 80600 M, 80600 AC, 80600 AD 
(screw No. 80) --------------------------------- 24 

Pulley Rim, grooved for round belt, working diameter 
of belt groove 6 inches, for styles in Classes 80200, 
81200; also for Style 80600 H (screw No. 80) ------ 24 

Main Shaft, for Styles 80600 E, 80600 F., 80600 J, 
80600 M, 80600 N, 80600 P, 80600 AC, 80600 AD-- 23 

Main Shaft, for Style 80600 H --------------------- 23 
Looper Thread Take-up, for styles in Classes 80200, 

80600 (screw No. J79 J)------------------------- 17 
Throat Plate, for Styles 80600 J, 80600 M, 80600 AC, 

80600 AD (screw No. 80)----------------- -- ----- 12 
Throat Plate, for Styles 80600 E, 80600 N, 80600 P 

(screw No. 80) --------------------------------- 12 
·Feed Bar Needle Guard, for Styles 80600 E, 80600 F, 

80600 J, 80600 M, 80600 N, 80600 P. 80600 AC, 
80600 AD (screw No. HA95) --------------------- 1 

Feed Bar Needle Guard, for Styles 80600 H (screw 
No. 22874 C)------------~---------------------- 1 

Feed Dog, for Style 80600 F (screw No. 22596) ----- 12 
Presser Foot, for Styles 80600 E, 80600 F, 80600 N, 

80600 P; one each Nos. C41, 88, 907, 22570, 22707, 
80627 EA, 80627 EB; two each Nos. 12934 A, 
22560 B---------------------------------------- 11 

Presser Foot Shank, for Style 80600 H (set screw No. 
88 A, adjusting ::;crew, front, No. 22560 A, adjusting 
screw, rear, No. 22560 B, adjusting screw locknut 
No. 12934 A, stop screw No. 531, stop screw locknut 
No. 12934 A)----------------------------------- 11 

Presser Foot Bottom, for Style 80600 H (hinge screw 
No. 99251)------------------------------------- 11 

Presser Foot Assembly, for Style 80600 H; one each 
Nos. 531, 22560 A, 22560 B, 80627 K, 80627 L, 
99251; two No. 88 A; three No. 12934 A---------- 11 

Presser Foot Shank, for Style 80600 E., 80600 F ---
Presser Foot Bottom, for Style 80600 E, 80600 F ---
Throat Plate, for Style 80600 F (screw No. 80) ----- 12 
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80628 H 
80630 

80630 c 
80630 D 
80631 
80632 
80633 H 
80634 c 

80634 E 

80634 H 
80634 EB 

:f:80636 

80636 A 

80637 

80638 A 

80639 
80639 c 
80639 D 

80640 

80640 D 

80642 

80643 
80644 
80645 

80646 

80647 

80648 
80649 
80650 

80651 
80652 

:t: See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Throat Plate~ for Style 80600 H (screw No. 80) ----- 12 
Needle Lever Connecting Rod Tube (nut~ left thread~ 

No. 80630 C~ nut~ right thread No. 80630 D)------- 16 
Needle Lever Connecting Rod Tube Nut~ left thread-- 6 
Needle Lever Connecting Rod Tube Nut~ right thread-- 6 
Presser Bar Lifter Guide Plate (screw No. 94) ----- 8 
Presser Bar Lifter (screws Nos. 95~ 22870)--~----- 19 
Feed Rocker, for styles in Class 80600 (screw No. 89)- 22 
Feed Bar~ for Styles 80600 E~ 80600 F, 80600 J~ 

80600 M~ 80600 N, 80600 P~ 80600 AC~ 80600 AD 
(screw No. 89)-----------------·--------------- 22 

Feed Driving E c centric Fork, for styles in Class 
80600 (screw No. 93 A)-------------------------- 19 

Feed Bar~ for Style 80600 H (set screw No. 89)----- 18 
Felt~ for No. 80634 E~ on styles in Class 80600----- 28 
Looper Drive Eccentric Connection Bearing~ marked 

"TB", for styles in Class 80600 (screw No. 88 F)-- 14 
Needle Lever and Looper Lever Ball Stud Fork (screw 

No. 22729; or 22515 A for 29442 L~ 29442 N)---:--- 8 
Looper Drive Lever, for styles in Classes 80200, 

80600 (screw No. 22517)------------------------- 13 
Looper Drive Lever Shaft Rocker (spot screw No. 96, 

clamp screw No. 136) --------------------------- 13 
Looper Rocker Shaft, for styles in Class 80600 ----- 15 
Looper Rocker Shaft Bushing, 1 5/64 inches long~ for 

styles in Class 80600---------------------------- 7 
Looper Rocker Shaft B u shin g ~ 7/8 inch long~ for 

styles in Class 80600---------------------------- 7 
Looper Drive Lever Rocker Shaft, for styles in 

Classes 80200, 80600 --------------------------- 16 
Looper Drive Lever Shaft Bushing~ 1 19/32 inches 

long, for styles in Classes 80200, 80600 ---------- 7 
Looper Drive Eccentric (spot screw_ No. 22894 L~ set 

screw No. 22894 C)----------------------------- 13 
Needle Lever Shaft------------------------------- 15 
Needle Lever Shaft Hole Plug Screw (set screw No. 88)- 5 
Looper Drive Eccentric Connection Ball Stud (nut No. 
80691)----------------------------------------- 9 

Needle Lever Shaft Bushing, right, for styles in Class 
80600 (screw No. 89)---------------------------- 7 

Needle Lever Shaft Bushing, left~ for styles in Class 
80600 (screw No. 89)---------------------------- 7 

'Lifter Lever (stud No. 420) ----------------------- 24 
Lifter Lever Spring------------------------------ 10 
Needle Lever Connection Bearing, upper (screw No. 
22587)----------------------------------------- 14 

Feed Driving Eccentric Connection (screw No. 225 87 )- 14 
Needle Lever Connection B ear in g, lower (screw 

No. 22587)------------------------------------- 14 
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Symbol 
to 

Order By 

80653 

80653 A 

80653 H 

80653 I 

80654 

80654 H. 
80655 
80656 

:1:80657 A 

:1:80658 A 

80659 
80660 
80661 

80661 A 

80662 

80662 A 

80663 
80664 
80665 

80665 A 

80665 B 

:1: See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Looper Thread Cast-off Support, for styles in Class 
80200; also for Styles 80600 E, 80600 F, 80600 J, 
80600 M, 80600 N, 80600 P, 80600 AC, 80600 AD 
(screw No. HA61 0)----------------------------- 17 

Looper Thread Cast-off Assembly, for styles in Class 
80200; also for Styles 80600 E, 80600 F, 80600 J, 
80600 M, 80600 N, 80600 P, 80600 AC, 80600 AD; 
one each Nos. 80604, 80653; two each Nos. AS22 0, 
HA102, 22743 ---------------------------------- · 17 

Looper Thread Cast-off Support, for Style 80600 · H 
(screw No. HA61 0)----------------------------- 17 

Looper Thread Cast-off Assembly, for Style 80600 H; 
one each Nos. 80604, 80653 H; two each Nos. AS22 0, 
HA102 A, 22743 -------------------------------- 17 

Stitch Regulating Stud Bushing, for styles in Classes 
80200, 81200; also for Styles 80600 E, 80600 F, 
80600 J, 80600 M, 80600 N, 80600 P, 80600 AC, 
80600 AD -------------------------------------- 8. 

Stitch Regulating Stud Bushing, for Style 80600 H---- 8 
Needle Bar Connection Thread Guide Pin----------- 8 
Needle Lever Ball (clamp screw No. BP108)-------- 9 
Looper Rocker Connecting Rod Ball Joint, left, for 

styles in Classes 80200, 80600 (screw No. 22729 C, , 
ball stud nut No. 12538) ------------------------- 9 

Looper Rocker Connecting Rod Ball Joint, right, for 
styles in Class 80600 (nut No. 18) ---------------- 9 

Needle Bar Connection (clamp screw No. BP108)---- 17 
Presser Bar, left, for styles in Classes 80200, 81200 is 
P res s e r Bar, right, for styles in Classes 80200, 

81200; also front presser bar for Styles 80600 E, 
80600 F, 80600 H, 80600 N, 80600 P, 80600 AC, 
80600 AD; rear presser bar on Styles 80600 E, 
80600 F, 80600 N, 80600 P ---------------------- 16 

Presser Bar, rear, for Style 80600 H, 80600 AC, 
80600 AD -------------------------------------- 16 

Presser Bar Bushing, front, for styles in Classes 
80200, 80600, 81200 ---------------------------- 7 

Presser Bar Bushing, rear, for styles in Classes 
80200, 80600, 81200 ---------------------------- 7 

Presser Spring, upper --------------------------- 15 
Presser Spring, lower --------------------------- 15 
Needle Thread Take-up Rolling Thread Guide Support, 
for styles in Classes 80200, 81200---------------- 17 

Needle Thread Take-up Rolling Thread Guide Assem-
bly, for styles in Class 80600; one each Nos. HS53 B, 
88, 80665 B, 80668 (screw No. 95) --------------- 17 

Needle Thread Take-up Rolling Thread Guide Support, 
for styles in Class 80600 ------------------------ 17 
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Symbol 
to 

Order By 

80665 c 

80665 D 

80665 E 
80665 F 

80667 
80668 

80669 

80670 

80671 

80672 

80673 A 

80673 B 

80673 c 
80674 
80675 

80676 
80676 A 
80677 

80678 

80678 A 

80680 

80680 A 

80680 B 

80680 c 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Filter Cord Guide, attaches to needle thread take-up 
rolling thread guide support., for Styles 80600 E, 
80600 F., 80600 H., 80600 N., 80600 P (screw No. 88);;. 17 

Needle Thread Take-up Rolling Thread Guide Assem-
bly., for styles in Classes 80200., 81200; one each 
Nos. HS53 B., 88., 80665, 80668 (screw No. 95) ---- 17 

Needle Thread Nipper Support Pin., for Style 80600 F- 28 
Needle Thread Nipper Support Disc., for Style 
80600F---------------------------------------- 28 

Presser Spring Pin; also tension disc stop pin------ 8 
Needle Thread Take-up Rolling Thread Guide Roller; 

also for No. 80250------------------------------ 2 
Needle Bar Connection Tension Post Ferrule., front; 
also for No. 81250 G ---------------------------- 2 

Chain Cutter Knife Bar Ball Stud Washer, for Styles 
80600 E., 80600 F, 80600 J., 80600 M, 80600 N., 
80600 P, 80600 AC, 80600 AD-------------------- 6 

Chain Cutter Knife Bar, for Styles 80600 E, 80600 F, 
80600 J., 80600 M, 80600 N, 80600 P, 80600 AC. 
80600 AD (screw No. 98) ------------------------ 19 

Chain Cutter Knife Driving E c centric, for Styles 
80600 E., 80600 F., 80600 J., 80600 M, 80600 N., 
80600 P, 80600 AC., 80600 AD (spot screw No. 96)-- 13 

Need 1 e Bar Bushing. rear, for styles in Classes 
80200, 80600, 81200 ---------------------------- 7 

Needle Bar Bushing, front., for styles in Classes 
80200., 80600, 81200 ---------------------------- 7 

Needle Bar Guard., for styles in Class 80600-------- 15 
Pulley Hub Lock Washer (screw No. 80)------------ 6 
Chain Cutter Stationary Knife, for Styles 80600 E, 

80600 F, 80600 J, 80600 M., 80600 N. 80600 P. 
80600 AC., 80600 AD (screw No. 88 D) ------------ 8 

Tension Disc, 63/64 inch diameter ---------------- 2 
Tension Disc, 1 7/32 inches diameter------------- 2 
Chain Cutter Driven Knife, for Styles 80600 E, 

80600 F, 80600 J., 80600 M, 80600 N, 80600 P, 
80600 AC, 80600 AD (screw No. 92127) ----------- 8 

Gasket. leather, for main oil reservoir oil cup elbow 
on styles in Class 80600------------------------- 6 

Gasket, leather, for oil cup No. 80682 on styles in 
Class 80600------------------------------------ 6 

Looper Avoid Eccentric Fork Assembly, for styles in 
Classes 80200, 80600; one each Nos. 85, 318., 
80680 A. 80680 C; two each Nos. 94, 80680 B----- 13 

Looper Avoid Eccentric Fork, for styles in Classes 
80200, 80600 (clamp screw No. 318., adjusting screw 
No. 85)---------------------------------------- 13 

L o o p e r Avo i d Eccentric Fork Shoe, for styles in 
Classes 80200, 80600 (screw No. 94) ------------- 9 

Looper Avoid Eccentric Sponge, for styles in Classes 
80200, 80600----------------------------------- 19 
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Symbol 
to 

Order By 

80681 
80682 B 
80683 

80683 H 

80684 

80685 

B80687 
B80688 

80689 A 

80690 A 

80691 
80692 B 

80692 c 
:f:80693 

80694 B 
80694 c 
80695 A 

80696 

80696 H 

. B80697 

80698 
80698 A 

80698 B 

:t: See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used 
in ordering. Prices furnished on application. 

Main Shaft Collar (screw No. 74 E)---------------
Gasket, leather, for oiler No. 80682--------------
End Cover, for Styles 80600 E, 80600 F, 80600 J, 

80600 M, 80600 N, 80600 P, 80600 AC, 80600 AD 
(pivot stud No. 92121, spring washer No. 12957 E)-

End Cover, for Style 80600 H (pivot stud No. 92121, 
spring washer No. 12957 E) --------------------

Looper Thread Guard, for Styles 80600 E, 80600 F, 
80600 J, 80600 M, 80600 N, 80600 P, 80600 AC, 
80600 AD (screw No. 94) -----------------------

Main Shaft Bushing and Housing, for right main shaft 
bearing (bushing No. 80694 C, set screw No. HA95, 
spot screw No. HA81) --------------------------

Face Plate (screw No. 376) -----------------------
Top Cover --------------------------------------
00 Cup, .192 inch diameter shank, for needle lever 

shaft bearings and looper drive lever rocker shaft 
bearings; also for left main shaft bearing on styles 
in Class 80200; and presser bar, needle bar, left 
main shaft and looper rocker shaft bearing on styles 
in Class 80600----------------------------------

0il Cup, • 27 6 inch diameter shank, for right main 
shaft bearings----------------------------------

Looper Drive Eccentric Connection Ball Stud Nut---
Chain Cutter Knife Bar Shaft Bushing, for Styles 

80600 E, 80600 F, 80600 J, 80600 M, 80600 N, 
80600 P, 80600 AC, 80600 AD ------------------

Feed Rocker Shaft Bushing, for styles in Class 80600-
Needle Lever Connecting Rod Bearing Oil ~eservoir, 
for styles in Class 80600 (screw No. 81, spot screw 
No. 96 A)--------------------------------------

Main Shaft Bushing, left and middle----------------
Main Shaft Bushing, right------------------------
Feed Driving Eccentric, stitch range 2 1/2 to 4 per 
inch, for styles in Class 80600 (screw No. 22894 K)-

Stitch Regulating Stud, for styles in Class 80200, 81200; 
also for Styles 80600 E, 80600 F, 80600 J, 80600 M, 
80600 N, 80600 P, 80600 AC, 80600 AD (nut No. 
HA18 A, washer No. HA20 A, stop screw No. T26)--

Stitch Regulator Stud, for Style 80600 H (nut No. 
HA18 A, washer No. HA20 A, stop screw No. T26)-

Tape Cutter Housing, for Style 80600 H (screw No • 
93 A)---•--------------------------------------

00 Cup Elbow, for use with oil cup No. 80682 ------
Needle Thread Lubricator, for Styles 80600 E, 

80600 F, 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC, 80600 AD (screw No. 79048, washer No. 
69 H, lubricating felt No. 80199 K) ---------------

Oil Cup Elbow, for use with oil cup No. 80693 on styles 
in Class 80600----------------------------------

58 

Plate 
No. 

2 
6 

22 

22 

18 

18 
24 
24 

2 
6 

7 
7 

20 
7 
7 

9 

5 

5 

24 
20 

20 

20 
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Symbol 
to 

Order By 

80699 A 

80699 B 

81086 c 
81086 G 

81093 
B81201 

B81201 A 

81203 

81203 B 

81203 c 
81205 A 
81207 

81208 
81208 A 
81210 

81211 
81213 

81213 A 

81220 

81220 A 

81220 B 

81220 c 

81220 D 

81222 
81224 I 
81225 

81237 
81238 

81239 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Dowel Pin, for upper section of bed on machines of 
German manufacture only------------------------ 8 

Feed Bar Needle Guard Stop Pin, for Styles 80600 E, 
80600 F, 80600 J, 80600 M, 80600 N, 80600 P, 
80600 AC, 80600 AD ---------------------------- 8 

Frame Rolling Thread Guide Axle (screw No. 88) --- 8 
Needle Thread Take-up Rolling Thread Guide Axle 

(screw No. 88) --------------------------------- 8 
Frame Rolling Thread Guide Roller---------------- 2 
Cloth Plate, for styles in Class 81200 (screw No. 
22574)----------------------------------------- 27 

Cloth Plate Swinging Extension, for styles in Class 
81200 (screw No. 89)---------------------------- 27 

Cloth Plate Edge Guide, for styles in Class 81200 
(screw No. 22514)------------------------------ 12 

Fabric Edge Guide, front, for Style 81200 A (screw 
No. 376 A)------------------------------------- 1 

Cloth Plate Edge Guide Tongue, marked 11 TC11 for 
Style 81200 A (screw No. HS24 C) ---------------- 1 

Feed Dog, for styles in Class 81200 (screw No. 93)-- 12 
Spreader Assembly, for styles in Class 81200; one 

eachNos. 22KH, 81208A, 81210(setscrewNo. 73X)- 1 
Looper, for styles in Class 81200 (screw No. 73 X)-- 1 
Looper Spreader, for styles in Class 81200--------- 1 
Loop Retainer, for styles in Class 81200 (screw No. 

22 KH)----------------------------------------- 1 
Thread Retainer, for Style 81200 A (screw No. 90) --- 1 
Looper Rocker, for styles in Class 81200 (screw 

No. 95)---------------------------------------- 13 
Spreader Rocker, for styles in Class 81200 (screw 

No. 98)---------------------------------------- 13 
Presser Foot Assembly, right, for Style 81200 H; one 

each Nos. HA65 E, 907, 22525 C, 80220 C; 81220 B, 
two No. 88 B ----------------------------------- 11 

Presser Foot Assembly, right, for Style 81200 A; one 
each Nos. 22513, 81220, 81297 ------ ------------ 11 

Presser Foot Bottom, for styles in Class 81200 (hinge 
screw HA65 E) --------------------------------- 11 

Presser Foot Bottom, left, for Style 81200 A (hinge 
screw No. HA65 L) ----------------------------- 11 

Presser Foot Assembly, left, for Style 81200 A; one 
each Nos. HA65 L., 80620 E, 81220 C; two No. 88 A)- 11 

Main Shaft, for styles in Class 81200 -------------- 23 
Throat Plate, for Style 81200 A (screw No. 22526)--- 12 
Throat Plate Needle Guard, marked "GO", for styles 
in Class 81200 (screw No. 90)-------------------- 1 

Looper Driving Lever, for styles in Class 81200---- 22 
Spreader Driving Lever, for styles in Class 81200 

(clamp screw No. 22517) ------------------------ 19 
Cloth Plate Swinging Extension Locking Bolt (spring 

No. 80438, bolt knob No. 80440)------------------ 8 
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Symbol 
to 

Order By 

81240 

81240 c 
81250 E 

81250 G 

81251 A 
81252 

81253 

81255 

81256 

81256 A 

81257 

81260 

81261 

81284 

81290 

:f:81290 A 
81292 
81297 

92121 
92127 

92131 

99246 

99248 
99251 
99256 

:f: See Page 8 

LIST OF PARTS 

The figures in the last column refer only to the 
plates illustrating the parts and are not to be used Plate 
in ordering. Prices furnished on application. No. 

Looper and Spreader Driving Lever Shaft, for styles 
in Class 81200---------------------------------- 16 

Looper and Spreader Driving Lever Shaft Bushing, for 
styles in Class 81200---------------------------- 7 

Frame Looper Thread Tension Bracket, for Style 
81200 A (screw No. 22517) ---------------------- 17 

Frame Looper Thread Tension Assembly, for Style 
81200 A; one each Nos. 28 C, 107, 108, 1349 A-5, 
80669, 81250 E, 81253, 81292; two each Nos. 
HS100 D, 80676 A (screw No. 22517)-------------- 17 

Spreader Rocker Shaft, for styles in Class 81200---- 15 
Frame Looper Thread Guide, for styles in Class 

81200 (screw No. 22560 B)----------------------- 2 
Frame Looper Thread Tension Thread Guide, for 

styles in Class 81200 (screw No. 28 C)------------ 2 
Spreader Rocker Shaft Bearing, for styles in Class 

81200 (screw No. 318, washer No. 81257) --------- 13 
Frame Thread Eyelet, 1 3/16 inches long (screw No. 

28 C)------------------------------------------ 2 
Frame Thread Eyelet Assembly; one each Nos. 28 C, 

AS137, 81256 (screw No. 22560 B)---------------- 2 
Spreader Rocker Shaft Bearing At t aching S c r e w 
Washer, for styles in Class 81200---------------- 6 

Looper Rocker Cone Stud, for styles in Class 81200 
(nut No. 12987 A)------------------------------- 15 

Looper Rocker Cone Stud Bushing, for styles in Class 
81200------------------------------------------ 15 

Looper Thread Guard, for styles in Class 81200 
(screw No. 94) --------------------------------- 18 

Cloth Plate Oil Reservoir Assembly, for styles in 
Class 81200.;___Qne each Nos. 666-8 A, 666-8 D, 666-
8 E, 80290 B, 81290 A (screw No. 22562) --------- 20 

Cloth Plate Oil Reservoir, for styles in Class 81200- 20 
Looper Thread Tension Post, for styles in Class 81200- 10 
Presser Foot Tongue, marked "MP", for Style 81200 A 

(screw No. 22513) ------------------------------ 1 
Pivot Stud, for end cover on styles in Class 80600--- 4 
Screw, for chain cutter driven knife on Styles 80600 E, 

80600 F, 80600 J, 80600 M, 80600 N, 806_90 P, 
80600 AC, 80600 AD ---------------------------- 4 

Hinge Screw, for presser foot bottom on Styles 80600 J, 
80600 M, 80600 AC, 80600 AD ------------------- 4 

Stop Screw, for tape cutter upper knife actuating lever 
spring on Style 80600 H (locknut No. 907)---------- 5 

Screw, for tape cutter lower knife on Style 80600 H-- 4 
Hinge Screw, for presser foot bottom on Style 80600 H- 5 
Screw, rear, for attaching upper section of frame to 
lower section----------------------------------- 4 
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UNION SPECIAL 
CLASS 21800 TABLE TYPE 

BAG CLOSERS 

STYLE 21-00 C . 
FOR ALL TYPES OF BACS 

(Abo••) Wide ly u-.d for c:loalnq cot· 
toD, burkJp 011.d paper baqa. Dulqned 
tor 1110U..D.Ua9 Ctau 14500 C!l.d 80600 
MwlD; b.ocla. Duol drt'f'e mecbcm.J.am 
tor IAdepeadeat or I)"Dcl:l:o-.J.ud COD· 
nror bell tra .... t. Sta::1dard ~ la
dudea coanyor 12 lDcl:c:a wide by 4 
foot loacr. Lonqer con•oyors CTciJa.bJe 
U r~r.cl Botb sewbq h.ad c:Dd COD• 
veyor coatrolltd by si.Dqle pedcl. s.w. 
htq Nod ODd conveyor adfu,stoble 
ntUcoUy. noor spcea: ss·· wide by 
41\-i .. dHp with 12 .. conveyor. Htllqbt 
67." 

THESE machines consist of a portable base with mountlnq 
atand and bracket for the aowin; head. power drlvon con

eyor and certain adJustment features for ralalnq and loworlnq 
tho convoyor and tho sowinq hood. 

Claaa 21800 machines aro ldoal all-around machines for 
reqular plant production. Tboy are tho m ost widely known and 
used baq closlnq machines In tho world '*:ause of their 
adaptability for closing all types and shes of baqs. and their 
excellent performance under all ldnds of operating conditions. 
Two qeneral types of machines aro available In this clan: 
one which pennlll vertical ad!uslment of tho sowlnq hoad and 
one which baa a fixed mauntln; for the head. Conveyors on all 
machines In this qroup are adJustable to compensate for baqo 
of varylnq holqhL 

STYLE 21800 H 

TAPE-BOUND PAPt'R BAG CLOSURE 
(AboveJ Another unit de1lqned lor a 

•pec:Uic job-the la tt, .conomleal clot· 

tnq ol paper boos with a paper tape 
blndJao. It lA ~ulpped with a n .... foot 
co:1• eror lor ecay ba:adlln9 ol paper 
ba9• at the load.l.DCJ nd. A Style 
10500 H Mwla9 beod 1.1 u.Md. Both cotl• 

nyor and M"trin9 bead are adlu..:allM 
vet1k'CUy. noor apace 68 .. wide by 
41" .. dMp. Helqht 17 ... 
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STYLI: 21100 N 
fOB SNAU PAPEll IAC~POBTABU 

(a.Jow) Th1a mochlrA la o portablr 
tcbl•type unit d.al9n.cl lor UM wilh 
lht Sryle 60000 D .. wtnq hMd whlcb 
produc.• the Dubi·Tcpe Clo.ure on 
amo ll paptr boQa. II lnc:ludea a power
d llven conveyor whkh Ia adju•table 
·nrUcolly to accommodate different ab e 
boqL Conveyor 11 8 lnchH wide by 4 
IMt looq end a. ayncht~ with the 
•pHd of the Mwb9 b.ad. Control b 
by floor treadle ODd the wUt =cy be 
optrotK from a alttiA9 pot:!Uoa. F1oa 
apoe. la M .. by 43 ... P..tqbt 72". 

From the library of: Superior Sewing Machine & Supply LLC



UNION SPECIAL 
COLUMN TYPE 
BAG CLOSERS 

UNION SPECIAL colwnn type machines consist of a column 
and baso, mountlnq brackets for the sewlnq head and 

motor. and aro available in atylos with or without conveyor. 
Certain styles provide vertical adJustment features for the sew
inq bead or tho conveyor. 

Column type machlnos aro avaUable ln both portable and 
fixed base models for uso with any one of the Union Special 
aewlnq heads. Thus. comploto units ccm be supplied to provide 
the deaired type of closure on cmy aLto or type of baq. 

STYLI: 2otoo H 

FIXED BASE 

(Bit;hl) Thla machine It deslg-fted lor 
UM with a conveyor already lutollod 
or to be order~ aeporatoly. S.wlnq 
hwad 1.1 driven Independently ol con· 
veyor and 11 controlled by a pedal. 
Generally utod wllh convoyora which 
are run eontlnuoualy. II mako1 Cll'l ld.al 
hlqh produdlon unit. May bo ~lpp.cf 
with Clan 14500 or Clou 80600 towlnq 
bead 01 requited. 
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STYLE 2010 0 D 

noAnNC BAG CARRIER-PORTABLE 

(AboYe) An ld.al mochlne for uae In 
t maller plants. and for utility duty In 
larqer plonta. Utoa Clou 14500 aewlnq 
h.ad, and Ia oqulppod with floalln9 baq 
c:curlor which roturna automatically to 
1!1 loadinq posll!on when clo1od baq 
Ia removed. Corrlor and .. wln9 hoad 
are both adjw.toblo vor'llcally. Cam· 
ploto portability malr:o1 baq closing In 
different s.alona of tho plant practical 
and olfldont. 

Style 20100 £ UMO Clau 80600 NW· 

lnq head and bCUI .:Jm.o footuroa cu 
Style 20100 D. floor apace: 42" by 3 C". 
Holqht 69'', 

CLASS 2osoo 
FOR HEAVY DUTY. KJGH PRODUCTION 

{IA!tl) Hoary duty, hlqh productioo unlll for modlum 
and hoovy woJqht boq.. Adju.atablo MWinq hoed 
mounllnq fot dllferont abo baqa. AvaUoblo wilh 
power-driven l'..orltontol eonvoyor, loclined ccnYoyor, 
or both: or wttb conveyor tro.nsmla.alon unit only, for 
plant production Uno. Tbr" conuol •Y•Ioma to chooae 
hom, lDcludlll9 lln~i•JM<fal conuol ol both connyor 
dr1Ye and 1owlnq h.ad. floor apa~ with B·foot bori· 
tantal convoyora: 108" wide by 45" d"P· 
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