HL988 Instructions v1.0

5. System Parameter Table:

1. Safety instruction

Please read the operation manual and related sewing machinery datasheet carefully before correct use. i i Jhe
1.1 (1) Power voltage and frequence: please refer to motor and control box nameplate. Project Content §§:lté2g pﬁﬂ%% default Level
) lnt}erference ttrom electromagnetic wave:please keep far away strong magnetic or high radiation environment in order P-01 Sewing speed Set sewing speed 200~3000 T
to avoid obstructions and make to misoperation. P-02 Soft-start function 1~9:  Soft start stitches — 0 9(rpm) 190 2400 :
(3) Grounding: to avoid the noise obstructions or leakage of electricity accident(inculding sewing machine, motor.control P-04 Fixed-length scam sewing speed | Set fixed-length seam sewing speed 200"'30?)0( m) 1(1)0 22200 i
box and positioner) . P-06 Z i i Wi i Em !
. g ero pitch correction value en the needle pitch is set to Omm, fine the value so that the actual sewing 50~150 1
1.2 Please make sure power off at least Imin and then can open control box cover, because there are dangerous high voltage. — " - nMeedle Dileh s zer0. - 100 1
1.3 Please turn off the power while repairing or wearing needle in order to protect operater” s safty. P07 Positive needle distance correction value ( g:gvri\;m?g:‘ﬂep?_‘slgve 'Seme distance 50~150(%) ! 100 !
. ) ¥ it i i Enlarge reverse stitches Dist: S
14 A\ Used where potential dangers exist. ]1: gz gnuk ne:_e:d:qe d|s12nlc_e ior;ecuon value (SEVIV(;%E reverse slitches  Distance Scale 50~150(%) 1 100 1
- ack stitch speed limitation can keep needle from breaking while backstitching 500~1500(rpm) 50 1500 1
A Used where high voltage and electric danger exist. P-10 Set the length of the stitch from the set O:5ct the number of stitches to set the value
e far 3 o - 1:When the length is set to self-made, th ber i
1. 5Product warranty period of one year on condition that this machine is operated correctly and no man-made damage. :Iur.n};;r T T _ that is, the tOtalgfl1umber of stitches iseihe ﬁu'ﬁq’&reéflé‘h}é%é‘: ng{ t%fet‘tx;ggnem, o ! ! !
. e - - -
2. ope ration box use P-12 et oF middie presser oot lifting (valid [ geyting height of presser foot lifting when sewing half’ 0~100 1 60 it
M: 1 T - . N
e P-13 feoN '&u%ngﬁ‘é};t of presser foot Tifting Setting Maximum height of presser foot lifting after trimming 0~100 1 65 )i
front ¢ on: n P14 S‘pee of presser foot lifting C valid Stepping speed of pre foot lifti
Reinforcing-sewing Reinforcing-sewing / front double coping) pping speec of presser foot ilting 20~300(pm) 10 200 I
Reinforcing-sewing /front Four solid Reinforcing-sewing /turn off P-15 Sef,i s )f presser oot refeasing —C valid Stepping speed of presser foot releasing 20~300(rpm) 10 120 1
back cir.culati(?n: back P-16 Loose wire electromagnet duty cvcle Loose wire el intensity adj Thin cloth) 0~100 1 8 11
Reinforcing-sewing M Reinforcing-sewing / back double Cuuting line for electromagnet:
Reinforcing-sewing /back Four solid Reinforcing-sewing /turn off’ P-17 Cut and loosen duty cycle e](e:ectt_rfpmal;nset:sﬂcdg: Sn‘):)es“eg‘me duty ratio (too small will affect the shear line 0~100 1 50 1
. AmsD . . ‘utting line for step:
Fixed seam pattern key = After this function is enabled, the front and rear fixed seams can be sewn according to the self-editing pattern Loose e efforts mpadiust the (light)
P : oW : Immediately after the end of front reinforcing-sewi ing li
Continuous P-18 gmtﬁ;%nfo(cmg sewing setting after the | \ithout the fanction setting of back reiMIoromg-sewin s%)e:p ?12:}1\);]%“(]““ llm ¢
. d joint 1s connected ol 2 g 4 ble " 1: 0/1 1 0 1
Reinforcing-sewing H circulation:w sewing Free seam P-19 Solid after before sewing stop SY?;;:v;]ab]e 1: available 0/1
R - + < 1
Sciors Tanction ey P-20 Function selection of machine head button ?r : r!':lr\rlli;\l:d T: Manual thread cutting while standby 2: Manual presser foot after’ 0/1/2 1 g :
>g Scissors function on and off ::; zgg :::: :E::g ; speez og ::e ; s1d need‘l; offsoﬁﬁstan 100~3000(rpm) 50 400 I
. - speed of the 2 nd needle of soft start 100~3000
Stop needle selection key P-23 soft start speed 3 i speed of the 3 rd~9 th needle of soft start ]00~3000($m gg }288 :
I s Up and down needle selection key P24 Presiie;“fom soft lowering S‘?éieigg to protect damaged the fabric to slow down the presser foot lowering 0/1 1 0 1
P-25 Presser foot lift function ilable 1: available 0;
n - " - - - - - ¥ - /172 1 1 1
Speed up. Keeping pressing to increase speed, the display will automatically switch to speed i i i i i
, peed set. Simple seam, free seam P-2 Setting the function of over thickness
The speed and key % effective. 6 Function of over thickness G ungvatlable  1: - available 0/1 1 0 I
P27 Power on and positioning The function setting of automatically finding the needle position when the
The speed reduction key Speed down. Keeping pressing to lower speed, the display will automatically switch to speed set. Simple seam, free seam PO BT 0: undvailable .l :_avallable o ! 0 !
effective. P-28 signal mode for turn/lift switch rsnez:c‘:‘ﬁ%g ﬁ:a nal rr{ode ofium/h(li svlviich Ofl
2 - f : always open  1: always clos
Presser foot function Foot presser function cycle: middle stop lifting foot/cutting line after lifti i ing li ifti 2:forbid a protection veop i o ! 0 I
|t s yele: p lifting foot/cutting line after lifting foot/middle stop cutting line after lifting P-29 Presser foot soft lowering time To set presser foot soft Towering time The longer time the Tower speed of the »
cycle key foot/closing - resser foot 10~500 (ms) 5 300 il
i P-30 Baseline count enable : unavailable 1: available 0/1 1 0 1
1. Enter the level of different parameters (parameters are divided into 3) sewing set interface under short press P into th P31 Baseline initial value setting Baseline initial value setting
X e P © P-34 | Standard joint speed mode select] i or 200 400 1 0.Im. = Lo 1
Parameters sctting key P parameter interface, the level for the I parameter display parameter list. Long press the "P" button in the sewing setting P35 ‘multiple r]aho of? counii‘r’lgeb;epei(é(;g“ ::iei(;:goo?ur:f:ﬁ? "](e:e ?;‘;:??y?%‘ggn]ﬁ;lm gpeecé mode: | pedal control o : 2 I
. " . . N . X - !
interface to enter the "password input interface”. After entering the correct maintenance password, press the "P" button to P36 Sotting inital - - — v - 8y peee 0-50 ! 0 !
enter the "parameters interface". At this time, the parameters of level I and II in the parameter list are displayed P:37 T?:;g‘ifl ?ﬁ;‘;; :}ih:,ee?f counting b piece %?;l:sfl ?}l‘trf;dv :};fe?f SR D pigss 0-1000 S 100 L
Identify key S 1) identify key (2) for the belt clip line function model, the strength of long press this button to display the thread clamp, P-38 geéting function of choosing counting by 0: add 1: subtract 0~80(:]/ims) 10 40 1L
LCD display "[_7]"), press the key again to exi g : - ! 0 !
play "[_7]"), press the key again to exit P-4] Low speed The lowest speed of pedal 100~500(rpm) 10 200 1
Left or right key < > 1. Under normal sewing interface display around several switch P42 Pedal curve selection Pedal speed adjustment 0: normal 1 Slow acceleration  2: Quick
2. Figure shows around several switch gap setting acceleration oz ! 0 !
Under normal sewing interface P-44 thread-cutting speed thread-cutting speed 100~500(rpm) 10 250 1
1. Adjust the stitch size P-45 Back-tracking speed limit function Back-tracking specd processing can prevent reverse sewing needle breakage 0/1/2 1 2 1
add-substract key + -— 2. According to several numerical and subtract (S key seam free mode into the display number segment) Lot s{lis:sr foo{liﬁi{lﬁ dlc(elavs sexing Te T delay with presser foot lawered 0-800(ms) 10 100 i
. T N
3. The parameter value plus or minus P-47 ) nning, the knee presses the foot to | when running, the knee presses the foot to judge the speed 200~1000(rpm) 50 500 i
4. Pattern edit value add and subtract P-48 When running the knee is raised by the foot When running the knee is raised by the foot ~
P-49 Press foot holding ti i ing ti L0 : 0 I
A ! - Circulation: multiple seams/free seams output ‘;?megof ‘ttzleal‘?reessure of presser foot Tl s Rt st v i to R ol 1~60(s) 1 12 11
seam 3 = ! B .
Able to set several sections of several stitches, each section can set a range of 0 ~ 99 stitches P-50 ifting output time of total pressure of presser foot lifting 0~800(ms) 10 150 b
. i _ P51 ﬁutpug duty cycle of Eress_er Toot Tifting output duty cycle of Eressgr Toot Tifting
Several seams l () Circulation: multiple seams/free seams 0 N — 0-100 ! 40 u
Pis Able to set several sections of several stitches, each section can set a range of 0 ~ 99 stitches P53 Starting reinforcing sewing speed starting reinforcing-sewing speed 100~3000(pm) 50 1200 !
- - - 2 Starting reinforcing-sewing clockwise : N N : Tock :
Section stitch pattern nem Circulation: multi - section self - stitch/free stitch P-54 sy i ¢ Starting Sewing 80-120 ! 100 !
. . . Startin, inforcing-sewis - i . . . . N
self-knitting mode — Able to set several sections of number sewing, each section can set the range of 0 ~ 99 stitches, each section of stitch length P-55 Sewmg_msewmg anti-clockwise Starting iti-clock sewing 80~120 1 100 1
pattern can be knitting . . . .
: X P-56 ending reinforcing-sewing speed ending reinforcing-sewing speed ~!
Trigger function key @ 1. Effective (on/off) in fixed-length seam mode (¢ tion seam, multi-section seam, multi-section seam self-knitting ending reh 3 - dclockwise - - ¢ b 100-3000(pm) 50 1200 !
Settings pattem) - Een\)(‘/iiifr;g reinforcing-sey in5 e J Ly i seving > on S - 0 !
. ing-sew] n - N
i it R Enog it R N
adiusmont il saching T . g ut key in free seam mode (long press for more than 3 seconds) -5 Continuous reinforcing-sewing speed OCon_I_lll::ousﬁ relnfc:clng-se;v]l}ngp;ed] < = 100~3000(rpm) 50 1200 1
h . . L H software has speed limite : imit
function 2. In fixed-length seam mode, try teaching mode (press for longer than 1 second) P-60 Bartack stitch cancel speed limit h_i(g"ll"_qk;e stitch length mgy be \‘Jns‘table ‘when ‘;1? cehele}gt‘he?s large and the speed is 0/1 1 0 1
Thread clamp function -a([ Thread clamp function on and off.Electronic tension is enabled after open it P-61 ﬁ,ﬁﬁi??tﬁfcﬁﬁnce'tﬁhe angle limit when 21 ag}l’]glf]‘geelhe stteh lengh within the limiting angle 1 Vhange sttch length 0/1
2 engl (The Sttch length may not coincide,or the needle may break) ! 0 !
. . P-62 Pedal travel tart Pedal position upon start -
Anti-nest function Anti-nest function on and off,is suitable for the machine with Anti-nest equipment e upon Travel relative to medium pedal 10-5000.1 %) ! 2 1
g : Pedal position upon start accelerati
- — P-63 Pedal travel upon acceleration Travel relative “1; ‘medium pedal‘a on 10~100(0.1 J%) 1 50 i
. . 7 ose stitch function on and off. After opening,add one more stitch,Enh: the rei ing-sewi iti i .
Close stitch function |',1 pening, nhance the reinforcing-sewing effect and reduce the P-64 Pedal travel at highest rotation speed Eelg?ilvgn)lg%)gd?&l::%l;sglmiatmg speed Travel 10~150(0.1 i) 1 110 It
thread i
P-65 Pedal t i Pedal position upon pedal lift
Three - segment mode S — e edal travel upon presser foot lift Travel flative tb meditn pedal -100~-10(0.1 J¥) 1 -30 i
switching ort press to switch one-stitch sewing/multi-stitch sewing/free sewing ¥ Pedal travel 1 upon thread Pedal position upon start trimming without foot i
P-67 trimming Trave[prelative Ig medium pedal & without presser foot function -100~-10(0.1 /%) 1 -30 1
Pedal position upon start thread trimming with
. A P-68 E?g]ﬁ}}] };agvel 2 upon thread foot fuelciiqn p : g with presser 100-10(0.1 ) . 0 u
Reset setting Under standby interface, long press the Reset button for 1.5 seconds 575 5 T Travel relative to medium pedal )
-6 own needle Dposition To adiust down needle position =
P-70 Reverse needle lift function ﬁﬁx“?fal °Of needle [if .f“i“’“""- l"%f" thread . 07:& : 135 :
. ng 0: : available
special sewing ( i'._! special reinforcing-sewing P-71 Reversal of needle lift angle Reversal of needle lift angle 0~45(J%) 1 20 1
L J . Adjust the thread cl. it 1
R — P-72 Thread clamp strength adjustment (]): éfl _[‘ilinel regct{:ogrixsphs]‘;:ﬁ h size 0~9 1 7 1
otw: is key pattern is adopted by the standard graph, and the actual graph is mainly pasted i i i =2: Three Intensity
3. Mode Settings grapl grapl ly p: on the film. The table is for reference only » ;i i:reag pressing acltuauon a?gle Thread pressing actuation angle 10~360(/%) 5 100
. . - read pressing release angle Thread pressing release angle 160~360(/%
Debug mode: After entering the normal sewing mode, press the right side 4 seconds T enter debug mode.If you want this pattern to return to normal mode, press “ 4 =75 Needle positionadjustment | Needle position adjustment 0~240‘X) f 23730
key to exit into normal mode I Bemng o beuty seving i A i axailable T 01 L 0
: P-78 cauty sewing (close sewing) mode setting l]jzlglxise smgh 0{1‘ start sewing 2: Close stitch on end-sewing 3: Close stitch on 12/3 1 3
Stitch length Adiustment Mode: After entering sewing mode normally, long press® T »3seconds. Entering debug mode, press* o =, switch to P-79 return to factory-set sgeda?n netional param 5/8: Restore factory 0~15 1 0 I'I
parameter P-6, press = then the mcahine can be zero position correction,switch to parameter P-7, press ™ can correct the go-stitch lemgth; switch to parameter P-8 i-z? I;lgdh?t Spe;d of sewing highest speed of sewing 300~3000(rpm) 100 2500 I
. R . ’ - edal speed percentage Pedal speed percentage 30~100
press ™ can correct the reverse-stitch leneth, all the corrections are savec to exit by press ' . P-83 Strength function Try if the needle can't pe ite the cloth. 0: invalid: 1~15: intensity ad 0~15 i 180 ﬁ
Restore Factory seftings: Long press " enter parameter interface, enter “P79” will displays “0” , Press “+-” to “8” , press “ S display “no” , Then press “+-” P-84 Function of cutting line and adding force et vey en the culting wire is an electromagnet; 0: invalid; 1-15: intensity 015 ! 0 1
to “yes” , press “ » ;gg Il:oose }jne su]ction:ng]le Loose line suction Angle 0~360 2 130 T
P o ) ) g - oose line release Angle Loose line release Angle 0-360
Pattern editing settings interface- After entering the normal sewing mode, press the 2 7 Key for 2 seconds, screen display “dl” , press “+-” toggle the d1-d9 pattern, P-90 Language selection setting ctting of | 0: turnoff 1: Chinese 2: English 0~2 % 3?0 H
Select the pattern to be set Press 7 to enter the setting, screen display “1 3.0 01", In this case, the number of stitches and the stitch length of the first stage can be carried| ?73; g:;:lge pitch i‘ele‘;cﬂgn Tt I(’:h;\nlge pitch ieleclt ign 0:Changes Allowed 1:Allowed to change 01 1 0 a
. . . . X . = | Pedal presser foot lift confirmtime | Pedal presser foot lift confirm time .
eutln.tms case, the number of stitches and the stitch length of the first stage can be carried out, Press left or right to select the item to be set; The first paragraph is set up, Press left or right P-9 The neutral nosition of the pedal Trimming the neutral position of the pedal 115(11359%(1“%) 1l0 8()0 ﬂ
to switch to the left, the number flashes, Press the plus or minus key to switch to other segments settings, If the current number of stitches i< zero, the next setting can not be made; P-95 Anti-nest function selection Q{l‘;grntevséefuncuon selection: O hread clamp type I+ Antimext type  2: thread 0172 ! 0 1
; i «D» e P, o X ) P-100 Knee by function sett i ine: 0: bl 1: avai
Afier all the needle distance and frame count set*i»os are complete, press the key to save and return to the "d1" screen, Press the key to exit without saving. If you wan P-101 The voltage at the zerg];osnion of the knee ;r‘xee blt functllon enmg : 0 £k . L_pvallzble . o L L il
this pattern to return to normal mode, press " key to exi into normal mode. Ke:e:rsen T - - — e voltage at zero position of knee by’s presser foot (Unit:0.01V) 0~500 5 270 1T
P-102 ¢ sor’s voltage of maximun travel K dor’s vol B " "
2 Error codes distance nee sendor’s voltage of maximun stravel distance (unit:0.01V) 0~500 5 60 1
. . . . - - - U-Ling tension control
P-103 Line tension / loose line function switch I ‘Ordinary loose line electromagnet control 0/1 1 1 11
Error Code Contents Possible reasons Checking and treatment P-104 Pattern stop function enable g " élrrrxlavgti(l;?‘l;le 1: Stop the needle need to go through the current number of 0/1 1 0 I
E011 Motor sienal M If electric engine plug is well contacted; P-105 I:resser Ifom hei hlt Sen?mt function settin; Presser foot height sensor function setting 0: _unavailable 1: _available 07T 1 1 I
otor signal error " iti . . . . L : . . ¢ voltage adjustment at zero position o 7
E012 gl otor position sensor signal failure 1tt: elec}nc engine signal detecting dCVlCC. has been broken; P-106 presser foot height sensor P (\?ni:/:?).()aﬁ? ) * urséggglr“fegt d%gmfegg%})w?s Lomdgrr?ﬁg%b]g 3’ e1ght sensor 0~250 1 215 1T
if sewing machine handwheel correctly installed. P-107 Overthickness detection sensitivity setting Presser Toot hel d(sensor s coltage setting of overthickness detection
o Tf electric engine plug is well contacted, At bbbt Unit:mv) _(Relative to the zero position vollage) 0~500 5 100 11
E()z; Motor overload motor stall if machine head or thread-cutting mechanism has been P-109 resser foot lifitin ¢ foot 1s absorbed) - ectromagnet for presser foof Itng! Lusluon when press 50~100 1 80 11
motor overload blocked completely;f materials are too thick; P-110 aterial thickness and tension control Tncrease tension when sewing thick material 0~10 1 0 T
Electrical signal detection signal whether the normal. g-{ B OVZ:W Ulmnﬁsp"k_mﬁ'ee S 500~3000(pm) 50 1500 11
- Current detection abnormal G doteation 1 - - — v ss stitch offset coefficient verthickness stitch offset deals 30~1 SWS%
E101 Hardware drivers fault Irre urrent detection loop system is working - Needle compensate stich Tength mode0: Tnvaildvaild (press SeTstich > L 120 il
™ vers fau Driving hardware error properly; Whether the damage to the device driver. P13 Needle compensate stitch length mode lege th% COMPENate STcl Tength modeD: Tvaikd:vartd (press PTT to set s on ! 0 I
High input volt: into 1i i o . cedle compensate stitch en; T,
Elll . gh mput voltage System into line voltage is too high; - N . D 1 gth seffing
Eli2 Voltage too high Brake circuit fault Braking resistance are working properly: P-114 eedle compensate stitch length setting Parameter range of Stitch length 10mm type(1.0mm~10.0mm) 10~100mm 2 40 1
Voltage detection error System voltage detection circuit are worki: i i 5 : i i i
otage cetection tem voltage detect ng properly. P-115 Reverse sewing button function setting Q: reverse sewing 1: tightly sewn  2: reverse sewing
E i; Voltage too low Actual low vo?tag.e If the voltage on the inlet wire is too low Whether the 3:reverse sewn.ngﬂev?rse sewing 0~3 1 0 I
_ Voltage detection is wrong system voltage detection circuit the normal work. P-116 fill needle button function setting (z)frreverse sew_mg+] lightly sewn - 2: reverse sewing 0~3 1 2
E131 Cunfent circuit fault Current detection abnormal Current detection loop system is working properly. -11 Dense needle pitch setting ie:‘é%w 50~150 1 T
E133 Oz circuit fault Oz circuit fault Oz circuit system is working properly. -11 umber of pretty sewing needle s_etting umber of pretty sewing needle setting 1-10 1 10
E134 DBFLT malfunction Automatic resistance circuit failure Brake resistor plug is in good contact 3 {:mrsim?: n::g}: gt{sl;:?:zriﬁ:nl)z {:mrsi?r\xvr:'m need}e déslt’ance set;‘mg -1 . ]
Brake resistance is damaged -122 Paragraph 1 stroke of trimming Paragraph lmsfrgll:s gfotrir:::iimu ! 28018 X 2 2
E201 over current Current detection error Current detection loop system is working properly -123 tart trimming angle of Paragraph 2 tart trimming angle of Paragraph 2 256~360 é 34
— Electrical signal is normal. -124 ‘fmmgm stroke gf trimming Paragraph 2 stroke of trimmin 0~100 1 6
- - - 1 1 - P .
E212 Abnormal motor operation Current or voltage detection error Ifelectrgc engine p.l ug is well contacted P125 egﬁﬁ"" imiming during fxed-length 0: invaild 1: vaild on 1 0 il
?f electric engine signal P-126 loose thread enable when start sewing 0: invaild I: vaild 0/1 1 1 T
E301 Communication error Sci circuit error icperaiien box plug is well contacted; I;l;; Esl?gnlzeiﬁgeo??g:: m&i?ﬁiﬁhmad Delay before startsewing loose thread CR 10 100 L
— if operation box components are damaged. - tart-Sewing Action time of loose thread when start-sewin 0~
E302 Operation inner failure Sci circuit error check whether the operating box is damaged. P-129 Display backlight brightness Setting Display backlight brightness Setting Oi(l)g0 1l0 2(5)0 IlI
£303 SPLC breakdown | Sci circuit error check whether the main control board is damaged. Fi35 {Midway reverse fincrion selection B alable [ avollable 0-1 L 0 1
304 HMI From the main chip — < e numAder of rgldwav hstltch set ; Pin setting 1~50 1 4 1
30 communication failure Sci circuit error check whether the operating box is damaged. P137 back and forth set the number of times | e (imes 1~10 1 1 I
E402 Pedal ID fault Pedal verification fault i i ; ; Maximum needle distance setting
Pedal 2 is looseAn.A P150 Maximum stitch length setting stitch length 10mm model parameter scale (1.0mm~10.0mm) 10~100mm 1 80 11
E403 Pedal zero position fault The pedal zero position over range The peflal is damaged or it is not under stop state when
_ correction P-151 First off-line prevented stitch length 0.invaild 1.vaild
E501 Safety switch fault Safety switch cffective Put down the head or check turned up switch. - - - - Stich Tongth Soi ot ! 0 u
E502 Fuel fault alarm Fuel fault alarm ‘Add oil Tips P-152 | Firstoffline prevented stitch length setting Parame?;g:arfgee (1 0mm5.0mm) 10~50 1 40 1
E601 Hardware drivers fault Feed motor STEP? hardware overcurrent dCurrent deiiciion loop system is working properly; Whether the P-153 Head button inching mode setting gve{'“t‘k’fl‘lll?mles valid (P rfesst()mce valid ,press again cancel, such as close sewing, 0~1 1 0 I
amage to the device driver. LIIEXNCSS, PIESSer 1ol
- - - - - - : : 0 :Needle bar light off 1~5 :Adjust the brightness of I 1
E602 Hardware drivers fault Feed motor STEP2 software overcurrent dc:nr::; ?s‘;i:‘g: !Zz}:i;yséfm is working properly; Whether the P-155 Needle bar lamp brightness setting (HMI control (I)%/ 1/2/3/4/5/05MJtch ] ightness of needle bar lamp of 5 gears 05 1 3 1
Vi v = i
- - - P-170 Compensate system enablement by speed =0, P171~P176 Invalid parameter
E603 Hardware drivers fault Feed motor STEP? Current detection circuit Current detection loop system is working properly; Whether the P y _ Y .p =1, P171~P176 Invalid parameter 0~1 1 1 I
damage to the device driver. P-171 Speed clockwise sewing compensation Speed clockwise sewing compensate system 50~150 1 100 il
. F t initi R a T T T - - - .
E604 Motor signal error ee(li motor STEP2 The initial mechanical Feed motor connector is a good contact P-172 W Speed anti-clockwise sewing compensate system 0~150 1 100 11
angle P-173 Clockv%se o Ecob‘enwgnlﬁ iSﬁ Speed Clockwise sewing compensation coefficient 50~150 1 100 1
. Feed motor STEP2 at the start, Encoder or Feed i S T i i i T
E605 Mot 1 s ‘eed motor connector is a good contact - tarfing reinforcing-sewing speed - i
otor signal error oo stk et P-174 A efwiss o v%‘n o r% gnsation Speed Anti-clockwise sewing compensation coefficient 50~150 1 100 11
#_ - - . ending reinforcing-sewing speed Clockwise 1 1 i i
E606 Hardware drivers fault Feed motor STEP2 Motor winding circuit gunent delt;cngn le0;:1 system is working properly; Whether the P-175 Sewmgg compensation € o T ™ Speed Clockwise sewing compensation coefficient 50~150 1 100 1
lamage to the device driver. P-176 21 ing reiniorcing-sewing speed Speed Anti-clockwise sewing compensation coefficient 50~150
. Presser foot trimming motor STEP1 hard i i i . nti-clockwise sewing compensation ! 100 u
E607 Hardware drivers fault ! g ardware Current detection loop system is working properly; Whether the P-180 Compensate system enablement by stitch =0, PI8I~P200 Invalid parameter
overcurrent damage to the device driver. lengt] =1, P181~P200 Invalid parameter 0~1 1 1 )
immi i R i . — 200 lnvalid parameter
E608 Hardware drivers fault Presser foot trimming motor STEP1 software Current detection loop system is working properly; Whether the P-181 Imm Clockwise sewing compensation 1mm Clockwise sewing compensation coefficient ~
overcurrent damage to the device dri - - - 8 comp! 0~150 1 100 11
et o T oo STEPTC - C_%wllce river. _ - P-182 Imm Anti-clock sewing 1mm Anti-clockwise sewing coefficient 50~150 1 100 bl
E609 : ‘urrent urrent detection loop system is workin; Ty; Whet i i B i T - i
60 Hardware drivers fault detoction sireuit P, devicelziri):/er_ g properly; Whether the P-183 2mm Clof:k\‘vls‘e sewing cAompensanon 2mm Clo.ckw1se sewing (:Aompensatlon coefficient 50~150 1 100 Il
E610 Motor  signal Presser foot trimming motor STEP1 The initial I P-184 2mm Ani- Sowing 2mm Ant Wise sewing coefficient 0~150 1 100 I
signal error mechanical angle Presser foot trimming motor connector is a good contact P-185 3mm Clockwise sewing compensation 3mm Clockwise sewing compensation coefficient 50~150 1 100 I
E611 Motor ~ signal error Presser foot trimming motor STEP1 at Presser foot trimming motor connector is a good contact Machinery is P18 Smm Anti -  Sowing _ i 3mm Anti . i cAsewing : ion coefficient 50~150 1 100 1T
thestart, Encoder or rotor stuck stuck P-187 4mm Clockwise sewing compensation 4mm Clockwise sewing compensation coefficient 50~150 1 100 In
E612 Hardware drivers fault Presser foot trimming motor STEP1 Motor Current detection loop system is working properly; Whether the P-188 A4mm Anti-clock sewing 4mm Ant ise sewing comp ion coefficient 0~150 1 100 1
winding circuit damage to the device driver. P-189 Smm Clockwise sewing compensation 5mm Clockwise sewing compensation coefficient 0~150 1 100 1
. . Feed motor connector is a good contact P-1 5mm Anti-clockwi: i Anti i i i i
E613 Hardware drivers fault The foed motor STEP2 is running ,Encoder or Current detection loop s; stim is working properly; Whether th - e D'C W‘Se_sew‘“g i . i I c'sewmg fon coefitent 0-1% ! 100 u
rotor stuck damage to the device dri{/er g properly; Whether the P-191 6mm Clockwise sewing compensation 6mm Clockwise sewing compensation coefficient 50~150 1 100 i
3 - — - - — - - - -
. P —— Feed motor connector is a good contact P-192 6mm Anti. Cl({ckwme.sewmg : 6mm Ant : i cAsewmg pe ion coéfﬁmem 0~150 1 100 11
E614 Hardware drivers fault running ,Encoder or rotor stuck Current detection loop system is working properly; Whether the P-193 7mm Clof:kw1se sewing compensation 7mm Clockwise sewing compensation coefficient 50150 1 100 Il
’ damage to the device driver. P-194 7mm Anti-clock sewing 7mm Anti-clockwise sewing coefficient 50—150 1 100 in
Open loop module error P-195 8mm Clockwise sewing compensation 8mm Clockwise sewing compensation coefficient —
o Openl " . » 0~150 1 100 11
pen loop stepper error Open loop stepper zero position error(With Driving device damage or not. P-196 8mm Anti-clock sewing 8mm Anti-clockwise sewing coefficient 50~150 1 100 I
searchi - . _ _ i
- arching zero position function) P-197 9mm Clockwise sewing compensation 9mm Clockwise sewing compensation coefficient —~
g comp
P.oFF Power off Display Power off Wiait for power supply to resum H : T - - 50150 ! 100 I
Toal - - a : P pply e P-198 9mm Anti-clockwise sewing 9mm Ant ise sewing comp ion coefficient 50~150 1 100 bl
V. Trial expired Trial expired Contact the dealer processing P-199 10mm Clockwise sewing compensation 10mm Clockwise sewing compensation coefficient 50~150 1 100 I
L.bob The bottom line tips The bottom line count value is negative After replacing the bottom line, press P to cancel the Alert Status P-200 ég‘n?géngggg%oc Wise sewing 10mm Ant Wise sewing coefficient 0~150 1 100 1
P.bob Remind of counting by piece The number of counting is 0 Press S key to enter the interface, and long press "front seam" button
for more than 2 seconds to cancel the prompt state Notw: The parameters in the table are standardized.If have any discrepancy,based on reality



file:///C:/Users/HMC-A/AppData/Local/youdao/dict/Application/7.5.2.0/resultui/dict/?keyword=stitch
file:///C:/Users/HMC-A/AppData/Local/youdao/dict/Application/7.5.2.0/resultui/dict/?keyword=length
file:///C:/Users/HMC-A/AppData/Local/youdao/dict/Application/7.5.2.0/resultui/dict/?keyword=stitch
file:///C:/Users/HMC-A/AppData/Local/youdao/dict/Application/7.5.2.0/resultui/dict/?keyword=length

