1. Safety instruction

Please read the operation manual and related sewing machinery datasheet carefully before correct use.

WRSSLJK-1 Film Type Manual V1.2

1.1 (1) Power voltage and frequency: please refer to motor and control box nameplate.

to misoperation.

(2) Interference from electromagnetic wave: please keep far away strong magnetic or high radiation environment in order to avoid obstructions and make

3. System Info

Operation panel default mode, press the “P” button and at the same time press the “Rabbit” key enter the
system monitoring state through the +-key choose need to look at the project, according to the S button to
enter/exit the selected projects such as the need to exit monitoring interface, according to P keys can be.

(3) Grounding: to avoid the noise obstructions or leakage of electricity accident (including sewing machine, motor, control box and positioner. show Lrame Item Name unit show Lrame Item Name unit
. . numbers numbers
an number piece otor initial Angle imi
1.2 Please make sure power off at least 1min and then can open control box cover, because there are dangerous high voltage. 1) Pl b - U6 Motor initial Anal Timit
1.3 Please turn off the power while repairing or wearing needle in order to protect operator’ s safety, d of mot Master control /
14 A Used where potential dangers exist. Ul speeco:trg‘lo or rpm u7 program version/
A Used where high voltage and electric danger exist. Head :yade;vll\)lleaster 7
2. System parameter table U2 Motor Current 0.01A ug controrprogram
+ : default Leve version
No Project Content Setting range e 1 U3 Motor Voltage V U9 Dsp no /
1 Sewing speed Set sewing speed 200~3000 2000 T Operation box /
2 Soft-start function 0 :No soft-start function 1~99 :Soft start stitches 0~99 3 I u4 Pedal voltage 0.01v vEr ven::g:r?‘;the
3 Ornamental bartacks E::ealifdur]‘.f:eg? of perfect decorative stitching 0: 0/1 1 1 Us Mechanical limit TYPE Software no /
4 Fixed-length seam sewing speed Set fixed-Tength seam sewing speed 200~3000 2000 T - Angle with
9 Reverse limitted feed speed Tt can prevent the back seam from breaking the 500~1500 700 I 4. Operation box use
needle
10 bobbin thread alarm recover time bobbin thread alarm recover time 0~10s 2 T Function Button Described
12 knob speed adjustment function 0: invalid I: valid 0/1 0 T
Tr——— — I, motor Angle benchmark (normal sewing mode, Tong press the T key directly into P75 benchmark tunin
14 | pressure foot soft down force ad] pressure foot soft down force adjustment 0~100 8 1 motor Angle [ T parameters of the motor Angle) 2, solid jtg)int parame 2L shortcuts (thl% condifion is only in the P53 ~ P
17 adjust the thread strength adjust the thread strength 0~100 60 T j parameters switching
18 yosterior fixation after the end of anterior | .1 1id 1: valid 0/1 0 I Needle gap setting
xation one piece ﬁ] 1 set, can be set E'period of sewing needle number. . . )
19 ggv'mgm of stop after bartack at the start of | ... -1id 1: valid 0/1 I seam ! Z.t\{\[ en tlgﬁ Iasdt stlﬁghlng is finished, the stitching will be automatically terminated (if selected), such as thread
cutting or thread pulling.
The manual switch function of the reverse | U: backseam only 1: backseam plus filling needle Z: Needle gap settin
20 feed stitching of sewing manual thread cutting function 0/1/2 0 ! . 1, can bg s’;jt EF 8 H period of set of sewing needle number .
21 Soft-start speed T Soft start first stitch speed 100~3000 400 1 four pieces i@ 2, each sewing process, lift the pedal, sewing to immediately stop, continue to step on the pedal, began to perform
22 Soft-start speed 2 Soft start second stitch speed 100~ 3000 500 T seam para raphs set unfinished pin number. o . . .
23 Soft-start speed 3 Soft start the 3rd ~ 9th needle speed 100~3000 600 1 cﬁttin;r:n'ﬂt‘ﬁrgaasdt ;ﬁlﬁlcll]\éng is finished, the stitching will be automatically terminated (if selected), such as thread
24 Function of soft-down of presser foot 0: invalid I valid 0/1 0 T Section of the needle sewing settin
25 Enable presser foot lift Pressure foot enable to set 0: invalid I: valid 0/1 1 T several pieces - 1, can be set of P1 ~ PF a total of 15 pin number . .
27 Up -position function 0: invalid T: valid 0/1 0 T seam E 2, each sewing process, lift the pedal, sewing to immediately stop, continue to step on the pedal, began to perform
. Head turned up the switch signal pattern set 0:1: v galmraphs set unfinished pin number. L . . . .
28 Safety switch signal mode nonmgllle( dopen normally closed 2: protection is 0/1/2 0 1 - en tlgﬁ Iasdt stlﬁghmg is finished, the stitching will be automatically terminated (if selected), such as thread
prohibife cutting or thread pulling
29 The time of soft-down of pressure foot The Tonger the time, the sTower the foot drop 50~500 300 T continuous 1, Press treadle ahead for automatic sewing, to and fro, which is set at D and can reach lstimes.(l:).
30| The bottom line magnification setting 0: invalid 5/10/15/20: baseline multiplier 07570715 0 T reinforcng. | (1] | 2 Continuous venforcing:sewing i ntrigder made by defaul treadle doesn” tneed to be kept being pressed,and
31 Tnitial baseline setfing Baseline initial value setting 200~4000 1600 T sewing T 3, Previous ending reinforcing-sewing setting is invalid if this function is valid.
32 g;r:‘asrpetnhtgl Efgtacl':]s pi\unselglmoef Jecorative Set. the stop t'me, of decorative smcm,ng — 0~500 50 L arameter 1.For preset sewing. Trigger treadle and the system will automatically conduct sewing at E, F, G, H (P1 PF)
33 Sﬁ{ching pping Ang Adjust the stopping Angle of decorative stitching 20~120 100 11 P Setting sections; the treadle doesn’ t need to be kept being pressed.2. Solid light for continuous reinforcing-sewing mode
N - means that it is triager mode by default.
34 Eﬁ%?geard bartacks,pedal ~ speed source . 5;tomatic sewing speed 1: pedal speed 0/1 0 11 Starting = v
35 Piece-rate setting 0: |I1to |ecfwork function T ~ 20: piecework by 0~20 0 I reinforcing- Execute starting reinforcing-sewing 4 times, to and fro.
multiple + sewing
36 Tnitial set piece count Initial value setting of counting number 0~1000 100 T endini -
38 piece selection Settings 81 ?lece pflfu; 1l;lr;lectehmln;sd — 0/1 0 T reinforcing- 144 Execute starting reinforcing-sewing 4 times, to and fro.
: turn off bobbin thread detection functionI: no sewin
slow down when detect signal, can continue press fogot - - - - -
s%wmg, sound and(PIi ht aIarIn:i nopz(t)op, reclca\sezr mode Set or cancel the function of middle presser foot, after shearing presser foot, middle and after shearing presser
after " trimming. invalid, invalid)2: A foot
39 bobbin thread detection mode Mﬂacthe redch ’io settié\g 5| Fetli‘(P9| for setting) 0~3 2 1 Se|ed|°“.
aﬂii tﬁ:rﬁ%iﬂé’:im‘@‘iﬁvaﬁ’&, tp'ﬂo‘ iﬁvaa'ﬁ‘d)%‘é’tr‘{ﬁi thread cuttin Set or cancel thread-cutting function.
own the machine and report error after detec
signal, sound and light alar’r:1, 2S recover .
0 Bobbin thread alarm delay stitch Bobbin thread alarm delay stitch 0100 0 T Soft start set or cancel the pedal soft start function.
41 Slow speed Pedal minimum speed 100~400 200 T Needi
42 Pedal curve selection 0: normal 1. sfow acceleration 2: fast acceleration 0/1/72 0 T eedle 4 iti i i ion i i
T Cutting speed Cating speed 00400 60 I position FEl Set the needle position shortcut keys , Key is effective for needle , The cancel key function is set to stop pin
45 Reverse limitted feed speed enable P[gﬁent redvFrsgtstltch breakage 0: infinite speed I 0/1 0 I dd-substract [ 1 w
with speed limi add-substrac (+)
46 Delay Sewing time,when presser foot down Pelay in confirming that the foot has been 0~800 50 I key 7= Corresponding to the number of stitches plus or minus, parameters up and down adjustment and plus or minus
' owere: =
\
47 ILT;u%f presser foot magnet full voltage Full pressure output time of lifting foot 0~800 150 II
Speed down. Keeping pressing to lower speed, the display will automatically switch to speed set. Simple seam, free
ag | gresser foot magnet voltage output duty Lift pin output duty cycle 0~100 30 I o | P efective, g pressing P play y P P
. P After holding pressure foot for a Tong time, force _~ speed key
49 Presser foot magnet |'ft_h°|d'“9 time off 9P ’ % 2 - Speed up. Keeping pressing to increase speed, the display will automatically switch to speed set.Simple seam, free
50 Igﬂggc’ef oﬂf;ﬁ?e Teed stitching magnet full Full pressure output time of reverse stitching 0~800 150 11 seam effective.
51 Reverse feed stitching magnet _duty cycle Backslit output duty ratio 0~100 50 I l.long Juress th"e "voice 't')n" bljttqn in any state will turn off or turn on the voice function, and voice prompt the
52 Reverse feed stitching magnet holding fime | Force off the back seam after holding time 1~60 25 1T selected mode "voice on" and "voice off". )
53 Speed of bartack at the start of sewing Front reinforcement joint speed 100~3000 1200 T ina ke 2.1n the ||110de of free sew(;ng, press }he voice bt;}tt)l; hto turn onhor I:Jff thi Istahrtup language, and tlhe voice prompts
Bartack at the start of sewing compensation i b : ; L~ speaking key "startup language on" and “startup language off"; Shortcuts which troubleshooting tips not to close (parameters,
54 1 Front stitching stitch compensation parameters 0~100 25 I turn off the ?ong by3 s, open the long by 3 5)
g5 | Bartack at the start of sewing Front stitching stitch compensation parameters 0~100 16 I 3, voice navigation (light into the parameter mode, press this key to broadcast parameters content)
comp 4, fault error repair (an error condition, gently press this key to broadcast to check content)
56 Speed of bartack at the end of sewing After reinforcement joint speed 100~3000 1200 T Restore
57 ?amc" at the end of sewing compensation [ gyt compensation parameters for back stitches 0~100 25 I factory Under the standby interface, long press the 1.5-second Reset button to restore the factory Settings
Bartack at the end of sewing compensation : : : Settings
58 |3 g comp Stitch compensation parameters for back stitches 0~100 16 I Under the sewing setting interface, press the P ke{ to enter the [parameter interface], and then parameters with
50 Overlapped sewing speed Continuous reinforcement joint speed T00~3000 1200 T parameter level I in the parameter list will be displayed. Under the sewing setting interface, long press P to enter the "password
- - Needle compensation parameters for continuous setting input interface”. After entering the correct maintenance password, press P to enter the "parameters interface”. At
60 Overlapped sewing speed compensation1 | ¢ i ciivhad 0~100 25 I this time, parameters of level I'and Il in the parameter list will be displayed. Password: 7141/1111
61 Overlapped sewing speed compensation 2 Nelgjllet.tc%mpensatlon parameters for continuous 0~100 16 I lﬁr’m’lt;rrr:g.r‘z\'tatll;oncof gélrsig(g%fcgicnu:‘a‘}m es:vll-'ggllr‘;ilcstﬂlrae);;om"r‘\urlr;egr_to set the display value
solid stitches ‘A, B, C, f ;
T iddle end :E, Period of pin number, Light corresponding level;
62 Pedal travel upon start Thekstarﬂng &osm%nqu the pecllal relative to the 10~50 45 I ) lower extreme :G, Period of pin num eg Light cor’?’espon ing level;
_sl_t':: ?):vdaeln poglggna ;: cmtlg‘e The acceleration Pinnumberset 2. Corresponding to the number of stitches in segment A and D, the range can be set to 0 ~ 15 stitches, and the
63 | Pedal travel upon acceleration begitns relative to the stroke when the pedal is in 10~100 50 IT /check choice 2#{2}?:; i?]fESt;t%‘ea:éanig;nrﬁgrtltE mg é'ntgheec?nn ¢ ;‘gtntg% sft9!§°st1itc~hg§ stitches. Corresponding to the number of
neutral R ) 4 . ! - . .
— 3. For models with clamping function, long press this button to display the clamping force adjustment (the upper,
64 | Pedal travel at highest rotation speed fl:‘enr;?dtglz "‘,'gé‘aef:tf,gﬁgd pedal position relative to 10~150 110 IT :nidd]te and lower three indicator lights aré on at the same time, the LCD shows "r_7]q), and prgss this button apgpain
0 exi
65 Pedal travel upon presser foot lift Iggl&eevﬂe?ﬂﬂg?agd%fl ’i(:‘?nfg?etrlr'ﬁt dliglatlve tothe [ _jp0~-10 -30 I 5. Piece and bottom line detection mode:
The peda| osition of the foot release action, Under normal sewing mode, press "P+ trigger" to enter "JJ" piecework mode. The value displayed on the interface is the current number of pieces. Press the add or subtract key to
66 Pedal travel upon presser foot Iowering fe!ﬂtive to the stroke when the Pedﬂ| is in the 5~50 10 II modify the value. Press the "P" key to return to sewing mode. Note: 1. Reset the number of counting pieces, which is effective in the monitoring mode, and press the fastening
{Tnvllgednethere 75 To Toot Tift Function. the posmon of button for 3 seconds. 2, piece function effectively need open P35 parameters: 3, piece need to decreasing functions need to change the number P38 lightning parameters, piece
67 Pedal travel 1 upon thread trimming thﬁ pettli‘al foa clqttjn hIine .iadrlelati\'le to the stroke [ -100~-10 -30 I E"O“TPBOBh, d
when the pedal is in'the middle v Teaching mode:
. . When the foot 1 ral§ed, th? P05|t|0n of the Pedal Long press the "T" button for 1 second in the mode of fixed-length sewing (section and program sewing) to enter the teaching interface. The available keys in this interface are:
68 Pedal travel 2 upon tread trimming for cutting the line is relative to the stroke when -100~-10 -60 11 . . c j ) ) ,
the pedal is in the middle key, two groups of plus and minus keys, and needle filling key. The function is as follows: add or subtract key 12: change the number of teaching segment, the segment value c:
69 Down needle positioning position Lower stop needle position adjustment 0~240 80 1 fnn.ly be. accumulated upward (enter the ne.xt teaching segment to.automatically save the last needle value), the key is invalid. Note:. when.the pedél is pressed .to run, th.e butt
70 Reverse needle lift function 0: invalid L: valid 0/1 0 1 is invalid; Add or subtract button 34: modify the number of teaching needles, the number of needles can be adjusted when stop running. Stitch repair: manual stitch repair can |
n y ’ made after pressing the button, and the number of stitches can be changed. T key: display the teaching interface to complete the teaching of the preceding number (the segme
71 Reversal Of.n,eedle !Ift angle Re‘,lerse lift Angle, - 0~90 45 1 value overlays the setting of each segment in the original mode). Step on the pedal to cut the thread, and the needle value will be directly returned to the previous fixed-leng
75 Needle position adjustment Adjust needle position 0~240° 232 I sewing mode.
76 Stop needle position minor adjustment Stop the needle and fine tune 90~110 100 1
77 | Needle bar maximum angle Upper dead center Angle 270~360 360 1 7. Error codes
78 Key switch function selection 0: fixed seam turnover 1. filling needle 0/1 1 1 Error Code Contents Possible reasons Checking and treatment
79| retum o factory-set parameter sitomatic to) 5 vstore facorypaameters | 05 o |1 N . I1f electic engie plug i el contacted;
B0 | highest speed of sewing M sewing speed 200~3000 2200 1T Egﬂ Egﬁ Motor signal error Mi"ﬁ% position sensor signal %‘r'gféff.t"c engine sigrial detecting device has been
82 Set period of use 0: invalid; T ~ time adjustment 0~9999 0 11 3.if sewing machine handwheel correctly installed.
Aggravating function/ Machine needle A : ~ — -
83 | emphasis fiinction 0: invalid; 1 ~ 15 strength adjustment 0~15 0 - £015 Model type error Unadblletldentlfy operating box Check operating box
84 Reduce noise 0 ~ 15 noise reduction adjustment 0~15 0 11 model type
85 | Cutting magnet pull angle Scissor suction Angle setting 0~200 60 T %1: e|edh","~' engine P"tlﬁ s n’_e" tctgntmedl;\ sm h
86 Power angle of shear line Shear force Angle setting 200~300 260 IT E021 E022 motor stall bger':‘lgfoclll(]gd ngg{eteii? cutting mechanism has
87| Cutting magnet release angle Shear release Angle setting 300~360 340 T E023 Motor overload motor overload 3.if materials are too thick; _
38 Loose pullangle Loose line suction Angle 200~360 300 TT 4.Electrical signal detection signal whether the
89 Up dead position angle Loosen the Tine release Angle 270~360 320 TT normal.
90 Line slack holding time Loose thread hold time 1~60 11 T 101 Hardware drivers fault Current detection abnormal T.Current detection loop system is working._
o1 Encoder wire number setting 0:600 Ting; 1:18 0 Il_r;e 0/1 0 11 Drnﬂng hardwlare error gr:perly;z.whlether tlhe damag ;o tlt\e device driver.
; T Step on the back of the pedal to confirm the time - High input voltage .System into line voltage is too high;
92 Pedal presser foot lift confirm time when the foot lift command is effective 10~300 80 I Eﬂ% Voltage too high Brgke circuit fauﬂ g.gra{qng relstlstanéetaret,workmg, Froperly;k.
93 Dial line / clip line Type selection Pedal neutral position fine tuning lgl(gi) 0 I Voltage detection error p'roypseﬁ'; voltage cetection circult are working
95 Anti - nest function selection 0: clamping wire type 1: anti-bird's nest type 0/1 0 I F121 Actual low voltage LIF the voltage on the inlet wire is too Tow
T01 ystem acceleration adjustment The brake speed 0~100 1 T 122 Voltage too low Voltage detectio% is wrong 2.Whet|her tlt\e system voltage detection circuit the
102 ystem virtual speed limit System virtual Settings 0~100 100 1T — : norma’ work. _ ; _
196 eam raising enables loose thread 0 off T-on 0/1 0 T E131 Current circuit fault Current detection abnormal Current detection loop system is working properly.
127 :o%ISani):;me seam opening and thread Delay before seam opening and thread loosening 0~2000 50 1I E133 0z circuit fault 0z circuit fault 0z circuit system is working properly.
128 | Time of thread opening and loosening T|n'1e of thre'ad P ,.and T ening : 0~2000 100 T E151 Magnet circuit error Over current magnet circuit %IIE|21§$2$§;::&?:?3??5‘ \fvt:)f:lfir:gs:%tpgﬁwt
Voice selection: 0-no voice, 1-chinese, 2-english, 201 over carrent Carrent detection error Elurrtent fe.ted'l".“ Toop S)‘stem s working properly
. 3-indian, 4-vietnamese, 5-bengali, 6-czech, ectrical signal is normal.
132 | Speaker function ' L ' ' 0~11 1 11 E211 Current Ttage detecti LIf electric engine plug is well contacted:
7-portuguese, 8-spanish , 9-myanm , 10-yavad , B Abnormal motor operation urrent or voltage detection JIf electric engine plug is well contacted;
error 2.If electric engine signal is matched.
11-Russia — P— T operation box pl T contacted;
_ ! E301 .if operation box plug is well contacted;
133 | volume increase and decrease volume increase and decrease 0~31 20 1T 30 c°mm‘.‘"'°.a"°" e"r°" Sc! c!rcu!t error 2.if operation box corponents are damaged.
140 Prevent bird's nest before line delay Prevent bird's nest before line delay 0~500 50 I E302 Operation inner failure Sci clrcult. e:rro.r To check whether the operating box is damaged..
141 | Anti - bird's nest tick action time Anti - bird's nest tick action time 0~500 50 T E402 Pedal ID fault Pedal verification fault Pedal connection is loosen.
142 | Anti- bird's nest wire delay Anti - bird's nest wire delay 0~500 50 I E403 Pedal zero position fault :’::ggedal zero position over meegec?)ilréit?gmaged or it s not under stop state
143 | Anti - bird's nest plot ratio Anti - bird's nest plot ratio 0~100 100 88 E501 Safety switch fault Safety switch effective Put down the head or check turned up switch.
144 Anti - nest inhalation action time Anti - nest inhalation action time 0~2000 250 11 P.oFF Power off Display Power off Wait for power supply to resume.
145 [ Anti - nest straight line action time Anti - nest straight line action time 0~500 50 II Note:
146 Time delay of starting and cutting head Time delay of starting and cutting head 0~2000 900 11 1. Sewing abnormal action (speed electromagnet work abnormal) : in the control interface view model is correct;
147 operation time of starting and tangential Operation time of starting and tangential head 0~2000 500 - 2. Turn up E501 fault when: sure it is normal to switch detection, temporary use can change the P-28 parameters;

head

If the above parameters are inconsistent with the actual parameters, the actual parameters shall prevail

-1-

3. If the above according to check the project cannot rule out fault, please seek technical support.
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