HIL989S4 Instructions v1.0

1. Safety instruction

5. System Parameter Table:

. : The
Please read the operation manual and related sewing machinery datasheet carefully before correct use. Project Content §ettmg SFle defaﬁlt Level
1.1 (1) Power voltage and frequence: please refer to motor and control box nameplate. - ange pitch value
(2) Interference from electromagnetic wave:please keep far away strong magnetic or high radiation environment in order P-01 Sewing speed Set sewing speed 200~2500(rpm) 100 2200 I
to avoid obstructions and make to misoperation. P-02 Soft-start function 1~9:  Soft start stitches 0~9 1 2 1
(3) Grounding: to avoid the noise obstructions or leakage of electricity accident(inculding sewing machine,motor,control P-04 Fixed-length seam sewing speed Set fixed-length seam sewing speed 200~2500(rpm) 100 2200 1
box and positioner) . ) . P-06 Zero pitch correction value ngi‘g%lﬁctﬁeﬁd;grglmh 1s set to Omm, fine the value so that the actual sewing 50~150 1 100 I
1.2 Please make sure power off at least Imin and then can open control box cover, because there are dangerous high voltage. — - - ‘Magnification posifive sewing distance
1.3 Please tum off the power while repairing or wearing needle in order to protect operater’ s safty. P-07 Positive needle distance correction value (Sewing needle fixed distance 50~150(%) ! 94 I
i i B Enlarge reverse stitches Distance Scale
14 A Used where potential dangers exist. P-08 Anti-needle distance correction value (Sewﬁw needls fixed distance) 50~150(%) 1 105 11
P-09 Back stitch speed limitation can keep needle from breaking while backstitching 500~1500(rpm) 50 800 1
A . . . 0:Set the number of stitches to set the value
Used where high voltage and electric danger exist. o P10 | Set the length of the stitch from the set | When the length is set to self-made, the number js the number of the pattern, 0/1 1 1 1
1. 5Product warranty period of one year on condition that this machine is operated correctly and no man-made damage. that is, the total number of stitches is the number of stitches x set the value
2. Operation box use P-12 The contact position when the lifting foot is | e contact position when the lifting foot is lifted 0~100 1 39 1
p— = P-13 Né‘:,’;‘l‘?;‘l"‘gn};%g}%[ of presser foot Tifting Setting Maximum height of presser foot lifting after trimming 0~100 1 60 I
front m ?Jifﬁéiﬁﬁ g;‘;‘;;g | ront double P-14 Speed of presser foot lifting (valid stepping) | Stepping speed of presser foot lifting 20~500(rpm) 10 400 il
ing-sewing Speed of vali ; N - ~
Reinforcing-sewing Reinforcing-sewing /front Four solid Rei Jurn off P-15 peed OF presser foot releasing - Cvalid T gyepping speed of presser foot releasing 20~500(rpm) 10 400 I
ok circulation: back P-16 Loose wire electromagnet duty cycle Separate positions when lifting and pressing the foot 0~100 1 41 11
ac - . . Cutting line for electromagnet:
Reinforcing-sewing M Re!nforcgng-sewgng/back double . her% the shear line loosge line duty ratio (too small will affect the shear line
R /back Four solid ing /turn off P-17 Cut and loosen duty cycle egcﬁoma nel‘_suc ion strength) 0~100 1 50 11
utting line for step:
Fixed ttern k ="!‘"':" After this function is enabled, the front and rear fixed can b ding to the self-cditi Lotse fhe cforts to adiust the light
ixed seam pattern key er this function is enabled, the front and rear fixed seams can be sewn according to the self-editing pattern Front reinforeing-sewing stting after the Tmmediatcly aftcr the end of front reimorGIE-SeWing, slﬁ) on the cuting Tine
Contimion Remforing: P-18 front fixed joint 1% connected x;}ill%‘lj)tleme function setting of back reinforcing-sewing 0: unavailable ™ 1: 0/1 1 0 1
sewing m circulation:w sewing Free seam P-19 Solid after before sewing stop 0: unavailable 1: available i i 0/1 1 0 1
0wt P-20 Function selection of machine head button gimi".f.'gﬁﬁnl: Manual thread cutting while standby 2: Manual presser foot 0/1/2 1 0 I
Scissors function key
% Scissors function on and off P-21 soft start speed 1 speed of the 1 st needle of soft start 100~3000(rpm) 50 400 1
P-22 soft start speed 2 speed of the 2 nd needle of soft start 100~3000(rpm) 50 1000 1
P-23 soft start speed 3 speed of the 3 rd~9 th needle of soft start 100~3000(rpm) 50 1500 1
Stop needle selection key P Toot soft I 3 Setti 9 2
. Ve fting t tect da i
3 8 Up and down needle selection key P24 ﬁ{ﬁziiegnoo soft lowering sseelgg o protect damaged the fabric to slow down the presser foot Jowering 01 1 1 1
P-25 Presser foot lift function 0: unavailable 1: available 0/172 1 1 1
N i essi increase si e dis /i ic: i imple free i i Setting the function of over thickness
The speed and key %;% Spccd} up. Keeping pressing to increase speed, the display will automatically switch to speed set. Simple seam, free seam P-26 Function of over thickness 5 ungavailah]c 0 of over thic o1 1 0 1
effective. P27 Power on and positionin. The function setting of automatically finding the needle position when the power 01 1 0 I
- - - - - Pos g ison 0: unavailable 1: available
The speed reduction key Spccd} down. Keeping pressing to lower speed, the display will automatically switch to speed set. Simple seam, free seam - N - - Setting of si na! mode oflum/lifl_ switch of
effective. P-28 signal mode for turn/lift switch ??chl;pdc hea tO. t:;]ways open 1:always close 0/1/2 1 0 1
:forbid a protection
Presser foot function ™ Foot presser function cycle: middle stop lifting foot/cutting line after lifting foot/middle stop cutting line after lifting P-29 Presser foot soft lowering time To set presser foot soft lowering time The longer time the lower speed of the 10~500 (ms) 5 110 Ji
cycle key foot/closing P-30 Baseline count enable B ilable 1: available 0/1 1 0 1
1. Enter the level of different parameters (parameters are divided into 3) sewing set interface under short pross P info the P31 Baseline initial value setting Baseline initial value setting 200~4000 20 1600 1
Parameters setting ke P parameter interface,  the level for the I parameter display parameter list. Long press the "P" button in the sewing setting P-33 Front seam ABA mode selection 0: The front seam is sewn in a V-shape; I: The front seam is sewn in an N-shape: 0/1 1 0 Il
o Y interface to enter the "password input interface". After entering the correct maintenance password, press the "P" button to P-34 Standard joint speed mode selection Select 0 atic for standard joint speed mode: 1 pedal control 0/1 1 0 11
\ . P35 multiple ratio of counting by piece Setting of multiple ratio of counting by piece 0~50 1 0 1
enter the "parameters interface". At this time, the of level I and II in the list are displayed 53 S oAl or :
— — - - - - etting initial value of counting by piece Setting initial value of counting by piece 0~1000 5 100 1
dentify key S 1) 1denf1fy key (2) for the belt clip line .funcuofn model, the strength of long press this button to display the thread clamp, P37 Time of thread wiper Time of thread wiper 0-800 (ms) 10 20 T
LCD display "[_7]"), press the key again to exit P38 Setting function of choosing counting by 0: add 1: subtract 0/1 1 0 1
—— - piece : :
Left or right key < > 1. Under normal sewing interface display around several switch P-39 cut of the power before presser foot soft drop cut of the power before presser foot soft drop 0~50 1 8 11
2. Figure shows around several switch gap setting P-40 Thread release function by lifting the presser [ Tjread release function by lifting the presser foot 0~10 1 0 1
— foot Y g the pi
Under normal sewing interface P-41 Low speed The lowest speed of pedal 100~500(rpm) 10 200 1
1. Adjust the stitch size p-42 Pedal curve selection Pedall s{:_eed adjustment 0: normal 1: Slow acceleration 2: Quick 0/1/2 1 1 I
add-substract key + = 2. According to several numerical and subtract (S key seam free mode into the display number segment) accereration
3. The parameter value plus or minus P-44 thread-cutting speed thread-ctln%ng speed _ _ 100~500(rpm) 10 300 1
4. Pattern edit value add and subtract P-45 Back-tracking speed limit function Eﬁ;}giﬂé‘;’fﬁ%ﬁ%qﬂ;g}:g% fﬂgl{yrcvcm reverse sewing needle breakage 0:1: 0/1/2 1 0 1
- Circulation: multiple seams/free seams P-46 presser fool_ lifting delays sewin; delay with presser foot lowered 0~800(ms) 10 0 Ji
A seam Able to set several sections of several stitches, each section can set a range of 0 ~ 99 stitches P-47 When running, the knee presses the foot to ‘When running, the knee presses the foot to judge the speed 200~1000(rpm 50 500 11
2 iudge the speed & P Judg P Ip
Ciroulation: multin T P-48 ‘When running the knee is raised by the foot ‘When running the knee is raised by the foot 0~100 1 0 11
Several scams l L AL'IC“!“ “"l‘- mu ‘:’ < Steams ;ee 5“'"1‘5 e et 009 sitch P-49 Press foot holding time _ _ Lift the pressure foot after holding time to force off 1~60(s) 1 8 Il
Pis e to set several sections of several stitches, each section can set a range of 0 ~ 99 stitches P-50 ﬁ‘lllllpr:;g time of total pressure of presser foot output time of total pressure of presser foot lifting 0~800(ms) 10 120 11
. Ci ion: i- i - stii output duty cycle of presser foot Iiftin, output duty cycle of presser foot Iiftin,
Section stitch pattern nem irculation: multi - section self - stiich/free siich ) ) . P-51 | folfime df Dresser oot lifting o ol time of dresser oot liftne 0~100 1 40 i
N . — Able to set several sections of number sewing, each section can set the range of 0 ~ 99 stitches, each section of stitch length . . . . . . . .
self-knitting mode pattern can be knitting P-53 Starting reinforcing-sewing speed starting reinforcing-sewing speed 100~1500(rpm) 50 1000 I
Trigger function key 1. Effective (on/off) in fixed-length seam mode ({ tion seam, multi-section seam, multi-section seam self-knitting P54 Setgvrﬂ&g I oneatmne g clockwise Starting reinforcing-sewing clockwise sewing compensation 80~120 ! 98 !
@ pattern) P55 Starting reinforcing-sewing anti-clockwise | gparting reinforci ing anti-clockwise sewin 80~120 1 100 I
Settings . sewing compensation g
2. W seam mode _Open automatically © . . v . ‘
Motor Angle 1. Debug mode shortcut key in free seam mode (long press for more than 3 seconds) P-56 ending reinforcing-sewing speed ending reinforcing-sewing speed 100~1500(pm) 30 1000 !
adjustment/trial teaching T P-57 l?ndl_ng reinforcing-sewing speedclockwise ending dclockwise sewing 80~120 1 100 1
function 2. In fixed-length seam mode, try teaching mode (press for longer than 1 second) ECn\’EIlll;E Teinforcing-sewing speedanti
P-58 e e oo g speedanti- Ending reinforcing-sewing speedanti-clockwise sewing compensation 80~120 1 98 1
Thread clamp function _,J([ Thread clamp function on and off. Electronic tension is enabled after open it P-59 Continuous reinforcing-sewing speed Continuous reinforcing-sewing speed 100~1500(rpm) 50 1500 I
5 - 0: _The software has speed limited 1: No speedlimited
P-60 Bartack stitch cancel speed limit h§ "l;lh)e stitch length mapy be unstable when sullgh length is large and the speed is 0/1 1 0 I
ig]
Anti-nest function Anti-nest function on and off,is suitable for the machine with Anti-nest equipment P61 A switch to cancel the angle limit when 2‘ ag‘g‘,}g“‘e"‘c stitch length within the limiting angle 1: Vhange stitch length ol : 0 i
change stitch length (1 Stich length may not coincide,or the needle may break )
Close stitch function L,.l Close stitch function on and off. After opening,add one more stitch,Enhance the reinforcing-sewing effect and reduce the P62 Pedal travel upon start %?g@élpr%ﬁgf&'é‘fg%‘eﬁffm pedal 10~50(0.1 %) 1 20 i
thread - -
P-63 Pedal travel upon acceleration g—fg@lﬁﬁg{ﬁ,‘é \:g?:‘xcs&ﬂx;‘lna;%%lﬁmuon 10~100(0.1 %) 1 40 il
Three - segment mode Short press to switch one-stitch sewing/multi-stitch sewing/free sewing ’ i 5 Pedal position at highest rotating speed Travel 2
switching P-64 Pedal travel at highest rotation speed relative to medium pedal 10~150(0.1 £) 1 110 I
P-65 Pedal travel upon presser foot lift g—fg@lﬁﬁg{ﬁ,‘é ‘I’g?‘f“c%fﬂf",} ggdal -100~-10(0.1 ) 1 -30 il
Reset setting Under standby interface, long press the Reset button for 1.5 seconds Pedal travel 1 upon thread Pedal position upon start trimming without presser foot function y
P-67 trimming P vaclprc]ativc k?mcdium pedal € P -100~-10(0.1 ) ! -30 1
Pedal position upon start thread trimming with presser
Pedal travel 2 upon thread post Ip¢ g P .
X X P-68 edal t P foot funct -100~-10(0. -
special sewing t.-‘] special reinforcing-sewing trimming 'Igrgvc?rr‘glzl\‘t’ir:/c to medium pedal 100-100.1 ) ! 60 !
~ -/ P-69 Down needle ing position To adiust down needle position 0~240 1 175 T
- j . 0: Disabled 1: Reverse needle raising after trimming 2: presser foot is drop then
3 Notw: This key pattern is adopted by the standard graph, and the actual graph is mainly pasted on the film. The table is for reference only. P-70 Reverse needle lift function ﬁﬂ?ﬁﬁgﬁ?&{ﬁ“éﬂlﬂﬂg after trimming 3: Reverse needle ralsmgpaﬂer 0/1/2/3 1 2 I
. Mode Settings ;i
g T Nl P-71 Reversal of needle lift angle Reversal of needle lift angle 260~360(J%) 1 326 1
Debug mode: After entering the normal sewing mode, press the right side 4 seconds “ ", enter debug mode.If you want this pattern to return to normal mode, press “ - 7 o7 Thread ol had éd'.isl [{._e thread clamp strength size
key to exit into normal mode - read clamp strength adjustment -5 "I%r;%b]mgbﬁ;m Is invali 0~9 1 7 1
Stitch length Adiustment Mode: After entering sewing mode normally, long press* T ”3seconds. Entering debug mode, press® o =, switeh to P73 Thread press%ng actuation angle Thread p'ess%"g actuation angle 100450(,:{) 3 100 L
. . i . P-74 Thread pressing release angle Thread pressing release angle 160~300(}%) 5 270 1
parameter P-6, press * then the mcahine can be zero position correction,switch to parameter P-7, press ™ can correct the go-stitch lemgth: switch to parameter P- P-75 Needle position adjustment Needle position adjustment 0~240 1 155 1
. . . P-77 d stitch function setting 0: unavailable 1: available 0/1 1 0 1
8, press ™ can correct the reverse-stitch length, all the corrections are savec to exit by press . P78 Condensed stitch mode setting 1: bCl<]>se stitchdon fl'a" sewing 2: Close stitch on end-sewing 3: Close stitch 1/2/3 1 2 11
. « » . “p79” will di “yr wym o wgn « - “ o th start nad end sewing
Restore Factory settings: ' ong press enter parameter interface, enter “P79” will displays “0” , Press “+-” to “8” , press S display “no” , Then press P-79 Teturn to factory-set 3303331' e 5/3: Restore factory. 0~15 1 0 1
“+-7 to “yes” , press ¢ ” o P-80 highest speed of sewing highest speed of sewing 300~3000(rpm) 100 2500 1T
Pattern editing settings interface: After ~rtering the normal sewing mode, press the “ < - Key for 2 seconds, screen display “dl” , press “+-” toggle the d1-d9 II:':; _I;eqTII?DEEd geflﬁlsfév:e]dfpen;enmv - 141021000 P oTe o 150(:;)1(()]05‘“ ]l() 180 IIIII
. N X R . . X . i - rial time : The trial function is invalid 10~1000: Power-on trial time ~ /I
pattern, Select the pattern to be set Press to enter the setting, screendisplay “1 3.0 01” , In this case, the number of stitches and the stitch length of the first stage can P-83 Strength function Try if the needle can't penetrate the cloth. 0: invalid; 1~15: intensity adj 3 0~13 1 0 Il
be carried outln this case, the number of stitches and the stitch length of the first stage can be carried out, Press left or right to select the item to be set; The first paragraph is set up, P-84 Function of cutting line and adding force Effective when the cutting wire is an electromagnet; 0: invalid; 1~15: intensity 0~15 1 0 it
Press left or right to switch to the left, the number flashes, Press the plus or minus key to switch t~ ~ther segments settings, If the current number of stitches is 7=, the next setting P-85 Trimming angle Trimming angle setting 100~200 2 174 1
can not be made; Afier all the needle distance and frame count settings are comnlete, press the  “ *> 7 key to save and return to the "d1" screen, Pressthe “ * 7 key to exit P-86 Trimming force angle Trimming force angle setting 200~300 2 260 1
. - ; I, § . e P e § P-87 Trimming release angle Thread trimmer release angle setting 300~360 2 340 111
without saving. If you want this pattern to return to normal mode, press key to exit into normal mode. P88 Toose line suction Angle Loose line suction Angle 0~3% 5 180 T
P-89 Loose line release Angle Loose line release Angle 0~3 2 350 11
4. Error codes P-90 | Language selection setting Setting of 1 0: twumoff 1: Chinese 7 English 02 1 1 il
Error Code Contents Possible reasons Checking and treatment P-91 Change pitch splcclion Change pitch selection 0:Changes Allowed 1:Allowed to change 0~1 1 0 1T
Felocti ine plug is well 4 P-92 Pedal presser foot lift confirm time Pedal presser foot lift confirm time 10~300(ms) 10 80 10
Eol1 Motor sianal M » tenal fail !f 6160"‘_10 engine plug ;de ?Omgcl‘? s been brok P-93 The neutral position of the pedal Trimming the neutral position of the pedal -15~15(0.1 %) 1 0 1T
otor signal error otor position sensor signal failure if electric engine signal detecting device has been broken; . . . Anti-nest function selection: 0: hread clamp type 1: Anti-nexttype 2:
E012 e h . X E : P type extiype 2
if sewing machine handwheel correctly installed. P-95 Anti-nest function selection thread wiper type 0172 ! 0 1
i B is we X P-100 Knee bv function setting Knee by function setting: 0: ilable 1: available 071 1 0 1T
If electric engine plug is well contacted: —
. . . - The voltage at the zero position of the knee - N e - o
E021 motor stall if machine head or thread-cutting mechanism has been P-101 The voltage at zero position of knee by’s presser foot (Unit:0.01V) 0~500 5 115 i
E023 Motor overload load . Ny S sensor 8 P Y'S Pl
motor overloa blockgd cor.nplelely,frr‘la\eqals are too thick; 102 Knee sensor’s voltage of maximun travel Ko w0 s voltaze of i — — — N
Electrical signal detection signal whether the normal. - distance nee sendor’s voltage of maximun stravel distance (unit:0.01V 0~500 5 170 !
. Current detection abnormal Current detection loop system is working P-103 Line tension / loose line function switch 0":Line tension control o1 1 | I
Etot Hardware drivers fault Driving hardware error properly:Whether the damage to the device driver. ’ (1) :Ordmagl lbx;oslc l"éc clct};‘tmmadg]ncl cudnnol — —
1 High input voltage System into line voltage is too high; P-104 Pattern stop function enable o, stiiches top the needle need to go through the current number of o/1 1 0 11
E112 Voltage too high Brake circuit f.ault Braking resistance are Woﬂf!ng. properly; . P-105 Presser foot height sensor function setting Presser foot height sensor function setting 0: _unavailable T: available 0/1 1 1 1T
Voltage detection error System voltage detection circuit are working properly. . The voltage adjustment at zero position of The voltage adjustment at zerg position of presser foot height sensor(unit0.0Tv)
P-106 foot heteht ( oot drop.feed do 19 under the fabje> < 0~250 1 215 I
E121 Voltage t0o low Actual low voltage If the voltage on the inlet wire is too low Whether the Dresser 0oL AClalt sensor Prose oo R Sensor s SolTags St O SVerickAess detection
E122 8 Voltage detection is wrong system voltage detection circuit the normal work. P-107 | Overthickness detection sensitivity setting | Unitmy) _(Relative to the zero position voltage) i 0-500 5 100 i
E131 Current circuit fault Current detection abnormal Current detection loop system is working properly. P-108 Wire trimming full voltage duty cycle Tl},‘“e%djrl‘r)‘mmmg full pressure duty cycle (buffering when the presser foot is 50~100 1 100 1
E133 Oz circuit fault Oz circuit fault Oz circuit system is working properly. P-109 :fxdj\ljslu‘_n‘{:nl of el for 'or::g: JB men( of el for presser foot lifiting (Cushion when press 50~100 1 9 i
- — er foot lifiting oot is absorbe
E134 DBFLT malfunction Automatic resistance circuit failure Brake resistor plug is in good contact P-110 i and tension control ncrease tension when sewing thick material 0~10 1 0 Il
Brake is damaged P-111 Overthickness sewing speed Limit speed of overthickne: 500~3000(rpm) 50 1500 Il
e svstem is ing 5 O i stitch offset 3ii O stitch offset deals ~ ¥
201 over current Current detection error Current detection loop system is working properly P-112 er stitch offse or Stitch offSet deals — : 50-150(%) 1 120 il
Electrical signal is normal. . Needle compensate stitch length mode0: Invaild:vaild (press P114 to set stitch
X L P-113 Needle compensate stitch length mode 01 1 0 1
E211 ) . . If electric engine plug is well contacted length)
212 Abnormal motor operation Current or voltage detection error If electric engino sienal Needle compensaig stitch fength setting
cectric engine Signa P-114 Needle compensate stitch length setting Parameter range of Stitch length 10mm type(L.0mm~10.0mm) 10~100mm 2 80 1
E301 Communication error Sci circuit error if operation box plug is well contacted; 7 T T
if operation box components are damaged. P-115 Reverse sewing button function setting g: 2‘%?2%°siwih"é"+l%’L‘é‘!&%‘& 2: reverse sewing 0~3 1 0 I
E302 Operation inner failure Sci circuit error check whether the operating box is damaged. P-116 fill needle button function setting v m:{‘x&}g - llz“s\sml 2: reverse sewing 0~3 1 2 1
E303 SPI Communication breakdown Sci circuit error check whether the main control board is damaged. D117 Dense necdle pitch setting Tcad button stitch sttch w_b 30~130 T 08 T
304 HMI From the main chip Sei circuit error eck whethor the operating box fs damaed P-118__|_Number of stitches for dense stitch sewing__|_Number of stitches for dense stitch sewing =10 1 1 il
> ication failure C1 ereult erro check whether the operating box 15 damaged. P-119 Pitch setting for dense stitch sewing Pitch setting for dense stitch sewing 50~150 1 108 i
E402 Pedal ID fault Pedal verification fault Pedal is loosen. PR
Tho hedal i< damased or Tt 15 not wnder ston wtate who P-121 | Start trimming angle of Paragraph 1 Start trimming angle of Paragraph 1 200~300 2 230 1l
E403 Pedal zero position fault The pedal zero position over range © pedatis damaged oritis not under stop state when
correction P-122 Paragraph 1 stroke of trimming Paragraph 1 stroke of trimming 0~100 1 4 1
501 Safety switch fault Safety switch cffective Put down the head or check tumed up switch. 53 St g angle o Paraaraph 2 Start timming anglc of Paragraph 2 350360 5 0 T
E502 Fucl fault alarm Fucl fault alarm Add oil Tips _ _ _ P-124 Paragraph 2 stroke of trimming Paragraph 2 stroke of trimming 0~100 1 30 1
E601 Hardware drivers fault Feed motor STEP2 hardware overcurrent g:n":':z “1:(‘;&:5:\/]‘:0%;{:[:‘“ is working properly; Whether the P-125 E:aﬁm_? nd trimming - during fixed-length T 9. "invaild 1. vaild 0/1 1 0 1
T S Py T Ry L W e P-126 | loose thread enable when start sewing 0. invaild I: vaild 0] ] T i
E602 Hardware drivers fault Feed motor STEP2 software overcurrent urrent cefection [00p system Is working properly; Whether the P-127 Delay before start-sewing loose thread Delay before start-sewing loose thread 0~1000 10 100 il
damage to the device driver p-12§ | Action time of Toose thread when S@ri-"|™ s ciion time of loose thread when start-sewin 0-1000 10 200 i
E603 Hardwz - L Current detection loop system is working properly; Whether the SEWIng. - - - - o o -
2603 ardware drivers fault Feed motor STEP2 Current detection circuit damage to the device driver. P-129 Display backlight brightness Setting Display backlight brightness Setting 0~10 1 S 1
T e B By - P135 | Midway reverse function selection 0; unavailable 1: available 0~1 I 0 T
E604 Motor signal error eec motor © imitial mechanica Feed motor connector is a good contact P136 1 The number of midway stitchset Pin setting 1~50 1 4 L
angle P137 Seam midway down the number of times Set ti 1~10 1 1
- back and forth set ot times i !
. Feed motor STEP2 at the start, Encoder or Feed motor connector is a good contact - - -
E605 Motor  signal error . . Maximum needle distance setting
rotor stuck Machmedry is stucll< P150 Maximum stitch length setting stitch length 10mm model parameter scale (1.0mm~10.0mm) 10~100mm 1 80 i
5 o e . - PR Current detection loop system is working properly; Whether the
E606 Hardware drivers fault Feed motor STEP2 Motor winding circuit damage to the device driver. P-151 First off-line prevented stitch length 0.invaild _I.vaild 0~1 1 0 I
————— - ~ - - - - e 1. . Stitch length setting
E607 Hardware drivers fault g:zs{s:‘::;: trimming motor STEP1 hardware ;_;::n; ?jl;;ng:vlizgzji{/s:m is working properly;Whether the P-152 First off-line prevented stitch length setting Parameter range (1.0mm-~5.0mm) 10~50 1 40 I
- _ s inching > setting 0: Invalid I: valid (Press once valid ,press again cancel, such as close sewing, -
E608 Hardwz e Presser foot trimming motor STEP1 software Current detection loop system is working properly; Whether the P-153 Head ‘button inching mode sctting - OveL s, Dresser foot) 0-1 ! 0 1
ardware drivers fault overcurrent damage to the device driver. P-154 Machine head reverse button type selection 0: normal switch 1: travel switch 0~1 1 1 T
= : : 0:, Needle bar light off I~5: ~ Adjust the brightness of needle bar lamp of 5 gears
609 Hardware drivers foult Presser foot trimming motor STEP1 Current Current detection loop system is working properly;Whether the P-155 | Needle bar lamp brightness setting (HIMT control 071/2)3/4/5/0stwiteh) ¢ pol>gean 05 ! 5 1
detection circuit damage to the device driver. P-158 | ghe setting of the number of stitches after | e setting of the number of stitches after the close stitch 1~10 1 2 1l
. Presser foot trimming motor STEP1 The initial o S . - N
E610 Motor  signal error ical angle Presser foot trimming motor connector is a good contact P-159 Back dense stitch setting Back dense stitch setting 50~150 1 107 I
E611 Motor  signal error Presser foot trimming motor STEP1 at Presser foot trimming motor connector is a good contact Machinery is P-161 1/2 stitch setting 0: Back stitch 1: Close stitch 2: 1/2 patch stitch 0~2 1 0 1l
thestart, Encoder or rotor stuck stuck _ v v P-162 | 1/4 stitch setting 0: Back stitch 1: Close stitch 2: 1/4 patch stitch 02 1 0 i
. N Presser foot trimming motor STEP1 Motor Current detection loop system is working properly; Whether the — - - — - - -
E612 Hardware drivers fault winding circuit damage to the device dri P-165 Adjusting the starting angle of the variable Adjusting the starting angle of the variable stitch length at the start of the 0~100 1 0 I
Fd ; e to the device driver. = stitch length at the start of the presser foot presser foot
. . ‘eed motor connector is a good contact - - - -
i - g th sser fc h ang]. o st < anol -
E613 Hardware drivers fault ;l;l;zrf:z:icll:mmr STEP2 is running ,Encoder or Current detection loop system is working properly;Whether the P-169 Setting the presser foot standby stitch angle Szttm:];h]e ;;r]esse[r foc:!. standby stitch angle 0~100 1 30 I
damage to the device driver. P-170 Compensate system enablement by speed :] ’ Pl 7]:P] ;g In\"d]!j parameter 0~1 1 1 I
The Presser foot trimming motor STEP is Feed motor connector is a good contact i i i e o sowin
E614 Hardware drivers fault e noer o mmfsmck Current detection loop system is working properly;Whether the P-171 Speed clockwise sewing compensation Speed clockwise sewing compensate system 50~150 1 85 1
g], — damage to the device driver. P-172 Speed anti-clockwise sewing Speed anti-clockwise sewing system 50~150 1 78 1
Open loop module error wTR— —— - — — - —
E615 Open loop stepper error Open loop stepper zero position error(With Driving device damage or not. P-173 Stdmng.temfm.cmg-sew ng s}?eed Speed Clockwise sewing compensation coefficient 30~150 1 90 I
. L Clockwise sewing ion
zero position function) Starti inforci n AN Spoed Anti-clockwi - m icient 50~150
" arting reinforcing-sewing speed Anti- eed Anti-clockwise sewing compensation icien ~
P.oFF Power off Display Power off ‘Wait for power supply to resume. P-174 clockvsﬁse sewing € < o P wing compensation cocticlc 1 90 !
EvAL Trial expired Trial expired Contact the dealer processing P-175 ending reinforcing-sewing speed Clockwise Speed Clockwise sewing compensation coefficient 50~150 1 100 I
L.bob The bottom line tips The bottom line count value is negative After replacing the bottom line, press P to cancel the Alert Status sewing i
s B ” . am" ding reinforcing-sewing speed Anti- Speed Anti-clockwis ing sati ffici ~1
Pbob Remind of counting by piece The number of counting is 0 Press S key to enter the interface, and long press "front seam" button P-176 e;‘ 'l'(‘é _'e'"‘ oreing-sewing speed Antt peed Anti-clockwise sewing compensation coefficient 50~150 1 100 o
for more than 2 seconds to cancel the prompt state clockwise sewing
P-150 Compensate system enablement by stitch =0, P181~P200 Invalid parameter
- length =1, P181~P200 Invalid parameter 0~1 1 1 I
2
P-181 Imm Clockwise sewing compensation Imm Clockwise sewing compensation coefficient 50~150 1 100 it
P-182 1mm Anti-clockwise sewing compensation Imm Anti-clockwise sewing compensation coefficient 50~150 1 100 it
P-183 2mm Clockwise sewing compensation 2mm Clockwise sewing compensation coefficient 50~150 1 100 11
- cwing o g
P-184 2mm Anti-clockwise sewin p ion 2mm Anti-clockwise sewing compensation coefficient 50~150 1 100 11
P-185 3mm Clockwise sewing compensation 3mm Clockwise sewing compensation coefficient 50~150 1 92 11
186 3mm Anti-clockwise sowing ion 3mm Anti-clockwise sewing compensation cocficient 50-150 ] 104 m
P-187 4mm Clockwise sewing compensation 4mm Clockwise sewing compensation coefficient 50~150 1 96 11
188 mm Anticlockwise sewing — Fmm Anti-clockwise sewing compensation cocficient 50-150 ] 103 m
P-189 5mm Clockwise sewing compensation Smm Clockwise sewing compensation cocfficient 50~150 1 98 1
P-190 Smm Anti-clockwise sewing fon Smm Anti-clockwise sewing compensation coefficient 50~150 1 100 il
P-191 6mm Clockwise sewing compensation 6mm Clockwise sewing compensation coefficient 50~150 1 98 11
P-192 6mm Anti-clockwise sewing compensation 6mm Anti-clockwise sewing compensation coefficient 50~150 1 100 11
g
P-193 7mm Clockwise sewing compensation 7mm Clockwise sewing compensation coefficient 50~150 1 100 il
P-194 7mm Anti-clockwise sewing ion 7mm Anti-clockwise sewing compensation coefficient 50~150 1 100 1
P-195 8mm Clockwise sewing compensation 8mm Clockwise sewing compensation coefficient 50~150 1 100 11
P-196 8mm Anti-clockwise sewing fon 8mm Anti-clockwise sewing compensation coefficient 50—150 1 98 i
P-197 9mm Clockwise sewing compensation 9mm Clockwise sewing compensation coefficient 50~150 1 100 1
P-198 9mm Anti-clockwise sewing compensation 9mm Anti-clockwise sewing compensation coefficient 50~150 1 100 11
P-199 10mm Clockwise sewing compensation 10mm Clockwise sewing compensation coefficient 50~150 1 100 11
P-200 10mm Anti-clockwise sewing ion 10mm Anti-clockwise sewing ion coefficient 50~150 1 100 11
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	1. Safety instruction
	Please read the operation manual and related sewing machinery datasheet carefully before correct use. 1.1 (1) Power voltage and frequence: please refer to motor and control box nameplate. (2) Interference from electromagnetic wave:please keep far away...

