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integral manual

Sunstar version V1.1

1. Safety instruction ] Applicable ] The
Please read the operation manual and related sewing machinery datasheet carefully before correct use. No Project Content models Setting range default | Level
1.1 (1) Power voltage and frequence: please refer to motor and control box nameplate. . : — = - - = value
(2) Interference from electromagnetic wave:please keep far away strong magnetic or high radiation environment in order to avoid 62 | Pedal travel upon start Pedal position upon start Travel relative to medium pedal 10~50(0.1° ) 25 5
obstructions and make to misoperation. 63 Pedal travel upon acceleration Pedal position upon start acceleration Travel relative to medium pedal 10~100(0.1° ) 50 11
1(%)1 Griunding: to avoid the noise obstructions or leakage of electricity accident(inculding sewing machine, motor, control box and 64 | Pedal travel at highest rotation speed g:j:i position at highest rotating speed Travel relative to medium 10~150(0.1° ) 110 1
positioner.
1.2 Please make sure power off at least Imin and then can open control box cover, because there are dangerous high voltage. 65 | Pedal travel upon presser foot 1ift Pedal position upon pedal lift Travel relative to medium pedal -100~-10(0. 1° ) -30 11
1.3 Please turn off the power while repal'rlng or wearing needle in order to protect operater’ s safty. 66 Pedal travel upon presser foot lowering ?efi%lltraiél from presds_er foo;., llowermg position to neutral position | All 5~50(0.1° ) 10 1
1.4 & Used where potential dangers exist. 1)r:1“T relative to medium pedal — - - _
. o ; ; P edal position upon start trimming without presser foot function _ e o e
A Used where high voltage and electric danger exist. 67 Pedal travel 1 upon thread trimming Travel relative to medium pedal 100~-10(0.1° ) 30 11
1.5 Product warranty period of one year on condition that this machine is operated correctly and no man-made damage. 68 Pedal travel 2 upon tread trimming Pedal position upon start thread trimming with presser foot function ~100~-10(0.1° ) 60 1
Travel relative to medium pedal
2. System parameter tab]_e: 69 Down needle positioning position To adjust down needle position All 120~240 177 1
2520A: Integrated sewing (thin material) 2520B: Integrated sewing (roll seam welder) ;(1) Eeverselneidle [lﬁﬁlil‘:“m? 2: u“araliabledi 1j,fivallible ﬁﬁ 8/1450 go i
. . eversal of needle lift angle eversal of needle lift angle ~
2520BL: Integrated sewing (roll seam welder The larger the needle distance) - £ Adjust the thread clamp stfength Sizo
72 Thread clamp strength adjustment 0: Clip line function is invalid 1°9: Three Intensity Adjustment All 0~9 7 I
The 73 Thread pressing actuation angle Thread pressing actuation angle All 10~150° 100 T
No Project Content Appl(lichle Setting range default Level 74 Thread pressing release angle Thread pressing release angle All 160~300° 270 I
HOCESS value 75 Needle position adjustment Needle position adjustment All 0~240° 105 1
2520A 200~5000 4000 5: restore the current level factory parameters
1 Sewing speed Set sewing speed 55208 2004000 3000 I 79 return to factory-set parameter 8: restore the current level and sewing factory parameter set All 0~15 0 1
&SP &SP 2E00BL 500 ~3500 2800 According to S button, select yes, then press the S key execution
- - = - . . . . 2520A 300~5000spm 4000
2 | Soft—start function 0: No soft-start function 1°9: Soft start stitches All 0~9 1 1 80 [ highest speed of sewing highest speed of sewing 2520B 2520BL | 300~5000spm 3000 I
3 Ornamental bartacks 0: Invalid 1: Effective gé;OA 55508 géé 1000 2000 ! 83 Aggravating function 0: invalid; 1715 strength regulation All 0~15 0 11
4 Fixed-length seam sewing speed Set fixed-length seam sewing speed 5520BL. 500 3500rpm 5500 1 85 Suction angle of shear line To set suction angle of shear line All 150~200 175 11
- rpm 86 Power angle of shear line To set power angle of shear line All 200~300 260 11
2 Simple sewing mode Settings 0: invalid 1: effectively ALL 0/1 0 L 87 Release angle of shear line To set release angle of shear line All 300~360 340 11
9 Back stitch speed limitation can keep needle from breaking while backstitching All 500~ 1500rpm 800 1 02 Pedal prosser foot Lift confirm fime Pedal prosser foot 1ift confirm time NN 10=300ms 30 I
19 { Solid after before sewing stop 0: unavalléble 1 available ALl 0/1 0 L 93 The neutral position of the pedal Trimming the neutral position of the pedal All -15~15(0. 1) 0 11
. . . . Reverse sewing swn(.:h mode . . 95 dial line / clip line Type selection Type selection; 0: dial line 1: clip line All 0~1 0 11
20 Setting of reverse sewing switch function 0: Only reverse sewing 1: Reverse sewing and fill needle All 0/1/2 0 I
2: Only reverse sewing, standby without operating 3 Operation bOX
21 | soft start speed 1 speed of the 1° needle of soft start All 100~3000rpm 400 1 - -
22 | soft start speed 2 speed of the 2" needle of soft start All 100~3000rpm 1000 1 Fun(_:tlon Button Described
23 | soft start speed 3 speed of the 39" needle of soft start All 100~3000rpm 1500 1 Ste_irT;lng» B . ‘e starti Cforcing—sewing 2 ti . dr
24 | Presser foot soft lowering function 0: unavailable 1: available All 0/1 0 1 Z:\ivrilngrclng Xecute starting reiniorcing-sewing imes, to and fro.
25 | Presser foot lift function 0: unavailable 1: available All 0/1 1 1 ending
27 Power on and positioning 0: unavailable 1: available All 0/1 0 ! reinforcing— Execute ending reinforcing—sewing 2 times, to and fro.
28 signal mode for turn/1ift switch Setting of signal mode of turn/lift sw1t(.:h of machlng head ALl 0/1 0 I sewing
0: always open 1: always close 2:forbid a protection free-style P treadle ahead f 1 . t in th iddle. behind for thread—cutti d thread wipi
X ress treadle ahead for normal sewing, stop in the middle, behind for thread-cutting an read wiping.
29 | Presser foot soft lowering time To set presser foot soft lowering time All 50~500ms 300 11 sewing s P s png
. . . . . . 2520A 2520B 50 continuous 1. Press treadle ahead for automatic sewing, to and fro, which is set at D and can reach 15times. (F)
32 | Decorative bar-tacking dwell time To set decorative bar—tacking dwell time 9520BL 5~500ms 100 I reinforcing- 2. Continuous reinforcing-sewing is in trigger mode by default, treadle doesn’ t need to be kept being pressed, and corresponding trigger light of
To select standard bar—tacking pedal speed . sewing preset sewmg 1? SOh(.j lit. . . . L L . . . .
34 node 0: Auto bar—tacking speed ;1: Pedal speed All 0/1 0 1T 3. Previous ending reinforcing—sewing setting is invalid if this function is valid.
i ] ] 0: No by-piece function preset l.Prcss tr?adlc ahcz}d to.cxccutg sewing tirpos sot at E or E, F, G, H. ] ) ] )
35 By-piece rate setting ~ . X L All 0~20 1 I . 2.Sewing will stop immediately if treadle is lifted; press treadle again, it will go on with the rest.
1720: Plus 1 to by—piece value for each set thread trimming sewing 3 Fndi inf - ! Gr lected), th g i d th d wipi i11 b N ticall ted aft ) ) loted
3. Ending reinforcing-sewing (if selecte read-cutting an read wiping wi e automatica executed after sewing is completed.
37 | Thread wiping operation time Thread wiping operation time All 0~800ms 40 11 s 5 s ? s pine Y 5 P
11 Low speed The lowest speed of pedal ALL 100~400rpm 200 T parameter j é ]j‘or prcsctdscwing. Trigger treadle and the system will automatically conduct sewing at E, F, G, H sections; the treadle doesn’ t need to be kept
42 | Pedal curve selection 0: normal; 1: Slow acceleration 2: Quick acceleration All 0/1/2 0 1 setting (] e1ng pressed. . . . B L .
- - - - 2.Solid light for continuous reinforcing-sewing mode means that it is trigger mode by default.
43 | Dial the line that can set 0: unavailable 1: available All 0/1 1 I FE R E—— -
44 | thread-cutting speed thread—cutting speed All 100~400rpm 280 1 ng @J Set or cancel thread-cutting function.
45 Reverse sewing speed limit switch DTO?CSfiY.lg can prevent reverse sewing f410§d10 breakage ALl 0/1 0 1 needle-1ifti '—l‘ Free sewing mode, can be based on the according to the length of time is different, complementary half needle, a needle or continuous feeding half
0: infinite speed 1: have the speed limit ng/stitch &= needle.
46 | pressor foot lifting delays sewing delay with pressor foot lowered All 0~800ms 200 I 1. Implementation of this key, circulating switch display 3 pin number to set the display value
17| T o resse oo et lL TS | tin o1_prssr fot et il sl ot oo 130 | n
Pinnumberset . : : -~ . ) - !
Presser foot magnet voltage output duty R All 0~100 30 Jeheck “@ lower extreme:G. HPeriod of pin number, Light corresponding levc]; N
48 ceycle Presser foot magnet voltage output duty cycle al (‘};oi/(‘/o 2. Corresponding to A D period of pin number, can set range 0 ~ 15 needle, B paragraph C pin number, can set range 1 ~ 15 needle, among them, the liquid
49 | output duty cycle of pressor foot lifting | output duty cycle of pressor foot lifting All 1~60(s) 15 11 crystal display ABCDEF on O‘fmh for 10 11 12 ,13 14 15 stitches. i i i L
UL time  of total essure of 3. To take the thread clamp function model, according to the buttons can show long thread clamp strength adjustment (3 bright lights and three, liquid
50 [ o4 I ‘ press output time of total pressure of reverse-sewing All 0~800ms 150 11 crystal display [7]), again according to the key exit.
reverse sewing - - - - 1. Entering different parameter level
51 [ output duty cycle of reverse-sewing output duty cycle of reverse—sewing All 0~100 40 I On the sewing setting interface, the user can press the button P to enter the Parameter Interface, then the Level I parameters in the parameter list
52 | hold time of reverse-sewing forced shut—-down after hold time of reverse-sewing All 1~60(s) 12 11 will display.
X S . . o . 2520A 2520B 100~3000 1800 On the sewing setting interface, the user can keep pressing the button for a few seconds to enter the Password Entering Interface. After entering the
53 starting reinforcing-sewing speed starting reinforcing-sewing speed 2520BL Tpm 1200 I right maintenance password, then the user can press the button P to enter the Parameter Interface, now the Level T and Level 11 parameters in the parameter
2520A 2520B 30 list will display.
54 starting reinforcing—sewing compensation 1 parameter of starting reinforcing—sewing stitch compensation 252081 0~100 53 I 2. Password setting
= parameter @ On the sewing setting interface, the user can keep pressing the button P for a few seconds to enter the Password Entering Interface, and press the
55 starting reinforcing-sewing compensation 2 parameter of starting reinforcing-sewing stitch compensation 25207 25208 0~100 10 1 setting button combination of “burst button + cutting button” to enter the Password Resetting Interface. The three indicators (respectively are Indicator
2520BL 18 S1, S2 and S3 from up to down, among which one is on) corresponding to the button S indicates the current status. S1 lights up, old password input,
i o . forcing-sewi 2520A 25208 100~3000 1800 1 ending the key combination trigger key + tangent key, if the correct password into the password reset interface (mistakes have stayed the Sl state),
56 ending reinforcing-sewing speed ending reinforcing=sewing speed 2520BL rpm 1200 and at the same time S2 light, prompting the input new password and click confirm S3 S key input again when the light is the new password, according
2520A 25208 30 to S key after two input if consistent, then set success, return to parameter interfacelf the new passwords entered are not the same, the Indicator
57 ending reinforcing-sewing compensation 1 parameter of ending reinforcing—sewing stitch compensation 252081 0~100 53 1 S1 will be on and the LC screen will be reset, and the user shall enter the old password again. If the user presses the button P, the user will be
SR ‘25203 m brought back to the interface parameters and no modification will be saved. You can choose from the numbers of 0 to 9 or the letters of A to F for
58 | ending reinforcing-sewing compensation 2 parameter of ending reinforcing-sewing stitch compensation 550 0~100 1 every single character of the password. Please do keep the new password in mind.
520BL 18 Speed down. Keeping pressing to lower speed, the display will automatically switch to speed set. Simple seam, free seam effective. (Application of
. . . . . . . . 2520A 2520B 1800 liquid crystal panel).
59 ending reinforcing-sewing speed ending reinforcing-seving speed 2520BL 100~3000rpm 1200 I speed key Speed up. Keeping pressing to increase speed, the display will automatically switch to speed set.Simple seam, free seam effective. (Application of
continuous reinforcing-sewing i i . . . ) . . 2520A 25208 30 liquid crystal panel).
60 compensationl parameter of continuous reinforcing-sewing stitch compensation 2520BL 0~100 58 I note: After the power is above HMI display “[99]”, click S (aircraft code setting interface): the first time when entering the display "= '+, according to scan the models,
- — - S button, enter (confirmation interface), press the = '+ key switch to *yES® or’ No ' selection yes: press the S key to set the selected type code, after finishing
continuous reinforcing-sewing . . . . . . 2520A 25208 10 X . L .
61 R cation2 parameter of continuous reinforcing-sewing stitch compensation 2590BL 0~100 13 1 into the free joint interface.
compensation Select No: press the S key to return to [type code set interfacel], =" '+ key to continue browsing model.
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