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Key Functions
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Key Functions
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Key Functions

W: The four keys’ functions are different in different panels.The four Icons A

6

/&

©e 0 6

at the botton of the dialog indirect their functions. For example,In the “run panel”,the four
keys’ functions are as follows: Continue sewing after pause and unlocking. Move a stitch
backwards after pause and unlocking. Move a stitch ahead after pause and unlocking. Cancel
the operation.

Presser foot key, The presser foot clamp the cloth if press this key and uplift if press it again.

Run key, It will begin sewing when press this key after clamp the cloth in the “run panel”.

: Pause and lock key, The machine will pause and lock when press this key in the sewing

process.

Pause and unlock key, The machine will unlock when press this key in the pause and lock
station.

Ready key, It will switch from operate panel to run panel when press this key.

Operate key, It will switch from system panel or param panel to operate panel when press this
key.

Param key, It will enter param panel when press this key.

System key, It will enter system panel when press this key.

FERIRGUIAD 28 4 10T
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Switching on or off-Firm hold- Emergency stop

2 T K- ZE2ENL- R 2 ENL

Switching on/off, Firm hold. Emergency stop

2.1 FFHL

Switching on

- BEEME, eI RURE I OCE Rl AL E .

- CRRPRTTORRB) L ALE, SERLME, SEROTHLIFRE AR A S .

- HERIPRULT0” FLER, PR TR 2EEIRES.

- Connect the power supply; turn the firm hold switch 1 to mark “1”.

—  Turn the power switch 2 to mark “1”, it takes about one minute to enter the operation software
windows.

—  Turn the firm hold switch 1 to mark “0”, the machine is stopped safely.

FRIRG U 25 5T
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Switching on or off-Firm hold- Emergency stop

2.2 KL
Switching off

- KHIHIETTR 2.
- Turn off the power switch 2.

2.3 ZEEL
Firm hold
D 7Eblds BRHTYE . P J r S ERAE,  HLEs 20O P B AL T e AT HL RS
2) FEAEYI R T BT BIMEZEN, W IT IR T . HIXFESS I 1E A R4 T (1 7 R R

/&
Fo RANACHT SR A5, 5 i e A e i B DX sl ) 4 £ DR bt o

1) Before repairing, maintenance and threading needle etc, must turn off the machine or firm
hold it .
2) It will abandon the sewing process during the sewing “firm hold” for emergency stop, if

only pause desired, step on the pedal backward or press the key “pause and lock”"

2.4 'B34EHL

Emergency stop

- AEBRAEAEL Wi W s e RAMEOUN, de R B RS TS, BRI S

SV X SV SRR BBV 745 RS 0 11 R E1 B Al P A 17 BEAT LR (AT B AT

TEIL3.37,

FERIRGUIIA 26 1T
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Switching on or off-Firm hold- Emergency stop

H:
USRI A D REBEE 0 IT, MISEZIHIAE WL
T B RE I R e Has 4

- Press the emergency stop button 3 on the machine
head to stop the machine in the case of incorrect
operation. needle breakage . thread breakage etc.

—  Then, press the button “Backward” or “forward” to
darn sewing process after threading, see details in
next section.

Notes: y, 4
If the thread breakage sensor is on, the machine will be stopping automatically without pressing the
emergency stop button when thread is broken.

2.5 B AR IR A AR -6 FH BB A
Using the pedal

- JRERE-UE, BB RIRGEAE

- AUBREBLLE+DIFORFFAE, TRMEAT, S5 AORERIN s 2 B R
- QRETERBIE A2, DDA

- YRR IRE-L, RYIEHE. RERTIRE-L, SEZIH0H .

- Step on the pedal to position -1, the fabric support plate move to the starting position.

—  Step on the pedal to position+1 and hold, presser foot clamp the cloth and would uplift without
holding.

— Go on to position +2, sewing begins.

- Step on the pedal to position-1 during sewing, the machine pause, step to position -1 again ,
sewing work will be abandoned.

FRIRG U 27 50T
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ZE/Em#L Controller

3

EHRRGHEA R

Control system operating instructions

]

EELEL
e

Password Input

i- -
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3.1 #HEE/EHER

Operate the operation panel

HAEF

Enter the program

TOFRPEIFIG, W “2.17 35, dEA

(NI
4 H 3l L7 5] Sk B R AL R i A\ R fi
BB AR

SRS H, T g e AR Aok
YN

Switch on the main switch, see section*2.1”,
enter the operating panel.

The automatic eyelet button-holing machine
adopt touchable screen and the  keyboard.,
Adjusting or inputting parameters by touching
the screen. and pressing the keyboard.

MANEY

Input password

BEANSRAEFHIN, AR P v EAT
TR, T Em A A .
AR AR R, AT SRR

THHE % LIS Rk TN
Enter “Operation” panel, input the password if
need.

If input error, press button in the

popup dialog and input again.




ZE/EM R Controller

2200

_ 3.2 HiHRITFE  Sewing process
FHES BIIRFEAE/E General operation
A ”nf' J'H'
— RPN, Rl AR b -
3. 6%4 .8 HENZBAT I (W gt gtm) Iﬁzéﬁﬁi
ER(EVALE

— SRS, ORI AT e o
|12 “ H 10 TR B AR B L B IR (2. 5T, TR
FEAEGEE)
3 — BRI, WS EART (KT0. 55Mpa) , ML
MR, ST A R Ik
ﬁg HEXEHEE @@ﬁ
Tab' L BRI <A e, Pl IR
AR 2

BRI i -

:'.l _i..:
V28 Mol | - w0 Y R L. W
B AT JEFHE CBEE” UEOE A
A T "
5 - RS, W2 et 2 —
l4— AN
i I~
i ~  Inthe Operation panel, it will enter the Run panel when you
/-" :.“'\-
.'-..-j o
é%i 2200 e
press prepare S cloth support plate move to the
XEE 12 sewing position.
3 4 5 ~ Feed the cloth, press key “clamp” " The presser
foot clamp the cloth.
1 System Information - If air pressure is inadequate (less than 0.55Mpa), it will
T3 alert, “clamp” key turn to gray until the air pressure reaches
the request.
Tab Dy /"'\r._h"-‘
D)
Operate panel %Lﬁﬁj

- Press key "run” & it begins to sewing button-holing.

- Press key “cancel” " | return to previous operation.
E.g. press key “Clamp” then “cancel”, “clamp” will be
canceled.

12
—  The number of counter button added when

finished sewing holing.

FEHIRG VA 59 T
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ZE/E ]G fk Controller

| FEEE

3.6%.8

2200

12

|II| 203l alls

! S e
L[ (e | [t
7 5

Manual 7]

A 4

— el
r = &

Run panel

LA B bR A5 15 B Other icons’ info

HE (Speed)

—ImTHﬂow

BHIRG VW 5 10 1T
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: GEHIZRAY (Sewing type)
: FIHRZEMY (Buttonhole type)
7] 3k )R ~) (Eye shape)

: H5 (Group number)
: HE*5 (Buttonhole number)

D

A R

Message

B B 2w i) AR IR

FERERE AR I, (5 B2 WoR PR (5 R, DUIT IR I%
R DT

The current working status message appears in the margin.
When program error, the info below is indicated, so that can
find out the possible cause.

B. THEE%

Use the counter

12

Tl REMG T 2 R B IR G2 1 H1HR
AN RS L

12
The counter button can record the number of

buttonholes sewn each time, click this button to reset
and counter over again.

C.IRe4Z a7 B AR

Indirect the function buttons

DA AR 73 Tl %o L B A58 X Al 55— IR A PO A 42
731‘7 ﬁﬂ:
The four icons indirect the functions of four keys
in the first row of the key zone.

@ I e s gr s

Continue sewing after pause and unlocking.

+ , .
@ FE . SHIMRBUS R B4
Move a stitch backwards after pause and
unlocking.

® FEN . RS AT S &
Move a stitch ahead after pause and
unlocking.

@ : U ERAE

Cancel the operatlon

(e ' 1
fepi D W W W )5
m@@@@mmwi

;---.?Q".,‘ -”.;-E'_:-."?*-L ,{.?5
Press key = .
achieve the W@®@®@ functions differently.




ZE{EIEI#K Controller

3.3 Wrekthag

Go on after needle thread broken

L‘J% FohiEg L‘Jﬁ Manual
] A ] A
| e | e
1 36™8 1(3.6%.8
% 2200 % 2200
NE 24 N 1D
4 5 4 3
% E&te MIZI4T & é Up_thread broken
p sy 2 > oy =

M ARG ) 1 WA B “TF I, AR AE ARSI R b tH LTk, Hlas < HahiE 7,
LU B AT Hh 5
- HEF T A ALER 2

~ T HAERB S R B
b

- e Y, HE A I

A
L)
ool

i,
e

S el A Y

When the needle thread sensor in ”System panel” is set “on”, the machine will stop automatically when
needle thread is broken.

Darning according the following operation:
- Re-thread the needle thread,

—  Press the key “Pause and unlock” ar in the key zone;

A
N

~ Press key “back”

till the cloth support plate move to the breakage position.

- Press key “Go on” | go on sewing.

BHIRG UM 5 11 5
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ZE/EIET#K Controller

3.4 MRSH

Buttonhole parameter

RGO “IEAT BN O I, BRI et et - SR, A

ol B e I A SHORIE. ST TR < B it

When the system is in the “Run” panel, please press the “Ready” Key S in the key zone to

= enter the parameter panel.When in

enter the “Operation” panel, then press the “Param” key

other panels,press the “Param” key =

SR IE R

W~

P e i e g K, T =Rl ATk £

‘ ~
Vil
- EEES: AT —FIIIR, HLESS A R —
FIE OS] BIhn: 12 RIS, 2 12 EE 2 2 i,
RGO T ELAS 2R, SRS FHIE [F B 2410, AR aF

Ll) .
- TEhELt jE iE p RRLELFRHTIR, ML T TR
B R PRI A2, BIERE A U E HAB IR 5 g AR A AL

directly.

RS A SAELAL, DAL S IR R (i), iRA
FENVIFAIIR S, e AR B4 R R 1R -

‘.-'"-‘1
— N
s sl | e s R RN
W, 5 A 2 A7 T BT 2 R U T b e

Tt

FERIRGUIIAS 28 12 5T
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ZE{EIEI# Controller

Sewing mode select

Click key “parameter”, enter into the parameter interface.

| i j |

First you can press the button to select the sewing mode.There are three sewing modes for
choosing.

V]
- Auto sequence : The machine will sew the next kind of buttonhole automatically after

current sewing finished. E.g.:No.2 buttonhole will be sewn after No.1 finished, and up to No.5 in
turn, then return to No.1, thus circle sewing.

W~
- Manual sequence : The machine turns to sewing the next buttonhole by manual after
current work finished, that is set the focus on other buttonhole number edit box, if hot manual

operate, the machine will keep sewing the same type of buttonhole.

v

LI

- Single mode : Sewing the buttonholes with same type and size all along, the difference
with Manual sequence mode is not have multi-types to manual change.

BHIRG UM 5 13 1L
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PR SHRE

Adjusting buttonhole parameter

FP Al IR 7 28, X 55 MR AR G (10 2 400 1 45 A1 1RO B 304 T 1 4
VE: AE“SHC I, SCRATIR SN, 220 ST AR 2 BRAE SE I A A . P ) DU R AR oK
BRI S BT AR R

Adjust the buttonhole parameters by control panel and the keyboard if desired.
Notes:
When adjusting the buttonhole parameters,the left hole shape will be changed along with..

RS HOE
- R EERSHAMIRYS GRRA T 2o RERNIETD, SHH R IZ AR 5 1) % 70
SHE .«

- ORI T M B AR -, bR S S R AR (O
T L .

‘ “~ w |
- e R IR A TRE 2 IR SR
HARSE U 3
5 RESH HAEE X
f”ﬁ““v HINRA 5 SRR (R 45
ey
1] IR FhE HIRFEA ORI AL B. C. DL E
BEASH
el ZE NG [ 3k () A R SE RN
JIF4 0.0x0.0 B, ARFTGIR SL A HTHR
) 2 27 BT 9553 FHR (R PTFAT 380 (28 21 5, dpersr 2200 %1193 o
|I AR K AT Sk PR 38 AR i 3802 68 PO A s RO AT R G

BHIRG U 5 14 1T
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ZELEIEIH Controller

5 KRS BAAE X
— e C kg
N
_ bR
e BUSk BT AL | BRI B S RSB, IRk B
e UL HINL 24 AU B, SN IZE 05 1 2 mm 2 i)
i FAIGIINBE | A B AR AT .2 ) T
= B DIITTBR | e [ Sk 3 IV el e
&) VIR BB | WD LR bR
K/INAE-0.33+0.3 2 ) af i
J2 Ty R 1RO S IE, B RS
ST 7 I TR
13 S e 5 1 A PR 1 P BN , O AT i
P I LD Bk
T PREF RN | XTI A B T PR A .
o] WedEAS SO IR B0 53 0740 3B i
= WMAHEE | ST, AR T
. AL AL | RSO T A R I AR, T A o A5 AT A
! BRI T e
4 e
L e R e pistten il B 28, 5 HO-381
) Y S5 4 e 2 B S T4 £ 7 B8 OB 596 FO-Lomm
HRELSY.
TR ASZE I, DASZh e BRI K. IR K
n Wy | PO AT B R . SR 25 fe
T PRSI e it £, DRt B 5.5 1K P A2 B B 60—

O3 e AFNHRAC IR N, HEB ST A AT b B Sl i
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ZE/EIET#K Controller

Zis REZSH HAARX
e | TGRAI LA BN FGIIE. 24800 mm,

- 04 5 P B 55— -
B RELSH

i URAS Al | ATV R ARG S £ S T R

s I A A L LB KT ey 4, 6, 8 R 10 4t
BEELSH

Fa BORIBENIIE | A BB RIS S A 95 55

i A PR A5 AT I B R K

in BB R 5 4TI (8 1 B

e BORRBM AR | TR RS G AT TR e 7

by BRFROUFIRAE | S P P73 5 B2

& BURAKTEIE | TR RS G KT F I, AR RS SR B PAT 354 T 2
12 B FIOR BRI A R, YRR bE I, 738 24 B (i
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ZE/EBTHR Controller

Buttonhole parameter change
Select the buttonhole number, (white word with blue grounding when selected Jthe relevant option
appears in“parameters”
Set the cursor on the parameter edit box which you want to change, Press “Add” or “Reduce” key

,@ﬁf* !
(f_- *‘*;‘i&) in the key zone to adjust the value.

aS
Press button “Page up” or “Page down” to view more parameters.
Symbol Parameter Meaning
G
" Buttonhole group | The group number of the buttonhole to be processed
|___ | Buttonhole type Buttonhole types A to E are available
Base parameters:
el The external dimensions (X, y) of the eye.
- Eye shape Buttonholes without eyes have dimensions 0.0x0.0. Which
buttonhole shapes are possible?
2
Speed The speed of the machine, max.2200rpm.
|I L The buttonhole length from the upper end of the eye up to the
ength L
beginning of the tack
-r -Cut before sewing
= Cutting -No cutting
-Cut after sewing
g2 S;';Ch count in the The number of stitches sewn by the machine in the eye.
i+ Stitch distance The distance between stitches within the side of the
T buttonhole.
| Throw width in | This parameter changes the throw width in the side of the
- the side buttonhole.
1-:# Setting the eyelet Set the clearance where the knife drops in the eyelet section.

space

BHIRG UM 517 5L
Control system instructions -
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ZE/EB % Controller

Symbol Parameter Meaning
1l%][ Cut-position correction ;Fhe distance by which the cut of the blade is moved
engthwise.
v ;i', Speed in stitch 1 to 3 The speed of the machine in the stitch 1 to 3
an Speed in eye The speed of the machine in the eye
F Stitch width

compensation

The stitch width compensation t in the buttonhole side and the eye.

Parallel section turning
compensation

Turning angle of parallel section can be adjusted

Eyelet section turning
compensation

Turning angle of the eyelet section can be adjusted.

Left parallel section
fore-and-aft
compensation

Adjusting the left parallel section in fore-and-aft direction.

Stitch count to reinforce
when sewing end

Seting the stitch count to reinforce when

end.range:0-3 stitches

sewing

)l

Board move behind

Seting the distance of the board moving behind after sewing
before the action of the bobbin thread catcher.Range:0-10mm

Taper tack parameters:

Intermediate fabric
Taper tack length

This parameter changes the intermediate-fabric type.

In buttonholes with taper tacks, the length from the tip of the
taper.

To the end of the taper. The minimum taper tack length is 2
mm.

When changing the buttonhole length please ensure that the
maximum sewing length is not exceeded. This can occur with
taper-tack buttonholes as the length of the taper tack forms
part of the sewing length.

When the buttonhole length is increased the taper tack length
is thus automatically adjusted accordingly.

Taper tack overlap

The distance between the two sides in the straight section of the taper
tack. When it is 0.0 mm. one side is directly above the other.

BHIRG U 5 18 1L
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ZE/E BT Controller

Symbol Parameter Meaning
Round tack parameters:
‘_!_' Overlap In round tacks and eyelets the overlap can be adjusted.
Tka Number If stitches in the | In round tack buttonholes, the number of stitches in the round

cross tack

tack. 4,6,8 or 10 stitches are possible .

Cross tack parameters:

Throw width in the cross

This parameter changes the throw width in the cross tack.
T tack
| Cross tack length In buttonholes with cross tacks, the overall length of the cross

-+ tack

Stitch distance within the The distance between stitches within the cross tack.
i cross tack.

Stitch distance in the cross In buttonholes with cross tacks, the position of the cross tack
— tack with respect to the center.

Seam extension

In buttonholes with cross tacks the distance between the
buttonhole side and the cross tack can be set.

Cross tack angle of parallel
section compensation

Adjust the cross tack angle of parallel section; let the tack
plumb with the parallel section of buttonhole.

Speed of the cross tack

Adjust the speed of the cross tack to avoid skip stitch.

BHIRG UM 55 19 5T
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579 Z Al R4 SR ET 579 series system menu

4 579R%| “RL"HM

579 series system menu

MARGULT “IsfT7 B (SR I, SRR “HER Tﬁ%@i&)\ﬁéﬁﬁﬁ (R

1), RIEt “RE7 Tﬁ%aﬂi)\%éﬁﬁﬁo FAlNG O N HEAL “RE7 ﬁ%@@iﬁkﬁ
I

FEZF MRS X IEHE S, AT T4EE . RS Bk 5 TAE

AT AR B4 0T AREATF S 5L

When the system is in the “Run” panel(green), please press the “Ready” Key Qin the key zone
to enter the “Operation” panel(blue), then press the “System” key@, enter into the system

interface.While in other interfaces, you can press the “System” key @directly to enter into the
system panel.

We can do some testing and program changing and etc.
The operation in “system” can only be done by the professional trained operators.

BT RE -

the function of the buttons:

: WHEFEAZE Setting the basic parameters

: WE S I YERTE] Setting the times

. RYEFL System management

: AR Input test
ARG S (system panel)

: FTHIEA Output test

: HHLIER Motor test

FERIRGUII AT 28 20 0T
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579 &7 Z 47 SR 579 series system menu

4.1 BERBEASH

Setting the basic parameters

Sy

sl

L, BEANSERSHC I, BTGB
W, “BEASZECRRERH] N evoE 2RIUE, bl IEAZEREE .

i

Clike

button, enter “basic” interface, do some set.

Usaually, the parameters in “basic” are optional, don’t need to change.
#ZHIhfetn R The functions of parameters are included in the following table

5 ¥

TH & BEAER X

W

= BT LA G0 TR LA 2k (1 i e A7 DU AT A
- IZAREIE B0, RORWTE T RE DG, LI WL 52 2]

P2

- HBENN, RORERBINIL R, TRk S e s e (SLPTED)
Ja BATAEHLI RS .

- HBCEAI, RN R BN A S, EAhAkSedeniE (Flnkl)
Ja EATAE NI A .

DRER

EELERIIR

g

. Tk

IRYE

(—1@1—) m

: HHHE

: AFECE fEH S T Pragll g dnIR B, feokg ], e

: FLEECE fRizblas N i R e BRI s, 2

Fa P 2R GE B R AIIR B, S A%, AR5
I IEAE g e f2 |, xS PEE %

H RO TR P et 15 L, (s %

HET Ak, Pragidil iR A e

EHRIRGU T 521 7T
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579 &7 Z 47 SR 579 series system menu

Z TH KB X
X REN 2 o€
sy | G ke Ky

A X B Y R BEEEE . C AR
RN AMEEA R (BRSO ) B, ZEHI IR %R0 n.

c BRIALE S A Y]] TSR & 1 2L B A A2 B,
PAORAE D) ) 42T AEFTHR K 1] o

DIRH

iyl
B N A R 2 (IR ADAE S A AL A R 28
PALRUE Y] ] 5% B FHR 1) I A A5 H1HR (1)
HIR 508 B 2 A DI
[:1) .38 A ENGLISH
L B11 NSRS L B11 R
=
o
TSR EE S, % M) E A4 L
EPFE— AN I — fiffi 2

5790 U571 sToz 5793
] L L o
| B12 | | B12 | | B12 | | B12 |

A F RO S, RN R IR P T"élﬁ’]ﬁ%AEﬁM

PR A R AR o 4 1 4 L A -
J5793

FERIRGUII A 28 22 5T
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579 &7 Z 47 SR 579 series system menu

Zz H i H B EAAER X

I R 7
wTEm ﬁ/ﬁ WEM . m ;Lo

ﬁf fiff 2

Vay= ¥
AL I, R bR AT AR Y é%ﬁﬁﬂ%ﬁﬁ,ﬁﬁ
SO N B RS DI VIR $EREE, XSS REATL

IR A R
1 i 5 1 A
1 —_— + a4 -@- i

BORMH | B B A B b s

P GE A

e R —
251 WoE e K, YUl 1800~2200 rpm

wie | Lo

RHASHRE N SH

FERIRG U 58 23
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579 &7 Z 47 SR 579 series system menu

Parameters Item and the meaning
vle
1.2.3.—.}— 1_2.3;f@
g o=
. bobbin thread : looper thread
Sensor - Set the parameters to detect the breakage of bobbin thread and looper thread.
Parameters - When set the value “0”, the detect function off, the machine will not

auto-stopped when thread break.

—  When set the value “2”, the machine auto stopped and show error after sewing 2
stitches when thread broken.

— When set the value “n”, the machine auto stopped and show error after sewing n
stitches when thread broken.

(ié&)m
day number

Means the quantity of hole sewn in the day..

Click this button, press button in the pop_up dialog box,it
will be cleared to zero.

Hole number (;)m

: month number
Means the quantity of hole sewn in the month..

Click this button, press button in the pop_up dialog box,it
will be cleared to zero.

e hIL

: machine number
Means the quantity of hole sewn from the machine was produced.

FEHIRG VWS 5 24 0T
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579 &7 Z 47 SR 579 series system menu

Parameters Item and the meaning
1o L2LX la LY 17 100
Home | &G Csea (&
compensate : X axis compensate : Y axis : Caxis

When the axis compensate is not zero(suppose it as n), the buttonhole will
move parallel n .

-
1=
: Horizontal position  Set the parameters to move left or right the
cutting knife, to make sure the blade in the middle of the sewing hole

-
e | BR=
osttion : Portrait position  Set the parameters to move fornt or behind the
cutting knife, to make the blade carve the sewing hole but not break
the hole and tail.
(] o hs ERGLISH
BIYM . ipiified Chinese Y . English
Language
eI ENGLISH
select an icon, then choose a button between and and
press to make sure.
sTon 5791 lsTaz 5193

Machine head |_,—|- |_,—|- |_,—|- |_,—|-

model

Choose the control_programme model on the different accessory

configure,unsuitable choice will make the crush or destroy on the
machine accessory.

BHIRG UM 55 25 1L
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579 Z 5 R4 SLET 579 series system menu

Parameters Item and the meaning

Application

Il i A

: standard HETEM . trousers EETEM

choose a button in '“ -

|

Attention:

The machine equipped the spare part according the “Standard” before leave
the factory. It must change the upper/lower presser foot. cutting knife.

cutting block. finger guard in the accessories box when instead to
“Trousers”

: woman coat

, and press

to make sure.

Feed position

T 1 7
ST i
+ —— +

o

to make sure.

press the button and then choose one ,press

. at the seam start

. forefront

Fastest speed

Set the fastest speed. Range: 1800~2200rpm

Reset

Set the initialize parameter as the basic parameter

FERIRGUII AT 28 26 1T
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579 ZJf* Z4 SRE 579 series system menu

4.2 ¥R & T ]

Setting the time

AL, ENCI )7 G, K OE SEGIEIA (125 s A Z TR AR Ta] [E) B o 38—

I Ta], - S e 1 Tfé%*é- o LRI TR BEA T AR R B L

AP TSTA R R T A )ﬁﬁ.ﬁ?@ﬂﬂ L5 TR HE Wl 7R 3R 2 i P AT P 7

Press the button,enter the “time” interface, we can set the interval between the actions in cycle sewing.

The bottom of interface- will appears the relevant info while select one of the

options.

Press the - to popup a dialog which show all the contents of info

When the hint box can’t show all the characters.

TO:Cutting the buttonhole

s |
LR FH Chint panel)

I TR ZHOIARR I Lk

The time and the relevant meaning:

FERIRGUIIA 28 27 1T
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Kl #x Icon

Bt A Time

= X Meaning

TO
(0~2000)

- JHL

- LT IR ) s

- gk To

- JIhm ER )

W IARAEEH FLAT 78 A2 I 1] 56 B ) T

- Sewing hole

- The upper cutting block meet the cutting knife
- Passtime TO

- Cutting block move upward
- Make sure have enough time to cut the button hole fully.

v,

T1
(0~2000)

- &ML AL ITT ARG
- 2dkE T1
- MEINE AR BT IR JE R 3l
WO T T 24 75 1 T 2 Mk 285 i A% A e e A
- Clamp of the Thread catcher begin to close
- PasstimeT1

- The thread catcher move backward from the needle
— The thread should be clamped before the thread catcher moving backward

T2
(0~2000)

- ZINE T MHLET A 1T S5 2 3

- ZulkEkE T2

- LI R )
Mﬁﬁzfifﬁéﬁ%%’%%ﬁmﬁﬂﬂﬁf LIAFEAL T HLE T 7

The thread catcher move backward from the needle
- Pass time T2
- The thread catcher move upward.

— The clamp not longer under the needle when the thread catcher move

upward

T3
(0~2000)

HI1JE Y11 ETHERS

delay of knife move upward

PRI RS VWS 5 28 1T
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579 &I Z 47 SR [E 579 series system menu

K| #% Icon

B 8] Time

& X Meaning

.-{'Ill"'}
r=1

T4
(0~2000)

LI E: %1652 SaR el Tl oY 2 22

- ZnlEkE T4

- BUTESERLR

WO T TR B AN REA 25 F T 4 BY 2 45 BY I

- The thread catcher move upward.
- Passtime T4

—  Cut the needle thread

T5
(0~2000)

- MRk L

- ZutEkE TS

- IS LA ITRITIT

WAIRERUE A Y T e hr Ze s 0] T IR IV, [Zed 88 A 9T T

- Stop vacuuming the cloth

- Passtime T4

- Needle thread guide open

—  Make sure thread guide only open while the thread puller move backward.

]

T6
(0~2000)

- ZINLd I L7 I 2E R

- ZillEkE T6

- JFih4E2)

WAABIN O AT AN 2876 N a4 Re T ih482)], DRI ZE A
P2k 2 e i th

- The thread catcher move to cloth

- Passtime T6

- Start sewing

Make sure start sewing after the thread catcher down so that the thread will not

away from the clamp.

BHIRG UM 55 29 1T
Control system instructions - 29 -




579 &7 Z 47 SR 579 series system menu

E#5 Icon | B [8] Time & X Meaning

- &ML AT AR U
- aeidnlkE T7
- AN AL T h 5 -

@;ﬁ - IAIIE TR e LI I D JA LT 2

(20~2000)
- The thread catcher move to needle
- PasstimeT7
- The clamp close
Make sure the thread was clamped when the clamp close.
- BRYIEER
- gidlHkg T8
- BHEREARITIRAT T, B AT iR 2k
T8 IR BAEDL S AT, Hlas 2 od gkl
. X (0~2000) ]
;a&g - Sewing end
y - Passtime T8

- The looper thread catcher open. looper thread puller begin to pulling.
Make sure finish sewing before pulling the looper thread
L
— 2L [m] b T9
it s A b
AU R R TR 5 JE A T A4 b

N T9

S | (10~2000

- Trimmer needle thread

- PasstimeT9

- Needle thread guide close

The clamp plate should be open after trimmer needle thread

FEHIARG VWS %30 1T

Control system instructions - 30




579 &I Z 47 SR [E 579 series system menu

E#R lcon | B [E] Time = X Meaning
Y i, [E G A s}
W% | c0~2000)
The thread catcher move upward delay
T
- ZenlfEkE T12
- BRI IR, RN 225 IT IR 5)
T 1 A FEAE AR DT VERE BRI IR T, 25 2 39
= (0~2000) - Trimmer looper thread
- Passtime T12
—  The fabric support plate start moving.
The looper thread should be trimmed before the sewing rotation work start
running
v 113 TIPS IS, T AR L
i Za (0~2000) Open the bobbin thread catcher, pull the bobbin thread forward delay
- JHRI Rz S, WA DR ER
- fnliEkE T14
oy T14 WORM 11, T2 2 251 ]
23 | (0~2000)

—  Pull the needle thread. vacuum the cloth waste

- Passtime T14
Stop vacuuming,,needle thread puller back.

BHIRG UM 531 5L
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579 &7 Z 47 SR 579 series system menu

E#R lcon | B [E] Time = X Meaning
b**b T17 - JRHERY
(0~2000) - Spread delay
e T18 e 0k S
(0~2000) —  The bobbin thread pull delay
- R4
- ZidiE T20
B T20 - Rk
+i (0~2000) - Low of air pressure
- Pass time T20
= Alert
" T22 - MEEINE AT ITAE
%*
i (0~~2000) —  The thread catcher open delay
;/‘; T24 - BYZRSEHE, G IRAER
(0~2000) - The delay of back move after cutting.
v T25 - BUZRENVERREEAERS
B (0~2000) - The delay of keeping cut motion.
- JHL
= BT IR FR TR 5) ) AR R A Rk
CHBRAT IR V1) I e e erp 2 —, wi A R AERD
- 2k T26
_ J[: = I 3
i 26 D171/ 1A J B [H]
* | (200~2000)
- Sewing hole
- the upper cutting block miss the cutting knife( No touch happened without
one of the cutting block. cutting knife. cutting block pedestal)
- Passtime T26
—  The cutting pneumatic cylinder move backward

FEHIRG VWS 532 1T
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579 FZ il F47 SREBTI series system menu

K #7 Icon

B 8] Time

= X Meaning

T27
(0~2000)

= A IR

- The presser clamp cloth delay

TO+T3

S ¥ AT TEOATTES A E Al SNER )73
- ZidEkE TO+T3
S A st OATITES N A U E Y
WA 3 AT AR PR IS TB) 58 1 TR 2 AR -4 2R g W 4t

= Pull the thread forward. vacuum the waste
- Passtime TO+T3
- Stop pulling. stop vacuum

Make sure have enough time to finish the pulling and vacuum the waste.

TO+T3+T5

- Pl

- WY ) s

- &Ll TO+T3+T5

- #H¥I

WO ARG M RIS B 20T, JIhE Ciak

- Cutting hole
- cutting block meet the cutting knife
- Pass time Sewing TO+T3+T5

The cut block must be raised before fabric support plate moving

BHIRG UM 5 33 1L
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579 Z 21 Z 47 SR JE5T9 series system menu

K #5 Icon B 18] Time = X Meaning

— STTFIILR L BB LR BT I B

- G T9+T1+T2

— KM I 2 BY 2 Wk I

WA T BY S AT N AT A2 0 PRI TR BY 2 T JHE RIS, AT PRAIE

GLESNESS

TO+T1+T2 ] )

-  Open the electromagnetic valve of the needle thread trimmer(The
trimmer pneumatic cylinder driver vlave acting)

- Pass time Sewing T9+T1+T2

- Close the electromagnetic valve

The cylinder need enough time to push the trimmer knife to the end so that|

can make sure trimmer the needle thread.

- BEEOREARTTIRTTIT . BE R IT a4k
- ZiAIkE TI+T2+T7+T9

R R 5,35+ SN NI It VAR R 27
T1+T2+4T7+T9
- Looper thread tension open. looper thread puller begin to pulling.
- Passtime T1+T2+T7+T9

- Looper thread tension close. stop pulling.

FERIRGUII A 28 34 1T
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579 Z2I 4 SR A T9 series system menu

4.3 ARG

System test

431 AN WA ST

Input test. Output test
HURPNE UL TANNEE (A RY == R ] o
Do the input and output test.

VAN
A

TR
AR B HH 32 A2 W] PRSI 53K 58 e
/J\;L“\%'ﬁ'j!

- AU BN LS AL RLRE, T BRI S A
e IDN P[NP T VA NI 2 (2

- (ERSEARfTH AT, A A A AR S . R A BT R
ANEJLA AL

Attention:
The test must only be carried out by the person with appropriate training.

Danger of injury!

- The switching of output elements can lead to collisions with other
machine elements as well as to damages to the automatic buttonholer.
Exercise utmost caution when making the output test with the machine
running.

- Before switching on an output element make sure that this cannot collide
with other components . In this menu, one or several output elements can
be connected.

FBHIRG UM 5 35 1L
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579 Z21 Z 4 SR [E5T9 series system menu

F T

~-f \ ‘
,@ﬂf%\é}ﬁﬁﬁ%-a‘“ﬁ%ﬂ, HEANFAIA o

i i i i
Click the button in the system interface, enter the input test.

@

|

0

e

@ (|
M

@
@
@

]

Tah'

T LEEN A SNSRI 3, A A 1N, 55 B SN T R R I Sk B, X G AE
Bwbit ) VA0 = Y S VA TR S o S L

Tﬁ?- -}“ﬁ'ffﬂﬁ%ﬁﬁﬁo

AT, MIZRTRAZAL N T R B 15 5224
78822 J) J) Rk B < i SR T R R Sk, AR BCA AR A, W W i3 T
KO, W,
Turn or move one of the components manually, overlap its proximity plate to the proximity switch,
the relevant indicator Iam[) in the dialog box should turns yellow to green.

Click - button to change the page.

If not, it means no signal change of this proximity switch.
Close the screwdriver or other metal to the proximity switch, if there’s still no change, it means the
proximity switch breakage, need to replace.

EHIRG U 5 36 7T
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579 Z 5l F4 S ABT9 series system menu

A RS N PR I I

The meanings of the test items are as follows:
1 2

B=X . B1 (pedal 1) B=Y . #2(pedal 2)

'3% : %3 (pedal 3)(#% H Yy figstandby function) > . 15 1 (stop)

L'J : HlEF (needle) 7Ji : [fiZk(needle_thread)
?/ib : JIGZE(bobbin thread) (5791%§47 the peculiar function of 5791)

oFF 1

oH

-
= YPRlcut_hole)

: JF K1 (switch 1) (£ H D Réstandby function)
-:-ér ;% 1

. JFX:2(switch 2% FiZhfigstandby function)  EE . 852 (lock)

i HH A

rd = N N
M RS P, BEA SR
i i i
Click the button in the system interface, enter the output test.

FERIRGUIIA 28 37 1T
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579 Z21 Z 4 SR [E5T9 series system menu

P T R A GE ML) B B 7 IR

PRS2, AR BB HL, XY B & A N A S

WRBEA SR, EHIKIANIA TC R At LA TCiIA . A TR,

I R EAEA RS, RO AU A A G REL L AU 08 . U AR
o5 ARULE A AR,

This test mainly use to check the pneumatic action whether is in gear.

After connecting the gas, click the buttons in the dialog box by order, the relevant part of the
machine will act.

If not any action is output, confirm again by order that the mechanism was not blocked. the
pneumatic cylinder and the electromagnetic valve are in good condition.

If output not well worked, check by order whether the components were not blocked. the voltage
is strong enough. the pipe is broken or fold and the cylinder is well working or not.

B N I REAN T
The fuctions of the buttons are as follows:

Y =

M
1E:
:

: PNk HT )5 (catch front and back) : AT (clamp cloth)
" 3
Iy s N
l@* 2y
'l Mg de T (catch up_thread) I mmanE (spreader action)
B! [ &)
. P& I F(catch thread up and down) : Y%Ak (spread cloth)
Y -,
—— ‘
. [MZBT4  (cut needle_thread) - . VIELE)AE (cut hole)
_k = >
. [k 1L 2k (needle_thread guide) : [HIZk J2 2k (needle_thread clamp)
Y —
i Za Y28 o
L : JEZR 22 (bobbin thread clamp) . JEZ BT 2 (cut bobbin thread)

JERER BT ER A A 5791555 T ke

Notice: The function of cut bobbin thread is the peculiar function of 5791.

FEHIRG VWS %38 1T
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579 Z2I 4 SR A T9 series system menu

4.3.2 HALIR
Motor test

et 2 e e g, A LA
=

Click the button in the system interface, enter the motor test.

% 500
(s=| | 25| S

@9 e
L)

Tab™y

W REA

iiﬁi)ﬂﬂiﬁ@%ﬁﬁ%%m . iﬁ%iijEHL . ﬁﬁ)ﬁEEHLE‘Jimﬂﬁto
bR, BN L U A et sk, s s, WIS Dt L B
o
Step test

Step test includes the test of rotary_motor. swing_motor and front_back_motor.

Click the button, check the relevant step motor and mechanism whether have any action or not. If not,
it means the step motor trouble.

BHIRG VW 5 39 1T
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579 Z21 Z 4 SR [E5T9 series system menu

= R FURM LR b i A FEEL K, AP T RN E (F
RIAED
o, @00
- HEAURG S ' - U, I AT I 2

- HEEGIPLIL L, %/HE%HL*’JEZJJ’EMHT IEEPIR VDI N SN WES) N A S

REN RS S

TR RO, L.
LK T AL T R RN, PG TG AT SR o T R A,

MR ZITHIN o
Home position

~  Press the Key“Prepare”
Home position.

=
L)

in “Operate” interface, Then press it again,Make all mechanism at

- Enter intol= submenu item of “System” interface. All the lamp should be green.

- When met trouble and can not reset all the mechanism, activating the lock switch, then deactivate
it, so that enable to enter into “System” menu.

— Remove or turn the relevant mechanism of the motor manually, drive the motor running.

- When the proximity plate at the Home position, the relevant indicator lamp turn green.

If still keep yellow, it means no input.

I‘iﬂiﬂ]ﬁi

principal axis

i‘i? PTG LA, 42— N 1k R

Press the button to start the principal axis, click again to stop it.

&)

EEt:i MIIE7 euw e SRS 7 AN,

When start the principal axis, you can press the

4=
button to slow down too.

o %

&)

AR

button to speed up,and you can press

|5ﬂﬂ

%‘ : W4T R Show the current speed of the principal axis.
v, [0 o

= = o R T 22141 $ Show the needles sewed in the test

FERIRGUI AT 28 40 1T
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579 Z 21 Z 45 SR BB T9 series system menu

44 RGEH
System management

ARG S i () 5 » BEARGUE BT E . W DARCE Y, oE HP R IR Sk 304k CF &

On the subclass in the “System” menu,We can set password,set time limit and format CF

card.

BT Re:
The function of the buttons:

;AR
Set password

T RR 5
Set the time limit

: Kk CF
Format the CF card

PRGBS 28 41 5T
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579 Z 21 Z 45 SR [E75T9 series system menu

4.4.1 L% E Password setting

EHIRG UM 5 42 51
Control system instructions - 42

E“?\é’ﬁ%f_ﬂiﬁﬁ”fi-, FRATT AT LB A S (1% G LA

Lt R AT S R A R A

Press - in the “System management” menu, we can

set the password for each option , also can re-set or cancel it.

AL LD fiE

The function of the buttons:

o PRAl S

Password setting in operation interface

o ZH R
Password setting in parameter interface

l1'
: RGUI I

Password setting in system interface



579 Z 2 Z 47 SR BB T9 series system menu

L AR K R I H F L, A AT B
TR U A N i

Click the button you want to change the
password. You have to input password if you

have set .

T TP

(117

B A S R N R S
If the password is correct, you will enter the
password_setting interface.

Password Input
e

BHIRG UM 5 43 5L
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579 Z 21 Z 47 SR JE5T9 series system menu

FESR A G AR AL i A\ AR AR E B 0
FE S A G A P DA S A B

i T, OB A .
Input the new password in the first edit box,
input it again in the second edit box to affirm.

Then press the button, new password
is set.

U RAEAN B RS, LR PSR AE 25

i Fo R Ep AT
If you don’t want to set any password, you only
need make two edit boxes vacancy.

Password Setting

" _

ne
ne

] o

FEHRIRG VWS 5 44 1T
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579 Z 21 Z 4 SR BB 79 series system menu

4.4.21% F IR ¥ B Time limit setting

=
TE RGPS 44 o TN P ST B 5
=
Press in the “System management” menu, enter the time limit setting interface.

X |

() | ()

G EE TR

<SR A N 1 >

(1) BeE AP L fE% Y Set the time limit function password

x
- It o
Fig 5 0 B g 444 HENAS B ) 58 2 60 4 N i (R AR S
00000000, 4 AN TEAff 26 Jim O\ 36 ) 15 it 1 T o
-

$ ()

| Press to enter the time Ilimit function password inputing

interface(initialize password is 00000000).1t will enter the password setting

| interface after you input the correct password.

EHRIRG U 5 45 7T
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579 Z 21 Z 47 SR JE5T9 series system menu

FTRE |
-
W)=:

()

1 2 3
4 5 6
7 8 9
0 = (s

%.... 12
G E =)

L
| $i

{0 R e i >

FEBIRGUII AT 28 46 1T
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FER DN AAE T AN AR B i, RS AN AAE P A AR B
—

- E, % T L E -

Input the password what you want to set in the first edit box,and input it again in

o

the second edit box,then press to ensure it.

(2) FNALFHWIIR % & Hilenter the time limit setting interface
0

()

2, M (D WE THEEN, MRS, RIGEEAE

-
FHSTBR v i, 37 5 A BR8] AR K Cnt2ok) o ekl s Fac (78

i
§t

1%

AFVCE o IR FH A0 P A oo [ s A A i e e 4
0

Press ,you need input the correct password if you set in

step(l), then it will enter the time limit setting interface, please

-

input the number or days to limit using(e.g 12days).press to
save the setting. Then it shows the setting password button for unlocking

x
on the time limit setting interface
(S TR LS MR T N P S (4l /3 B AN T T o B
It means it needn’t passwords entering the interface when it shows “without” on
the setting password button for unlocking




579 Z 2 Z 47 SR BB T9 series system menu

EEE

-
W)=:

<t B R o >

x|

x

55,

| AR R v e , BENARBUR D BOE HI T o RS AN AR HE
B AR VCE Y, RS AN AE D R AN AR R, % il
x
e . BEHT R B SR — A7, RO H R
x
Press the setting password button for unlocking it will enter the setting
interface.Please Input the password what you want to set in the first edit box,and input
st again in the second edit box, then press to ensure it.

MBCE A REON . R AR T A R BRI AR T AL S i A A A AKE I AT 2 A
IEFRARBTE RS A REHE N RGEARELHERAE . (AT R D3 LT B ) )
FEBAT AR AE IR BN, n SR 75 SO A A IR BRI, R 5% (ROERAT,  BE A JYIBRBE L i 4 A 1 39

W .

It will pop up the password input box after starting the machine if you have set the limited using days
and the machine have been used more than limited using days.You have to input the correct password
to enter the system to continue operation.

You can operate as (2) showing to enter the time limit setting interface and set the time limit as zero
if you want to cancel the limit when it does’t exceed the limit.

EHRIRGU A 5 47 7T
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i FE#F Trouble shooting

5 WREHERR

Trouble shooting

5.1 42 Hf=
Sewing trouble
# T JE H % Ao
el Sl 7 R TR, AOLELEE IR
U AE 1984
(BT, AN T,
Fel 77 VB DT AN (E T A A
BUEfE i A
o BT, AU A B T K I B T
B 3 K
DU AEBIREER b | RUHBIRIEHL, W %05 FLIFHL
ST KAE | o OV EIE PRS-
BA I h sy | s VR
E K BT % 2R ) R
SUETFRATT S PR A L ) S TF
BUEHIETR, 75 i 4 TE W | LA
SR o E i LA
DUEHRIZS R A IERD | R AepLER RIS 62 244
Bkt

LU BT 2 48
T e 7K 77 A3 A= ORI T
SERIBAT PR AT o 1 B
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ik #FE Trouble shooting

R CI: - B 7 A

SEARBLE
AL, s A HUE 275 (18]
B

HURSERI RN, SRR ISk, 04
SRR DR 41 B

BIAR TSR R ST BERHLETBUA | iR4EE N DB 4

Al BB ] T 5 48 )0 B ORULIE ) &
PF, BIIENRR . R PR L | 0BG B R A A 4 2 e
ST AR

Beel | BCET SRR, ASATRARMET | WAL

Sk

RAE A B OING 504

LI E

- A E R

- P AR ATRE
AR BRSO R R, | - R
R RS, FR AR | - AE AL R
5 - PR

- R

- oM

- eERRT

- Pk
LRSS A 07 T2 RS R 5

W2k PLEHES 1, A B B2 e AN I e EBEr, IR

Ges AT, KA, BUKKL, HIEAS

&

il I G 2
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H/E 75 Trouble shooting

o o B BBy
B AR | Rk
o e it
6% | T omsi, aissttarbin
ﬁﬁgﬁ\%ﬁﬁﬁﬁﬂﬁéw Ak
SELRIK SIS R, RN | R B )
B S EEHLE RIS 6 2 (2 AR L)
R VYN VA= ST F 2 Z LT v
BUEHRIZS B 2 2 R T T iR il
T A WITFALIE )
106 T Bk 35 B R )
IR A2 | AN ILAC 1B R AR T A Tl B o
5 HLEL S 2 T 5 Bk BUR
T S SRR S, T | BB R SR
FEATT H B
LRI FISE R SR RICRE | s BT
—— W T4 & LR SRS
T ST
s - —
iﬁ%igigg’gwﬁ*ﬂ WA SR T, S TTRE AT
*}L%‘F?ﬁ%u}j—iﬂiﬂ @ﬁfﬁé,{/ﬁ:*}ijﬁlﬁ
WS | TN AR, R | e
[ AL T AL BRI 4G 2k A% AR
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AFEHER Trouble shooting

ok o B R H By B
WA AN | e
i | BURTFEIGRRITTT, | Ky Ao TF4er L
45 A % TN R, W LB
[ 25 s R A A e I T VSR A FE DA &S, W 3, SRR DA
4 & R D R UG R AR 4R 4 (KI5, WLEETT RS IR .
SR A T | N
AN W4 4 IR BN () T AT
S8 4 VLR b
AT U I S P B R R, AR, i
&Fﬂ%ﬁTﬁﬁﬂ&
P
— BT Sk B 120 K
] ) ap 1 oHE - M/J\%I“EE
ANl A T RE PR R A
— BN AL I 20 K
- WL IR
PN ARG ) g
mﬁﬁg AN B
[R5 AT % TPINE A, W0 s
i Al
;ﬁgmm% FEE SRR BRIE T | W RS, Wfr e, o s

B RS AN e Al

fit

DA R S BRI 5l , S AT RE A ZE Rl o
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i FE#F Trouble shooting

il G- 0S| B 7%

R BT AT SR BB L 5 PR 1 1 KSR I K
SN KA AT 2% | St etk

03 B ) B R AT LA R A2 B R e AT OK S B SE R, g, i
REEIEIEE Ry ]2

o A 5 BUHR M LA H B AT A PTAT B o R K
DU A BN RS, ATEEE 00T, S RIS
BIHRH LA ) e TTHER
By it ~ Wk
= B Sk R AL P e K
AN AT T RE 0 R - MR
- WIS il KL
- TR
- N TSN R R 2 v
S TS
WAL EL, BN b .
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AFEHER Trouble shooting

Description
of fault

Possible cause

Error elimination

The automate
does not start

The needle is not at the upper
dead center

Turn the handwheel in the direction of rotation so that
the needle is i at the upper dead center

Info overlap,it must reset the induction-switch,

The needle is not at the
correct entry point

Turn the handwheel in the direction of rotation so that
the needle is at the correct entry point.

Info overlap, reset the position induction-switch before
sewing

up
The mach_lne stopped during Turn off the machine and turn on later
cycle sewing.
Too low air pressure for the Has the compressed air hose been connected
pneumatic components. . )
. Check compressed air fluctuations
Check the air pressure at the - .
Check all compressed air hoses and connections
manometer
Emergency stop is active. Deactivate the emergency stop of the “Safe stop”
The needle is blunt, bent or
. . . Insert a new needle
incorrectly inserted in the )
Insert the needle in the needle bar correctly.
needle bar.
Needle and bobbin thread are | Check threading of needle and bobbin
threaded incorrectly. thread
Skipped
stitches

The yarn stand is mounted
wrongly.

Check the thread reel holder

Too tight thread tension.

Check the thread tension

The fabric is incorrectly held.

Check the fabric clamping pressure
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i FE#F Trouble shooting

Description of

Possible cause

Error elimination

fault
The matching needle size has to be Change the ,r,leedle size.(See Operating ,,
. . Instructions” Needles, yarns and gimps”)
chosen according to the material, the . .
material thickness and the thread used After changing the needle size the
" | distance needle-hook has to be checked.
Needle plate, looper or spreaders have .
possibly been damaged by the needle. Have the parts reworked by the service
personnel.
Possibly parts have been
inserted which do not match the
sewing equipment, as e.g. needle Check the sewing equipment parts
plate, looperk, spreader, clamping according to the equipment sheet.
plates, upper/lower
Skipped presser foot.
stitches When converting the seam width the
looping stroke has not been Adjust the looping stroke
readjusted.
Check the adjustments described in the
following chapters of the
_ Service Instructions:
Hook or spreader are adjusted - “Adjusting the locking positions”
wrong_ly. _ ) - “Adjusting the looping stroke”
Even if no wrong adjustment isto be | _ “Needle bar height”
?nesgsﬁrr]gstgie dabove-mentloned - “Distance between hook and needle”
not lead to an improvement, check the : “lgleedlg p,r’otectlon
opposite points once again. ~ “SEiZdz: olate”
- “Needle plate”
—  “Rotary thread take-up disc”
Needle and bobbin thread are threaded | Check threading of needle and bobbin
Thread incorrectly. thread
breakage

The needle is bent, sharp-edged or
incorrectly inserted in the needle bar.

Insert a new needle. Insert the needle in
the needle bar correctly.
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AFEHER Trouble shooting

Description of
fault

Possible cause

Error elimination

Thread breakage

The thread used is knotty, hard or
too thick and thus unsuitable.

Use recommended threads only

The thread tensions are too tight for
the thread used.

Check the thread tensions

Thread-guiding parts as e.g. thread
pipes, thread guides or the rotary
thread take-up disc have sharp
edges.

Check whether thread-guiding parts are
sharp-edged.

Check whether the throat plate, the
looper or the spreaders
have been damaged by the needle.

Have the parts reworked by the service
personnel.

Loose stitches

The thread tensions are not adapted
to the material, the material
thickness or the threads used.

Check the thread tensions

Needle and looper thread are
threaded incorrectly.

Check the threading of needle and bobbin
thread

The buttonhole
IS cut open
inaccurately

The set cutting pressure is too low.

Increase the cutting pressure

The knife edge is blunt or chipped.

lInsert a new knife

The knife works on a non-matching
cutting block.

Rework the cutting block or insert a new
one.

No matter whether buttonholes are
cut open before or after sewing or
buttonholes with or

without eyelet are sewn, always
insert the matching cutting

block.

Cutting blocks with two knife marks lead to
an inaccurate cut.

Needle breakage

The needle size is unsuitable for
the material or the thread.

Change the needle size.
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ek #F Trouble shooting

Description of

Possible cause

Error elimination

fault
The fabric support plate or Se(‘e‘ following I_:aulty feed of the fabric support plate
. or “Faulty rotation of the
the sewing works fault . "
Sewing works
When changing the seam
Needle width the upper fabric
breakage clamps have not been set | Set the upper fabric clamps apart as far as required.
apart or not wide
enough.
The needle hits the fabric Check the subclass on the control
clamps
panel.
The remaining tension is
too tight for the needle
. thread so that the thread at . - .
No reliable the seam beginning is too Readjust the remaining tension
seam short for the
beginning Or

unthreading
respectively

next sewing start.

The thread clamp not
open at the seaming
beginning.

Check the pneumatic cylinder which open the thread
clamp.

Faulty feed of
the fabric
support plate

The toothed belts are
insufficiently tightened.

Retighten toothed belts or replace them, if necessary

Toothed belts and toothed
lock washers are soiled.

Clean the toothed belts and toothed lock washers.
Replace the toothed belts, if necessary.

The fabric support plates
Collides with other
components.

Check the motion of the fabric support plate at low
speed to find possible collisions.

The fabric support plate is
only heavily movable
when the machine is
switched off.

Check all components belonging to the drive of the
fabric support plate.
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e kEZ 7 Trouble shooting

Description of
fault

Possible cause

Error elimination

Possible rough running of
individual components

If neither faulty components nor

rough running are found, the problem can in some

cases be

solved by altering the following parameters:

- Speed reduction

— Increase of the stitches in the eyelet

— Reduction of the stitch distance

- Reduction of overlapping

- Increase of the stitches in the round tack

— Reduction of the stitch distance

— in the straight bartack

- Reduction of the throw width in the straight
bartack

Inform the service personnel, if required.

Faulty rotation
of the sewing
works

The toothed belts are
insufficiently tightened.

Retighten toothed belts or replace
them, if necessary.

Toothed belts and toothed
lock washers are soiled.

Clean the toothed belts and toothed lock washers.
Replace the toothed belts, if necessary.

The sewing works
collides with other
components.

Check the motion of the sewing works rotation at low
speed to find possible collisions.

Faulty

rotation of

the sewing
works

The sewing works is only
heavily rotatable when the
machine is switched off.

The adjustable rings at the hook support drive or at the
needle bar drive are pressed too tight against the driving
levers or the yoke.

Check the adjusting rings at the hook support drive and
at the needle bar drive and set a slight clearance, if
required

FBHIRG UM 5557 5L
Control system instructions - 57 -




ek #F Trouble shooting

Description of

Possible cause Error elimination
fault

Check all components belonging to the sewing works

rotation. If neither faulty components nor

rough running are found, the problem can in some cases

be

solved by altering the following parameters:

- Speed reduction

- Increase of the stitches in the

Possible rough running of | - eyelet

individual components - Reduction of the stitch distance

- Increase of the stitches in the round tack

- Reduction of the stitch distance

- in the straight bartack

- Reduction of the throw width in the straight
bartack

- Reduction of overlapping

Inform the service personnel, if required.
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W FEFFE Trouble shooting

5.2 FEHIRGHK.

Software and Hardware trouble of control system
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AFEHER Trouble shooting
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W FE#F Trouble shooting

[

I S

H %

WoR B B
7R XY FICHb
SO EPS IR D

110V/24V [F] FF ¢ HL Y5 A g
1E% TAE

DI L2 s I 200 B 5, 1T ML
e

For 7 HL P A Y R YR AR 1 11 054 21 110V/24V
T 5% HL Y 2 TR) FEL 46 ) £ i S A A Bh a3
E T

A, B EOFELE, W R i e A\ iy
FERE, WIORAAZE IO I .

110V/24V T I b (B2
HEIKE) IR A B

DI HL 28 B 5 JF S r 240 Bl 5, F1 T ML
G

Ko 2 F 40 N 110V/24V FF ¢ Ha Y 2k i (4
) SEEAABEE A O T -

S N AN /SO 5 E AN
FERE, BRI TS O E I .

WoR BEE B
Nexx AR, Tk
IR oL

xx Ay XHl L Y ek C
Bl

DI L& U OT S A 220 Bl m, FT T LR

xx 25 RE SR AR # o

B N ¥ 25 2R E

DI L a5 RIS OT 54520 Bl s, FTOT Lg%
xx 5 HERR N 5 B AR B Ao

R L FR) 55 £ OB PACA o

xx 25 HEYR B [F) HLYE AR B30

DI LA T S5 A2 0 Bl s, FT T HL A%
Ao

o 7 LA AR A <25 JE DK ) L R e A5
CHIUnX AL B, A B XD EOKE) F
gt ieadifh ) G e A AT O AT B2 i
o

A, RO B P L . R e
AR A DR A LIS e o

EHRIRG U 5 61 7T
Control system instructions - 61 -




HEE#FEE Trouble shooting
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AFEHER Trouble shooting

Description of
fault

Possible cause

Error elimination

The main switch
indicator  lamp
light after the
machine starts ,
no signal in
display and no
voice in control
box,

Voltage too high so that the
fuse burnt

Switch off the machine and wait for 2 minute,
then open the control box.

Take out the Fuse 8A on the power board and
Check whether it burnt or not.

If burnt, please replace it.

Make sure the voltage less than 250V.

Main power plug loose

Switch off the machine and wait for 2 minute,
then open the control box.

Check if the two screws of the thread end(3
cores metal head) of main power(220v) plug (at
the side of the control box) is loose or has pin
out.

If so, reconnect it. And tighten the two screws.

No signal in
display with
noise in control
box after the
machine starts

5V/24V  switch
can’t work normally

power

Switch off the machine and wait for 2 minute,
then open the control box.

Check if the cable end from J53 on the power
board to the 5V/24V switch power is loose or
has pin out.

If so,reconnect the pin and insert the cable end
into the board.Be sure to insert fastness and have
no pins out.

DC5V power plug loose

Switch off the machine and wait for 2 minute,
then open the control box.

Check if the cable end from the DC5V power
plug(at the bottom of the I/O board JP_PWR) to
5V/24V switch power is loose or has pin out.

If so,reconnect the pin and insert the cable end
into the board.Be sure to insert fastness and have
no pins out.

The cable for
communication is
disconnectable

Switch off the machine and wait for 2 minute,
then open the control box.

Check the cable end for communication(DB9
cores) connected the plug at the downmost of
the four side by side plugs at the back of the
control box with the hand control box.

If so, reconnect it. And tighten the two screws.
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AFEHER Trouble shooting

Description of

Possible cause

Error elimination

fault
The AC220V  power | , : .
Tt o i 1|~ 1A of o e s vk o5 s
make the momently 5V P '
power supply stably.
shows ~  Switch off the machine and wait for 2 minute,
Communication then open the control box.
Exceptional, The cable for |- Check the cable end for communication(DB9
Power  Off anl‘j communication is cores) connected the plug at the downmost of
grr]eck the linker!™ | gisconnectable the four side by side plugs at the back of the

“Communication

control box with the hand control box.
- If so, reconnect it. And tighten the two screws.

timeout, Power off
and check the
linker!” on display
after the machine
starts

The main board is not
connected with the 1/0
board well

—  Switch off the machine and wait for 2 minutes,
then open the control box.

—  Check the main board on the 1/0O board loose or
not.

- If so,press the mainboard gently where has no
chips to make the main board and the 1/O board
connect well.

The message area

shows “Air
pressure is  too
low”

Air pressure is too low

Adjust the pressure to 0.6£0.05MPa

Needle thread broken

Re-thread

The message area
shows “Up_thread
broken”

Incorrect parameters

setting

- Too low the value of
the needlethread
sensor in
“System”—*"*Basic”
menu

— Increase the speed. If low speed desired, close
the thread sensor, and stop sewing once thread
broken to avoid damage for the machine.
Increase the value of the needle thread sensor.
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W FE#F Trouble shooting

Description of fault

Possible cause

Error elimination

The message area
shows “X and Y and C
motor error,power Off
and check”

The 110V/24V power
can’t work well

Switch off the machine and wait for 2
minutes, then open the control box.

Check if the cable end from J54 on the power
board to the 110V/24V switch power is loose
or has pin out.

If so,reconnect the pin and insert the cable
end into the board.Be sure to insert fastness
and have no pins out.

The plug on the
110V/24Vv switch
power is loose

Switch off the machine and wait for 2
minutes, then open the control box.

Check if the cable end(4 cores) of the
110V/24V switch power is loose or has pin
out.

If so,reconnect the pin and insert the cable
end into the board.Be sure to insert fastness
and have no pins out.

The message area
shows “XX error,power
off and check”

XXis X+ Y or C motor

XX Step driver is
damaged

Switch off the machine and wait for 2
minutes, then open the control box.
Replace the relevant step driver.

Step  motor  driver
Cable is not connected

Switch off the machine and wait for 2
minutes, then open the control box.
Re-connect the relevant cable.

XX step driver power
is not connected

Switch off the machine and wait for 2
minutes, then open the control box.

Check if the cable end of the plugs on the
XX step driver cable has pins or thread out.

If so, re-connect the pin or thread. And insert
the cable end into the board, Be sure to insert
fastness and have no pins out.
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HEE#FEE Trouble shooting

Description of fault

Possible cause

Error elimination

Turn the wheel,
“Needle” indicator
lamp has no alert

The proximity switch
of the mainshaft is
broken or
disconnecting

Close the metal to transducer, check the
indicator lamp whether have any change with the
brightness

If changed, re-connect the three cable of the t
transducer (relevant position on the 1/0
commutator of the machine head is 19,20,21),
The sequence should not be mistaken
Otherwise, re-connect the three cables by order,
and repeat operation 1; change the transducer if
still has no change.

Press “Prepare” key,
show info  “In
preparing...”

One or Multi-step
motor

Proximity switches is
broken or
disconnecting

Turn off the safe switch

Test the Home position of the motor; find out the
faulty proximity switch.

Replace the broken proximity switch.

When sewing end,
cutting  pneumatic
cylinder noise but
can’t split the cloth.

The “Time” T26 value
is too small

Set the T26 value 300~500, and larger than TO

The message area
shows “Power error,
power  off and
check!”

The plug of the DC24V
power is loose

Switch off the machine and wait for 2 minutes,
then open the control box.

Check if the cable end from the DC5V power
plug(at the bottom of the 1/0 board JP_PWR) to
5V/24V switch power is loose or has pin out.

If so,reconnect the pin and insert the cable end
into the board.Be sure to insert fastness and have
no pins out.

The message area
shows “Servo error,
power  off and
check!”

The signal cable of the
servo driver is loose

The power cable of the
servo driver is loose

Switch off the machine and wait for 2 minutes,
then open the control box.

Check if the signal cable end from J1(or J1_1)
on the 1/0 board to the driver is loose.

If so, reconnect it. And tighten the two screws.

Switch off the machine and wait for 2 minutes,
then open the control box.

Check if the cable end from servo(3 cores green
plugs) on the power board to the input end of the
power(220V) on the servo driver is loose or has
pin out.

If so,reconnect the pin and insert the cable end
into the board.Be sure to insert fastness and have
no pins out.
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