
ML202SCA-1 

CLINTON SERVICE GUIDE 
MODEL 202SCA-C 

FOR 
YAMATO AZ SERIES 

LUBRICATING 
TUBE 
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ML202SCA-2 

202SCA-C CUTTER ASSEMBLY 
YAMATO AZ SERIES 

LUBRICATING 
TUBE 

INSTALLATION: 

1. MOUNT THE UNIT ON MACHINE. 

COVER 
PLATE 

2. ADJUST THE KNIFE STROKE BY ADJUSTING 
THE FORKED LEVER. 

3. FILL THE LUBRICATING TUBE WITH OIL 
MOUNT THE FABRIC GUARD. 

FORKED 
LEVER 

30-3266-01 
MOVABLE 
BLADE 

30-3265-01 
STATIONARY 
BLADE 

INSTAlACION: 

1. COLOQUE EL CORTADOR EN LA MAQUINA 
COMO SE MUESTRA ARRIBA. 

2. AJUSTE LA CARRERA DE LA CUCHILLA 
MEDIANTE EL AJUSTE DE LA PALANCA 
BIFURCADA (FORKED LEVER). 

3 . LLENE EL FILTRO LUBRICAOOR CON 
ACEITE. COLOQUE EL GUARDA TELA. 
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