
*General Safety Information * ~~~j~O 
8 WARNING 

This machine is equipped with a very sharp knife. Keep Hands, Arms, and Hair away from 
the knife area at all times . Misuse of this machine or failure to follow all safety instructions 
on this machine & in the instruction manual may result in serious personal injuries . 

8 ff~ ~~~~~fiJJJt-1 '~~~IJ~IJf*~ =¥, =FW, !m~~MJJt-1 o 

~ffl~*-00*~~-~ffl~~ftMA~W~o 
& Disconnect the power supply from the machine when it is not in use 

Or during routine maintenance , including lubrication. 

&s•~~~~m~,~~m*•••&~~mM~,~m~oo~o 

8 Attention fR!ffl ~J!*D 
Before you use & For the First Time: fR!fflfW~~~:-kfR!fflB~ 

* The Power supply Voltage must be same as showed on the nameplate. 
If incorrect electrical supply may damage it & caused dangerous. 

~~~mmm~~~~~~~-ft,m~~~~m~~~&~~~~o 
*Before plug in the Electricity to the machines to be sure the Motor 

"witrh ic;; in thP:"OFF" nosition . 
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*OPERATING & MAINTENANCE; 

1. In General .iffirnB 
Handle cutter with great care Do not drop it or handle it roughly as this will change its Adjustments and may 
cause serious damage to the mechanism. 

;J\,C.,~f'F , ~l:iJf.!ii~ • *1niiHif'Fft~f~~~:!fHHiifl o 

2. Prior to Starting the Cutting Operation remove any obstacles from the path of the base plate. 

~f'FR!i7t~~#d~~Mf£fiiJ~if~ o 

3. Cutting Operation ~!}ij~f'F 

Do not force cutter through material by nature of their texture and because of the property of their fibers, not all 
materials can be cut with the same speed or ease. Trial cutting will readily let you find the best speed at which 
the machine is to be advanced through the material. 

~~£~Mtt~-~~ttM~~·~~ffW~Rfil:iJ~~-~~~~·~·~~Gm~M 
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4. Sharpening the Blade tzDfiiJMJJ 

When the machine in operating push the Push Knob #C128 down for a few seconds so that the sharpening stone 
lighting touches and grinds the blade for several times. 

'&~M~Q~f1i!t1Cf#CI28f&~t!Cm, f~f&~~fWJJJ:l~::X!!PiCRX: o 

5. How to Replace Blade tzofi!Jt#!)J J=1 
5- I Make sure the electric cord is unplug & disconnected from the power source. 

7t Iii~ it[ ii!UJR e llfr ~ , tl!HiJ! f;"\ ~* o 

5-2 Turn the screw of finger guard (#C 160) and remove the finger guard(#C 159) 
~!m#C l60~J:l~K{r. , Mz~!m~J:l o 

5-3 Remove the blade lock cover(#CI47) by turning it left, Take off snap ring (#C l44) Screw(# Cl43,, ,) 
~lmTJJ:lll!ll!Ei!(#CI47) ii.:Mi • ~!m#C I44f0$ . 

5-4 Remove the blade (#C142) and clean any dust or dirt from the machine & Replace the blade 
& Assembly it back. 
~lliJJJ=1Mzffl~ffr#ft~&~~'~t#!JJJ=1Mzt!(&~~@o 

6. How to replace carbon brush tlnfOJj~J~~JPU 

6-1 Make sure the machine is unplugged, remove the two screw(#C 10 I )and pull the Cover(#C I 02) upward. 
7tWTll[i!Jlifm®i • ~lm (#C!Ol) ~K*'&(# I02)i!J:l 

6-2 Remove the cap Screw(#C I 04) and replace the Carbon Brush(#C l 03). 
~~* (#l04)&Ji!!t#! (#103) ~ijllj 

6-3 Put the cover back into original position and tightens the Screw. 
f~ 6-I • 6-2 fE!flfT~~K*'&~f!f~@ 

6-4 Check right and left carbon brushes from time to time and always replace both right & left 
carbons together when change it. 

R~-~-~·R~-~~-~~-
7. Lubrication and Maintenance _tifflW.f*if 

7-1 Turn the Grease Cap(#Cl35) Clockwise a little bit to inject the grease into the gear box. 
f®i~~tQiEIJ~i!J:l AY~lf!:f::im 

7-2 Make sure to and the grease supplied with the machine to the grease cup(#C 136) when the 
grease cap is screwed down to the bottom. 
fi~!:f::iEIJ:ft (# 136) ~:ii&J'Effi1JOA~Mt:p 

7-3 Always keep the machine clean and free from remnants. 
Iii f~U~ M m ~ & :i!~Ei?.ftfJ.J 

8. Maintenance & Inspection f*i*W.~~ 
8-l Keep machine clean by removing all accumulations of lint, thread and cutting from around the 

knife itself to clean away from behind it any accumulated foreign matter. 
7tffl~*JJJ:liJ:!H~.flll~&ft~ 

8-2 In addition, add grease to the grease cup Monthly using special grease that is supplied with the machine. 
~ 1JD A~ :il fJ9 4 iElJ ~ im ;ff pg 

8-3 From time to time , Check the right & left carbon brushes and replace when necessary. 
§]:::X i*1t ~-~. ijliJ &:'. ~ ~ t#!~ 

8-4 It is recommended that the machine to be turned off when not in use. 
MHfi ~~ ~ f~ ffl ~ ~~ 1JJ 00 it[ 

8-5 Never put your hands in front of the blade while operating. 
~Q~~~~-=ffNAMYffii 

8-6 Before doing any work on the machine is sure to disconnect the machine from the electrical outlet. 
i!f:ft~tE~~_t#ffW~f'F~·~~7t~M®iW~ll[i!Jli 
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