PASSING THE NEEDLE THREAD

Pass the meedle theeads i arder shown in below
At you face the machise, left side needle thicad should be passed from (1) ~ (3) {Lefs theend

tegaon dise —+uppes hote of takeap keve —lef) neediel
9-2-0-0-0-0-®

The sight side needie wlould be passad, in oxdes, from (3 ~

(G right theesd temsion dise — lower hole of takieup fever < right Seedlen

THREAD TENSION

*Needls thread temsion

The hread tomsion of the sight wde ovedie
cam be sdjusted by the nght side thread
tenuen +ut T and the left vide needle thread
an be djustéd by the left side thread tensson
muz Turn the nut to night 1o make the neadie
thresd zmmmon sironge: aad to lelt 1o make
the senmen weaker

*Bobbin thraad tensicn

Ihe chresd temsion of the bobbis theead can
ed By fuming the thiesd tenwon
the bobbm case haldsr, If the icrew
the tenwan Becomes stronger
£ loasened, the tension tevomes

*Theead takeup spring
T adost the atreimgth of the thread ke
uen thve hitals takeup spring shat®
and tutn the fhiead tikeup giide
gontly teword lefr Ta weaken the
rotabe W foward right. Afr the
ar tighten the screw T To adus
of the take-up spring. hoown the
screw 4 and meve (e stoppes §
snd Tefi. 1€ the stopper is moved
ght. Ihe stroke geis bigger.






